www.civilmartindia.co.in 





GOVERNMENT OF TAMIL NADU 
PUBLIC WORKS DEPARTMENT 


STANDARD SCHEDULE OF RATES 
[FOR BASIC ITEMS ONLY] 


BASIC RATES (EXCLUDING GST & OTHER TAXES) 


2021-2022 


[WITH EFFECT FROM 13.09.2021] 


Ls LEE Came DN Came Cae DNI DCN ë CO DNI DONO Us Cie DNO DCN ë CO DNO DONO CONG DNO DONO [iio (Cie [io NH 





- GOVERNMENT OF TAMIL NADU 
PUBLIC WORKS DEPARTMENT 


OFFICE OF THE ENGINEER-IN-CHIEF (BUILDINGS) & 
CHIEF ENGINEER (BUILDINGS), CHENNAI REGION, PWD, CHENNAI-5. 


Present: Er. R. Viswanath, M.E. (Structures), 
Engineer-in-Chief (Buildings) & 
Chief Engineer (Buildings), Chennai Region, 
PWD, Chennai-5. 


Proceedings No. HDO (A) / 00926 / 2021-1, dated 13.09.2021 

Sub: Public Works Department - Standard Schedule of Rates 
with Basic Rates for the year 2021-2022 for adoption in . 
preparation of estimates with effect from 13.09.2021 - 
Approved - Communication of - Regarding. 

Ref:  Engineer-in-Chief, WRD & Chief Engineer (General), PWD, 


Chennai-5, Proceedings No. HDO / Sr.DO-2 / SSR 2020-21 / 
20021 / 2020-1, dated 20.04.2020. 


um ug a 
The Standard Schedule of Rates with Basic Rates, Basic Cost of Cement and Basic 


Cost of Steel (excluding all taxes and GST) approved for the year 2021-2022 by the 
Schedule of Rates Committee for adoption in the preparation of estimates with effect 


from 13.09.2021 are herewith enclosed for taking necessary action. 


2.0. The receipt of Standard Schedule of Rates with Basic Rates for the year 


2021-2022 along with its enclosures may be acknowledged. 


Encl.: 
Standard Schedule of Rates 
with Basic Rates, 2021-2022-1 Booklet i ` ` 
l . ^ 
Ln , a d v» ya 
'Engineér-in-Chief (Buildings) & 
Chief Engineer (Buildings), PWD, 
31 Chennai Region, Chennai-5. 
To % a P T . 


i. The Engineer-in-Chief, WRD & Chief Engineer (General), PWD, Chennai-5. 


2. The Director General, Highways Department, 76, Sardar Patel Road, Guindy, 
Chennai-25. 


3. The Chief Engineer, WRD, Design Research and Construction Support, Chennai-5. 


4. The Deputy Secretary to Government, Finance Department, Secretariat, Chennai-9. 


uu 
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Copy to all the Chief Engineers of Water Resources Department. 

Copy to the Chief Engineer (Buildings), PWD, Trichy Region, Trichy. 

Copy to the Chief Engineer (Buildings), PWD, Madurai Region, Madurai. 
Copy to all the Superintending Engineers of Water Resources Department 
Copy to all the Superintending Engineers of Public Works Department. 


Copy to the Additional Chief Secretary to Government, Public Works Department, 
Secretariat, Chennai-9. 


Copy to the Additional Chief Secretary to Government, Municipal Administration and 
Water Supply Department, Secretariat, Chennai-9. 


Copy to the Principal Secretary to Government, Rural Development and Panchayat Raj 
Department, Secretariat, Chennai-9. 


Copy to all the District Collectors. 
Copy to the Commissioner, Greater Chennai Corporation, Chennai-3. 
Copy to the Engineering Director, TWAD Board, Chepauk, Chennai-5. 


Copy to the Engineering Director, Chennai Metro Water Supply and Sewerage Board, 
Anna Salai, Chennai-2. 


Copy to the Chief Engineer (Civil Design), TNEB, Anna Salai, Chennai-2. 

Copy to the Chief Engineer, Tamil Nadu Housing Board, Nandanam, Chennai-35. 
Copy to Chief Engineer (Civil Design), Tamil Nadu Slum Clearance Board, Chennai. 
Copy to the Chief Engineer, PWD, Technical Education Circle, Guindy, Chennai-25. 


Copy to the Chief Engineer, PWD, Fishing Harbour Project Circle, DMS Compound, 
Chennai-6. 


Copy to the Chief Engineer, Tamil Nadu State Police Housing Corporation, Chennai 
Copy to the Joint Chief Engineer (Buildings), PWD, Chennai-5. 

Copy to the Joint Chief Engineer (Electrical), PWD, Chennai-5. 

Copy to the Joint Chief Engineer (Irrigation), PWD, Chennai-5. 

Copy to the Joint Chief Engineer (General), PWD, Chennai-5. 

Copy to the Deputy Chief Engineer (Buildings), PWD, Chennai-5. 

Copy to all the Executive Engineers, Public Works Department. 

Copy to the Head Draughting Officer, O/o. EIC (B) & CE (B), CR, PWD, CH-5. 
Copy to All Assistant Executive Engineers, O/o. EIC (B) & CE (B), CR, PWD, CH-5. 





GOVERNMENT OF TAMIL NADU 
PUBLIC WORKS DEPARTMENT 


OFFICE OF THE ENGINEER-IN-CHIEF (BUILDINGS) €: 
CHIEF ENGINEER (BUILDINGS), CHENNAI REGION, PWD, CHENNAI-5. 


Present: Er. R. Viswanath, M.E. (Structures), 
Engineer-in-Chief (Buildings) & 
Chief Engineer (Buildings), Chennai Region, 
- PWD, Chennai-5. 


Proceedings No. HDO (A) / 00926 / 2021-2, dated 13.09.2021 


Sub: Steel - Basic Cost for STEEL for adoption in the preparation 
of estimates during the year 2021-2022 with effect from 
13.09.2021 - Approved - Communication of - Regarding. 


Ref:  Engineer-in-Chief, WRD 8 Chief Engineer (General), PWD, 
Chennai-5, Proceedings No. HDO / Sr.DO-2 / SSR 2020-21 / 
20021 / 2020-2, dated 20.04.2020. 


un um um 
The Basic Cost of Steel (excluding all taxes and GST) for the year 2021- 
2022 approved by the Schedule of Rates Committee for adoption in the preparation of 
estimates during the year 2021-2022 with effect from 13.09.2021 is given below: 


Steel : Rs.51,750/- per MT 
(Rupees Fifty One Thousand, Seven Hundred and Fifty only) 
2.0. The above rate is excluding of all taxes & GST, freight charges, etc., at 
Stockyard / Dealer's Godown. Necessary lead charges (i.e. excluding loading and 
unloading charges), as applicable as per conveyance table, may be allowed from the 


Stockyard / Dealer's Godown to the site of work, if duly certified by an officer not below 
the rank of Assistant Executive Engineer. 


3.0. However, in the case, if the source is specified as "Stockyard", the same 
shall be decided and approved by the Superintending Engineers concerned. 


* 


l : M VR 
a a 
ME^ OR (RO & 


Chief Engineer (Buildings), PWD, 
A Chennai Region, Chennai-5. 
To e wwe" 
1. The Engineer-in-Chief, WRD & Chief Engin (General), PWD, Chennai-5. 


2. The Director General, Highways Department, 76, Sardar Patel Road, Guindy, 
Chennai-25. . : 


3. The Chief Engineer, WRD, Design Research and Construction Support, Chennai-5. 


4. The Deputy Secretary to Government, Finance Department, Secretariat, Chennai-9. 
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Copy to all the Chief Engineers of Water Resources Department. 

Copy to the Chief Engineer (Buildings), PWD, Trichy Region, Trichy. 

Copy to the Chief Engineer (Buildings), PWD, Madurai Region, Madurai. 
Copy to all the Superintending Engineers of Water Resources Department 
Copy to all the Superintending Engineers of Public Works Department. 


Copy to the Additional Chief Secretary to Government, Public Works Department, 
Secretariat, Chennai-9. 


Copy to the Additional Chief Secretary to Government, Municipal Administration and 
Water Supply Department, Secretariat, Chennai-9. 


Copy to the Principal Secretary to Government, Rural Development and Panchayat Raj 
Department, Secretariat, Chennai-9. 


Copy to all the District Collectors. 
Copy to the Commissioner, Greater Chennai Corporation, Chennai-3. 
Copy to the Engineering Director, TWAD Board, Chepauk, Chennai-5. 


Copy to the Engineering Director, Chennai Metro Water Supply and Sewerage Board, 
Anna Salai, Chennai-2. 


Copy to the Chief Engineer (Civil Design), TNEB, Anna Salai, Chennai-2. 

Copy to the Chief Engineer, Tamil Nadu Housing Board, Nandanam, Chennai-35. 
Copy to Chief Engineer (Civil Design), Tamil Nadu Slum Clearance Board, Chennai. 
Copy to the Chief Engineer, PWD, Technical Education Circle, Guindy, Chennai-25. 


Copy to the Chief Engineer, PWD, Fishing Harbour Project Circle, DMS Compound, 
Chennai-6. 


Copy to the Chief Engineer, Tamil Nadu State Police Housing Corporation, Chennai 
Copy to the Joint Chief Engineer (Buildings), PWD, Chennai-5. 

Copy to the Joint Chief Engineer (Electrical), PWD, Chennai-5. 

Copy to the Joint Chief Engineer (Irrigation), PWD, Chennai-5. 

Copy to the Joint Chief Engineer (General), PWD, Chennai-5. 

Copy to the Deputy Chief Engineer (Buildings), PWD, Chennai-5. 

Copy to all the Executive Engineers, Public Works Department. 

Copy to the Head Draughting Officer, O/o. EIC (B) & CE (B), CR, PWD, CH-5. 
Copy to All Assistant Executive Engineers, O/o. EIC (B) & CE (B), CR, PWD, CH-5. 





GOVERNMENT OF TAMIL NADU 
PUBLIC WORKS DEPARTMENT 


OFFICE OF THE ENGINEER-IN-CHIEF (BUILDINGS) 8: 
CHIEF ENGINEER (BUILDINGS), CHENNAI REGION, PWD, CHENNAI-5. 


Present: _ Er. R. Viswanath, M.E. (Structures), 
; Engineer-in-Chief (Buildings) & 
. Chief Engineer (Buildings), Chennai Regon, 
` PWD, Chennai-5. 


Proceedings No. HDO (A) / 00926 / 2021-3, dated 13.09.2021 


Sub: Cement - Basic Cost for CEMENT for adoption in the 
preparation of estimates during the year 2021-2022 with 
effect from 13.09.2021 - Approved - Communication of - 
Regarding. 


Ref:  Engineer-in-Chief, WRD & Chief Engineer (General), PWD, 
Chennai-5, Proceedings No. HDO / Sr.DO-2 / SSR 2020-21 / 
20021 / 2020- 3, dated 20.04.2020. 
uf um um 


The Basic Cost of Cement (excluding all taxes and GST) for the year 2021- 
2022 approved by the Schedule of Rates Committee for adoption in the preparation of . 
estimates during the year 2021-2022 with effect from 13.09.2021 is given below: 


Cement : Rs.5,960/- per MT 
(Rupees Five Thousand, Nine Hundred and Sixty only) - 


2.0. The above rate is excluding all taxes & GST, freight charges, etc., at 
Stockyard / Dealer’s Godown. Necessary lead charges (i.e. excluding loading and 
unloading charges), as applicable as per conveyance table, may be allowed from the 
Stockyard / Dealer's Godown to the site of work, if duly certified by an officer not below 
the rank of Assistant Executive Engineer. 


3.0. However, in the case, if the source is specified as "Stockyard", the same 
shall be decided and approved by the Superintending Engineers concerned. 


: ra vere “aX 
Enginéer-in-Chief (Bui nds) & 
Chief Engineer (Buildings), PWD, 
Chennai Region, Chennai-5. 


To NA 3o»! 
1. The Engineer- in-Chief, WRD & Chief Engineer (General), PWD, Chennai-5. 


2. The Director General, Highways Department, 76, Sardar Patel Road, Guindy, 
Chennai-25. 


3. The Chief Engineer, WRD, Design Research and Construction Support, Chennai-5. 
4. The Deputy Secretary to Government, Finance Department, Secretariat, Chennai-9. 
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Copy to all the Chief Engineers of Water Resources Department. 

Copy to the Chief Engineer (Buildings), PWD, Trichy Region, Trichy. 

Copy to the Chief Engineer (Buildings), PWD, Madurai Region, Madurai. 
Copy to all the Superintending Engineers of Water Resources Department 
Copy to all the Superintending Engineers of Public Works Department. 


Copy to the Additional Chief Secretary to Government, Public Works Department, 
Secretariat, Chennai-9. 


Copy to the Additional Chief Secretary to Government, Municipal Administration and 
Water Supply Department, Secretariat, Chennai-9. 


Copy to the Principal Secretary to Government, Rural Development and Panchayat Raj 
Department, Secretariat, Chennai-9. 


Copy to all the District Collectors. 
Copy to the Commissioner, Greater Chennai Corporation, Chennai-3. 
Copy to the Engineering Director, TWAD Board, Chepauk, Chennai-5. 


Copy to the Engineering Director, Chennai Metro Water Supply and Sewerage Board, 
Anna Salai, Chennai-2. 


Copy to the Chief Engineer (Civil Design), TNEB, Anna Salai, Chennai-2. 

Copy to the Chief Engineer, Tamil Nadu Housing Board, Nandanam, Chennai-35. 
Copy to Chief Engineer (Civil Design), Tamil Nadu Slum Clearance Board, Chennai. 
Copy to the Chief Engineer, PWD, Technical Education Circle, Guindy, Chennai-25. 


Copy to the Chief Engineer, PWD, Fishing Harbour Project Circle, DMS Compound, 
Chennai-6. 


Copy to the Chief Engineer, Tamil Nadu State Police Housing Corporation, Chennai 
Copy to the Joint Chief Engineer (Buildings), PWD, Chennai-5. 

Copy to the Joint Chief Engineer (Electrical), PWD, Chennai-5. 

Copy to the Joint Chief Engineer (Irrigation), PWD, Chennai-5. 

Copy to the Joint Chief Engineer (General), PWD, Chennai-5. 

Copy to the Deputy Chief Engineer (Buildings), PWD, Chennai-5. 

Copy to all the Executive Engineers, Public Works Department. 

Copy to the Head Draughting Officer, O/o. EIC (B) & CE (B), CR, PWD, CH-5. 
Copy to All Assistant Executive Engineers, O/o. EIC (B) & CE (B), CR, PWD, CH-5. 
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GOVERNMENT OF TAMIL NADU 
PUBLIC WORKS DEPARTMENT 


STANDARD SCHEDULE OF RATES FOR THE YEAR 2021-2022 
(WITH EFFECT FROM 13.09.2021) 


GENERAL NOTE 


(i) 


(ii) 


(iii) 


(i) 


(ii) 


(iii) 


For special nature of works, for which rates are not covered in the Schedule of Rates, 
such as road works, water supply, drainage, etc., separate schedule of rates issued 


by the respective officers / department / board are to be followed. 


Extra percentage other than those for the specified areas noted below, shall not be 


allowed. 


. CORPORATION LIMITS: 


An extra 109/ on the Rates of Labour, Rates of Works and for Head Load shall be 
allowed for the works in 


Erstwhile Chennai Corporation limits and the belt area of 32 km around erstwhile 
Chennai Corporation limits (i.e.) prior to formation of Greater Chennai 


Corporation. 


Madurai Corporation limits. 


Coimbatore Corporation limits and also for works in Hosur Taluk. 


An extra 59/o on the Rates of Labour, Rates of Works and for Head Load shall be 
allowed for the works in Trichy, Salem, Tirunelveli, Tiruppur, Erode, Thoothukudi and 


Vellore Corporation limits. 


RESTRICTED AREAS : 
An extra 10% on the Rates of Labour and Rates of Works shall be allowed for 


sewer works under unhygienic condition. 


An extra 10% on the Rates of Labour, Rates of Works and Conveyance Charges 


shall be allowed for works in the campus of Central Jails. 


An extra 59/o on the Rates of Labour, Rates of Works and Conveyance Charges 


shall be allowed for works in the campus of Sub-jails. 


(iv) 
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An extra 20% on Rates of Labour, Rates of Materials, Rates of Works, 
Conveyance Charges and Head Load shall be allowed for works in Reserve 


Forest Areas. 


4. FOR WORKS IN HILLS: 


As the transport facilities in most of the Hilly Areas are now considerably improved and 


as there is no necessity for allowing extra percentage as hitherto followed, the Hilly 


Areas are now again regrouped as detailed hereunder and the extra percentage 


allowable has been revised accordingly and fixed. 


The conveyance table approved and furnished in the schedule of rates under the Head 


V. Conveyance Table, (B). Conveyance of Materials by Road on Hills shall be 


adopted for all works in hills. 


(i) 


(ii) 


(iii) 


(iv) 


(v) 


For works in Nilgiris District an extra 40% on the Rates of Labour, Rates of 


Works, Head Load and an extra 25% on the Rates of Materials shall be allowed. 


For works in Mudumalai Sanctuary, Shandy Nallah Sheep Farm, Dansandle 
areas, an extra 409/o over Rates of Labour, Rates of Works and Head Load and 


an extra 25% on the Rates of Materials shall be allowed. 


For works in Valparai Area an extra 40% on the Rates of Labour, Rates of 


Works, Head Load and an extra 25% on the Rates of Materials shall be allowed. 


For works in Gudiyalathur, Siruvani, Thavalamalai Hills, Talavadi Hills, 
Bargur Hills, Anamalai, Chennimalai and Sivanmalai Hills an extra 20% 
on the Rates of Labour, Rates of Materials, Rates of Works and Head Load shall 


be allowed. 


For works in Western Ghats of Madurai, Virudhunagar, Coimbatore, 
Tirunelveli & Kanyakumari Districts an extra 20% on the Rates of Labour, Rates 


of Materials, Rates of Works and Head Load shall be allowed. 
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(vi) 


(vii) 


(viii) 


(ix) 


(x) 


(xi) 


(xii) 
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(a) An extra 50% on the Rates of Labour for works in Thekkady shall 
be allowed. 

(b) Add 25% extra shall be allowable on the Rates of Materials which 
are to be supplied at Thekkady, subject to the condition that there 
shall not be any extra on conveyance, tollgate fee, interstate 
allowance, etc. The conveyance charge as applicable for Ghat Road, 
Cart Track, etc., as per schedule of rates is only applicable. 

An extra 60% shall be allowable on the Rates of Materials to be supplied for 
Periyar Dam Site subject to the condition that there shall not be any extra on 
conveyance, tollgate fee, interstate allowance, etc. The conveyance charge as 
applicable for Ghat Road, Cart Track, etc., as per schedule of rates is only 


applicable. 


An extra 100% on the Rates of Labour for works in Periyar Dam Site under 


normal condition shall be allowed. 


An extra 150% on the Rates of Labour for works in Periyar Dam Site under 


hanging condition shall be allowed. 


An extra 50% on the Rates of Labour, Rates of Materials, Rates of Works and 
Head Load shall be allowed for the works at Lower Camp above Kuruvanthu 
Bridge, Bodi Hills, Cumbam mettu, Sirumalai, Pachai Kamatchi Hills, Palani Hills, 
Tiruparankundram Hills, Idumban Hills, Megamalai Panchayat and Thummakundu 


Panchayat. 


An extra 40% on the Rates of Labour, Rates of Works and Head Load and an 
extra 25% over the Rates of Materials shall be allowed for the works at 


Kodaikanal. 


An extra 25% on the Rates of Labour, Rates of Materials, Rates of Works and 
Head Load shall be allowed for works in Yercaud, Yercaud Sub-Taluk, 
Boothamalai, Aranuthumalai, Sarugumalai and Thiruchengode Hills in Salem & 
Namakkal District. 


Page 3 


(xiii) 


(xiv) 


(xv) 


(xvi) 


(xvii) 


(xviii) 
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An extra 40% on the Rates of Labour, Rates of Works and Head Load and an 
extra 259/o over the Rates of Materials shall be allowed for works in Kalrayan 


Hills, Pachamalai Hills and Kolli Hills in Salem & Namakkal Districts. 


An extra 40% on the Rates of Labour, Rates of Works and Head Load and an 
extra 25% over the Rates of Materials shall be allowed for works in Jawadhu 
Hills, Elagiri Hills, Kalrayan Hills, Nakkanamalai Hills, Naickerneri Hills 


Tiruvannamalai & Vellore Districts. 


An extra 40% on the Rates of Labour, Rates of Works and Head Load and an 
extra 25% over the Rates of Materials shall be allowed for works in Piranmalai 
covering Oduvarpatti, Kattugudi Patti, Ponnadaipattu, V. Pudur Village, Mamalai 
covering Vannar Irruppu, Nagamangalam Villages, Usilamalai covering 
Poolankurichi Village, Hillocks at Musundapatti, Usilam, Ammapatti and 


Thuthampatti in Sivagangai District. 


An extra 40% on the Rates of Labour, Rates of Works and Head Load and an 
extra 25% over the Rates of Materials shall be allowed for works in Chitteri Hills, 


Sittiling in Kalrayan Hills in Dharmapuri District. 


An extra 40% on the Rates of Labour, Rates of Works and Head Load and an 
extra 25% over the Rates of Materials shall be allowed for works in Kalrayan 


Hills in Cuddalore & Villupuram Districts. 


An extra 40% on the Rates of Labour, Rates of Works and Head Load and an 
extra 259/o over the Rates of Materials shall be allowed for works in Pachamalai 


Hills in Tiruchy, Karur & Perambalur Districts. 


5. ISLANDS IN RAMANATHAPURAM DISTRICT: 


(a). For works in Rameswaram Island: 
An extra 259/o on the Rates of Labour, Rates of Works and Head Load 


shall be allowed. 
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(b). For works in Other Islands: 
An extra 125% on the Rates of Labour, Rates of Materials, Rates of 
Works, Conveyance Charges and Head Load shall be allowed for other 
Islands in Ramanathapuram viz. (1) Upputhannie Island, 
(2) Puleevilaichalli Island, (3) Aalaippar Island, (4) Valimunai Island, (5) 
Appa Island, (6) Thalaiyari Island, (7) Valai Island, (8) Mullai Island, (9) 
Manoli Island, (10) Minoliputti Island, (11) Nadu Island (12) Nallathannie 
Island, (13) Pullivasal Island (14) Poomarichan Island, (15) Muyal Island, 


(16) Singala Island and (17) Kurusedar Island. 


(c). For works in Islands of Thoothukudi District: 
An extra 125% on the Rates of Labour, Rates of Materials, Rates of 
Works, Conveyance Charges and Head Load shall be allowed for Van, 


Kasuvar, Karaichalli Island and Vilankuchali Islands. 


6. GENERAL FOOT NOTE: 


(i) 


(ii) 


(iii) 


(iv) 


(v) 


The rates of labour means the labour rates fixed under the head, Rates of 


Labour. 


Rates of Works includes the labour for earthwork, refilling foundation, 
dismantling, jungle clearance, head load, etc., also where human labour alone is 
involved. 

The percentage increase provided for the materials are applicable only for the 
materials which are quarried or manufactured locally in the specified 


area. 


The percentage increase provided for Rates of Works are allowable only on the 


items where human labour alone is involved. 


The percentage increase provided for Conveyance Charges are allowable for the 


distance covered in the specified area / Special Tract only. 
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(vi) 


(vii) 


(viii) 


(ix) 


www.civilmartindia.co.in 


The extra percentage allowable as specified above shall not be applicable for the 
materials / works covered under Annexure-VI “Rates of Other Construction 
Materials” and Annexure-VII "Rates of Electrical Items of Works". Similarly, no 
conveyance charges shall be allowed for the items covered under these two 


categories. The rates approved therein are applicable at site of work. 


While adopting source of any materials inside the special tracts viz., Corporation 
limits, Reserve Forest Areas, Hilly Areas, Islands, Dam Sites etc., where extra 
percentage allowable for the materials which are quarried or manufactured 
locally, it is the duty of the officer in charge of the work (not below the rank of 
Assistant Executive Engineer), to analyse and confirm whether the finished cost 
of such materials / works are higher if the materials are conveyed and brought to 
the site from the areas outside the specified area, where such extra percentage 


are not permissible. 


The necessity of inclusion of relevant footnotes in respect of the districts covered 
under their region other than the general notes furnished above, if any, may be 
analysed and recommendations sent to the Engineer-in-Chief (Buildings) & Chief 
Engineer (Buildings), Chennai Region, PWD, Chennai-5 for consideration by the 


Schedule of Rates Committee and approval. 


As per Notification No.31/2017- Central Tax(Rate) dated 13th October, 2017 the 
concessional rate of GST at 12% [CGST at 6%+ SGST at 6%] is leviable for any 
Government contract, whether Civil or Electrical, irrespective of the GST rate 
applicable on purchase of goods used in the execution of Government Contract. 
The contractor is eligible to get refund of excess tax paid over or liable to pay tax 
as per Notification No.20/2017, Central Tax (Rate) dated 22.8.2017, Notification 
No.24/2017, Central Tax (Rate) dated 21.9.2017 and Notification No.31/2017, 


Central Tax (Rate) dated 13.10.2017. 
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(x) 


Further, for Works Contract services involving predominantly earth works (that is, 


. constituting more than 75% of the value of the works contract) supplied to 


NOTE: 


Central Government, State Governments, Local Authority, Governmental 
Authority for Government Entity shall be taxed at 596 as per Notification 
No.31/2017 - Central Tax (Rate) dated 13th October, 2017. Therefore, for such 
contract the amount of GST is to be calculated at 596 [CGST at 2.5%+ SGST at 


2.596] over and above the Basic rate. 


1. The percentage extra allowable for Tunnels and Dam sites under hanging 
conditions may be adopted from the Schedule of Rates issued by the 
Engineer-in-Chief, Water Resources Department, Chennai-5. 


N 


^^ ue e^ SN 
Engineér-in-Chief (Buildings) & 
Chief Engineer (Buildings), PWD, 
Chennai Region, Chennai-5. 
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STATEMENT SHOWING THE EXTRA PERCENTAGE ALLOWABLE 
AS PER GENERAL NOTE TO SCHEDULE OF RATES FOR THE YEAR 2021-2022 
(with effect from 13.09.2021) 


Percentage extra allowable on 
Rate of 
work 
(where Conveyance Head 
human load 
labour 
involved) 
1 |For works in (i) Erstwhile Chennai Corporation| 10% 10% 10% 
limits and the belt area of 32 km around 
erstwhile Chennai Corporation limits (i.e.) prior 
to formation of Greater Chennai Corporation, (ii) 
Madurai Corporation limits, (iii) Coimbatore 
Corporation limits and also for works in Hosur 
Taluk 


For works in Trichy, Salem, Tirunelveli, Tiruppur,| 5% 5% 5% 
Erode, Thoothukudi and Vellore Corporation 
limits 


For works in Sub-Jail Campus 5% 


iv |For works in Reserve Forest Areas 20% 


For works in Nilgiris District 40% 
For works at Mudumalai Sanctuary, Shandy Nalla| 40% 25% 40% 40% 
Sheep Form, Dansandle Area 

For works at Valparai 40% 


For works at Gudiyalathur, Siruvani,| 20% 20% 20% 20% 
Thavalamalai Hills, Thalavadi Hills, Bargur Hills, 

Anamalai, Chenni Malai and Sivanmalai Hills 

For works in Western Ghats of Madurai,| 20% 20% 20% 20% 
Virudhunagar, Coimbatore,  Tirunelveli and 

Kanyakumari Districts 

In Madurai, Theni and Dindigul Districts O S 


i |For works at Thekkady 50% 
ii |For works at Periyar Dam Site 


viii |For works at Periyar Dam Site under normal} 100% 
condition 

ix [For works at Periyar Dam Site under hanging| 150% 
condition 
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Percentage extra allowable on 


Rate of 

work 
Labour Tea Conveyance Pg 

labour 

involved) 
For works at Lower Camp above Kuruvanthu| 50% 50% 50% 50% 
Bridge, Bodi Hills, Cumbam Mettu, Sirumalai, 
Pachai Kamatchi Hills, Palani Hills, 
Tiruparankundram Hills, Irdumban Hills, 
Megamalai Panchayat and  Thummakundu 
Panchayat 


For works at Kodaikanal 40% 


For works at Yercaud Hills, Yercaud Sub-Taluk,| 25% 25% 25% 
Boothamalai, Aranuthumalai, Sarugumalai and 

Tiruchengodu Hills in Salem and Namakkal 

Districts 


xiii [For works at Kalrayan Hills, Pachamalai Hills,| 40% 25%, 40% 
Kolli Hills in Salem and Namakkal Districts 

xiv |For works at Jawadhu Hills, Elagiri Hills,| 40% 25% 40% 
Kalrayan Hills, Nakkanamalai Hills, Naickenneri 
Hills in Tiruvannamalai and Vellore Districts 


xv |For works at Piranmalai covering Oduvarpatti,| 40% 25% 4096 
Kattugudipatti, Pannadaipattu, V.Pudur Villages, 
Mamalai covering . X Vannar Iruppu, 
Nagamangalam Villages, Usilamalai covering 
Poolankurichi Village, Hillocks at Musundapatti, 
Usilam, Ammapatty and  Thuthampatti in 
Sivagangai District 


For works at Chitheri Hills, Sittiling in Kalrayan| 40% 25% 40% 
Hills in Dharmapuri District 
xvii |For works at Kalrayan Hills in Cuddalore and| 40% 25% 40% 
BLEU Districts 
iii}For works at Pachamalai Hils in Trichy, Karur and| 40% 25% 40% 
a RS Districts 


For works Rameswaram S 25% ESE 25% 


Ramanathapuram leds 


For works in other Islands, viz. Upputhannie,| 125% 25% 25% 
Puleevilaichalli, Alaiappar, Valimunai, Appa, 
Thalaiyari, Valai, Mullai, Manoli, Minidiputti, 
Nadu, Nallathannie, Pullivasal, Poomarichan, 


N 
S 
e 


A 
= 
e 


Muyal, Singala,  Kuruseedar Islands in 
Ramanathapuram District 
For works in Van, Kasuvar, Karaichalli and pem 12596 12596 12596 12596 


Vilankurichi Islands in Thoothukudi District 





\ M 
; LN ^A 
255: MATIAS 
Engin&ér-in-Chie? (Buildings) & 
Chief Engineer (Buildings), PWD, 
Chennai Region, Chennai-5. 
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www.civilmartindia.co.in 
ANNEXURE-I 


RATES OF LABOUR 


Description of Labour 


EMEN HIGHLY SKILLED CATEGORY 
7 
7 
7 
7 
7 
7 
7 
8 
8 
1 


Technical Assistant Grade-II (Diploma in Engg. 
Passed / B.E. Failed / Degree in Geology for Ground 
Water Works) 


Technical Assistant Grade-III 

(Diploma in Engg. Failed / ITI (Civil) Passed) 
Cinema Operator (ITI Passed) 

Laboratory Assistant Grade-I 

(Post Graduate in Science) 


Laboratory Assistant Grade-II 
(Degree in Science / Degree in 
Geology for Ground Water) 


Laboratory Assistant Grade-III 
(With Degree Qualification to work as Works Clerk) 


B.Sc., (Agriculture) Passed 


M.Sc., (Computer Science)] 


Computer Operator Grade-II 
[B.Sc. (Computer Science) / 
Diploma in Computer Science] 


m 
m. 


[m fern 
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1 
1 
1 
1 
1 


Computer Operator Grade-I 
[B.E. (Computer Science) / 


6A 
6B 
6C 
6D 
7A 
7B 
7C 
6E 
9A 
9B 
00 
11 
15 
19 
20 
21 


2 
3 
5 
7 
10 
2 
3 
4 
5 
6 
7 


1 


Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 





Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


Description of Labour 


Hammer Mazdoor 


Driver (Light Duty) 


E 


Driver (Heavy Duty) 


= 


Maistry, Road Inspector & Work Inspector 


Maistry, Road Inspector & 
Work Inspector (Degree Holder) 


N 
N 
CJ 
Oo 
> 


Skilled Mason Class-I for Heritage Work 
Skilled Mason Class-II for Heritage Work 


Mason for Brick Work-I Class 


E 


Skilled Sthapathy Brick Mason for Heritage Work 
Mason for Stone Work-I Class 

Skilled Sthapathy Stone Mason for Heritage Work 
Mechanic-I Class 

Painter / Varnisher-I Class 


Pile Driver 


5 


Plumber-I Class 


Sawyer 


= 


Smith-I Class 


o 


Stone Cutter-I Class 


a 


Syrang-I Class 


Tinker-I Class 


P 


Turner-I Class 


tb 


Time Keeper-I Class 


Welder / Bracer-I Class 


[m 
eme pm [omm — 
Pe[ om eee m CC 
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Description of Labour 


Mason for Brick Work-II Class 
Mason for Stone Work-II Class 
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CES 
| ae} 
CEN 
EIE: 


E 


Mm 


em 


D 


e 


q 


g 


m 


e 


e 


m 


e 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 













Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


562.00 


562.00 l 
594.00 





Description of Labour 


Thatcher 
Tinker-II Class 
Turner-II Class 





2 





D 
62A D 
3 63A D 


en 


ay 
ay 
ay 
ay 


N 


4 Time Keeper-II Class 


Welder / Bracer-II Class 











5 






ay 
ay 


M 


Mazdoor employed for Geological maping 
Mazdoor employed for Pitting, Trenching, Sampling & 
Drilling works 


: 
works 


D 
D 
6 D 
7 D 


7 


64A 
67A 
78A 
78B 
78C 


78 


7 






ay 
ay 
Day 
Day 
Day 
Day 


2 


e LD 


Heavy Mazdoor 
Electrical Helper . D 


UN-SKILLED CATEGORY 


ay : 
39 Mazdoor Category-II Day 461.00 


The Basic Rate adopted under this Head, "Annexure-I - Rates of Labour" is exclusive of all taxes 
and GST. l 


8D 

79 

102 
B 


Co 
LU 


V 





84 







BE 









z 
o 
= 
m 


The Rates of Labour other than mentioned above shall be adopted from the Schedule of Rates 
issued by the Engineer-in-Chief, Water Resources Departnient, Chennai-5 






DEB 


x X 
^ NAT 
e». Ainsi 
Enginëer-in-Chief (Buildings) & 
Chief Engineer (Buildings), PWD, 
Chennai Region, Chennai-5. 
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www.civilmartindia.co.in 
ANNEXURE-II 
RATES OF MATERIALS 


Basic Rate approved 
Description of Materials for the year 2021-2022 


ES (w.e.f. 13.09.2021) 
hc ans ano mus mones | | 
1 secon cess Tone mewes cremeren | — | 
2 [icon Gas crana veis cromeereorrerse | | 
Se a 
S A HT 
Ia | 
: 
: 
Special Bricks 8" x 4" x 2" for Heritage Works 
Terrace Bricks 6" x 3" x 1" for Heritage Works 
recurs por rage wes | [ 
Baume | [LLL 
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14 


16 





www.civilmartindia.co.in 


Basic Rate approved 
Description of Materials for the year 2021-2022 
(w.e.f. 13.09.2021) 


10 |Brick Jelly 


40mm size 


Co 


11 |Pressed Tiles 


23cm x 8cm x 1.7cm 
16.5cm x 8cm x 1.7cm 
Best Mangalore Tiles [S 
Best Mangalore Ridge Tiles 
Best Mangalore Ceiling Tiles 
Best Mangalore Glass Roofing Tiles 
Best Mangalore Ventilating Tiles (Single) 
Best Mangalore Ventilating Tiles (Double) 
Mosaic Flooring Tiles (Grey) DU 
Mosaic (Grey) Tile 25 x 25 x 2cm 
Mosaic (Grey) Tile 20 x 20 x 2cm 
3C |Mosaic (other Colour) MI DD 
Mosaic (other colour) Tile 25 x 25 x 2cm 
Mosaic (other colour) Tile 20 x 20 x 2cm 
C Mosaic (Green) Tile 20 x 20 x 2cm 
Mosaic (Green) Tile 25 x 25 x 2cm 


Mosaic Chequered Tile Grey Colour 
Size 25 x 25 x 2cm 14800.00 


wo 


12 


m. 


13 


N 
CJ 


N 
A 


N 


C 


N 


N 


N 


23A 


w 
o 


N 


CJ 
N 


CJ 
CJ 


Attangudi Tiles for Heritage Works 


N 
o 
3 
3 
UN 
N 
[0 


Size 8" x 8" x 3/4" 


Size 10" x 10" x 3/4" 


MES 
EXE 
EJET 
EET 
EINEN 
ERES 
EN 
ENS 
ETE 
CES 
EJES 
s| a 
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www.civilmartindia.co.in 


Description of Materials 


B. STONE AND ROAD MATERIALS 
27 [Rough Stone for masonry works (Hard Granite) 
29a |Cut Stone Pillar of size 0.15 x 0.15 x 2.1m 


LU 


A A w UU CJ CJ 
00 


os [rem er mino et o ro 
be Soo masonry e 
ae 
T 


8 


38 
39 
0 
41 
42 
43 
44 
45 


2 


Hard Broken Granite Stone Jelly (I.S.S.) 
Machine crushed / Hand broken 


HBGS Jelly 90mm size 


JT 
n Koarer 


c 
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ul 
[ur 


3 viii 


4 


2 
6 
7 


9 


E 


i 
ii 
i 
8 2 


5 
9 5 
5 


6 
7 
50 
5 
1 


iv 
V 
V 
Vi 
ix 
x 
x 
3 
4 
4 


5 
5 
5 
5 
5 
5 
5 
5 
6 


62 


Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 





www.civilmartindia.co.in 


Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


Description of Materials 


meme ET 
o srren [em 
a pansem 0 pm 
IS KT 
2 ees Sor Son nerves Ss) | om 
wm bern E 
NS ET 
sana [m 
a ertenem pem 
EN 
EN 
P 
| cum. | 
| cum. 
| cum. | 
ES 
A 
[um 
[um 
[um 
EN 


ul 


1280.00 
1285.00 


Cuddapah Slab 38 / 40mm Thick 
Cuddapah Slab 20 / 30mm Thick 


Unslaked Pollachi Lime for Heritage Works 
D. Timber and Roofing Materials 


TW Scantlings 
(over 3m for joist and rafters) - Malabar 


1322.00 


10345.00 


116600.00 
114700.00 


TW Scantling (below 2m in length) - Malabar 
[sn temm eee [em [me 
E CT 
CAMA EEN om E 
[ew runas 5300 wee rne was | em | seme 
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A CJ N m. 


TW Scantlings 
(for Tiebeams and principal rafters) - Malabar 


Co 
Pp 


TW Scantlings 
(over 2m & below 3m in length) - Malabar 


00 





www.civilmartindia.co.in 


Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


185200.00 


Description of Materials 


KM 
KM 
KM 
KM 
AAA 
Heritage Works 
TE FS LLL 
E «dn 
ES CM 
AS MS IN 
CN EE 
Lene im A 

E 

KM 

EN 

KM 

KM 

KM 

KM 

KM 

KM 

KM 

um 


N 


Z 
EM 
S 
mE 
CONO St NN 
fail on TC FETO [ oem — 
COMO CCT ECT omm 
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ES Basic Rate approved 
Description of Materials for the year 2021-2022 
(w.e.f. 13.09.2021) 
SO 
emp | 
aa TA] 
SIL NN. 
muc M A 
III a T 
Ll | AMEN 2 
A 
zem IO E 
e ES 
m Le 
IN 
EA 
EN 
HER 
ES 
EN 
EN 
LR 
ELS 
E 
EN 


e e 
Hn n 
Ui A 


Hn Hn 
Hn e Hn 
00 N Oo 


m. 
m 
Ko) 


1 |Casurina Bullies 4cm-5cm dia & cross ties 
Bamboo Large (10cm dia and above) 


3 |Bamboo (7.5cm-10cm dia) 
E. Metal and Iron Items 


T 


Weld Mesh 7.5 x 5cm 10 Gauge 


N 


131 


133 
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E Basic Rate approved 
Description of Materials for the year 2021-2022 
: (w.e.f. 13.09.2021) 
al n Weld Mesh 10 x 10cm 10 Gauge - 164.00 


Supplying Mild Steel Grills for windows, ventilators, 
etc., including priming coat 







Kg 62.60 


For road works, the Schedule of Rates of Highways Department may be adopted in respect of 
materials for which rates are not available in this schedule of Rates. 


138| 131 













For all the materials viz. Bricks and Tile Products, Stone Jelly, Gravel, Sand, Lime Stone, etc., 
necessary incidental charges, loading charges and unloading charges have been included in the 
basic cost of materials listed above. Hence, no separate incidental charges, loading charges and 
unloading charges shall be allowed for the above materials. 



















The Basic Rate adopted under this Head, "Annexure-II - Rates of Materials" is exclusive of all 
taxes and GST. 5 





* The cost of sand as indicated S|, No.70 & 71 and Schedule Item No.59 & 60 is at Government 
Sand Depot. 















The Rates of Materials other than mentioned above may be adopted from the Schedule of Rates 
issued by the Engineer-in-Chief, Water Resources Department, Chennai-5 





` 


D on ARAS" 

Engineér-in-Chief Buildings) € 

Chief Engineer (Buildings), PWD, 
Chennai Region, Chennai-5. 


e on?) 
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www.civilmartindia.co.in 
ANNEXURE-III 


RATES OF WORKS 


Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


Description of Works 


[ jesemaweme O 
urna temov tare amen / Cocot Stuns tem | — mm 
B. Dismantling 


Dismantling, clearing away and carefully stacking 
materials useful for re-use for any thickness of walls 
| 10 | Brick / Stone in Clay Walls under 3m high | cum. | 


0 S 
1 Brick / Stone in Clay Walls, add for every additional 3m or 
part there of over the initial height of 3m 
| 11A |Mud / Sun Dried Brick Walls under 3m high 
1B Mud / Sun Dried Brick Walls, add for every additional 3m z 
or part there of over the initial height of 3m 
Brick / Stone Masonry in lime mortar walls under 3m high 181.10 
Brick / Stone Masonry in lime mortar walls, add for every 
additional 3m or part there of over the initial height of 3m EM 2:00 
14 14 Brick / Stone Masonry in cement mortar walls under 3m cum 221.90 
high 
Brick / Stone Masonry in cement mortar walls, add for 
15 15 [every additional 3m or part there of over the initial height] cum. 23.45 
of 3m 


Terracing work in roof or floor 60.10 
m 


17 |Flag Stone in roof or floor including lifting 31.70 
20 |Removal of Cut Stone Slabs / RCC Cover Slabs 402.00 


Refixing Cut Stone Slab / RCC Cover Slab 441.00 
Pantile or Mangalore Tiled Roof without Roof Timbers 15.60 


21 24 Flat & Pan Tiles or Manglore Tile over Flat Tiles without sqm. 21.85 
roof timbers 
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1 cum. 
1 cum. 

cum. 
1 um. 


11 





Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


23.45 


581.00 


120.40 


E Description of Works 


| 25 [ac Sheet Roofing without roof timbers 


26 Corrugated Iron Sheet Roofing over Pan Tiles without roof 
timbers 
7 Old Thatched Roof including tying materials into small 
bundles for re-use 


| 28 |wrought and put-up Framed Timbers in roofs / floors 


8 
9 Doors and Windows including removal of frames, hinges 
and fastenings 


Dismantling Lime Concrete 


24 


Dismantling Plain Cement Concrete 
Dismantling RCC 


| 38A |chipping of concrete and roughening the surface 
Pressed Tiles & Weathering Course 
38C [One Course of Pressed Tile Roof finish in cement mortar 


38E |Two Course of Flat Tiles Roof finish in cement mortar 


38F Mosaic-in-situ finish in cement mortar in flooring and in 
wall surface 
7 | 386 Floor finish and dadooing walls in cement mortar with 
Mosaic Tiles / Glazed Tiles / Cuddapah Slabs 


ORDINARY SOIL (SS20B) Earth work excavating and 


23.40 


Dismantling RCC using deploying machineries 


3 

depositing on bank with initial lead of 10m & initial lift of 
38 50 |2m in Sand, silt or other loose soil, wet sand or silt not 
3 


under water, light black cotton soil, sandy loam and 

ordinary soil including excavated earth (SS20B) 

Sand and Silt Under Water (SS20B) Earth work 

excavating and depositing on bank with initial lead of 10 
9 | 50A |m & initial lift of 2m in Slush and silt under water upto 

0.75m depth requiring the aid of basket and vessels 

(SS20B) 


96.60 


murram, gravel, stoney earth and earth mixed with small 
size boulders SS.20B 


LU CJ CJ CJ LU LU N N N N N N N 
Oo ul LU N R o LD 00 N o ul LU N 


34 | 38D |One Course of Terrace Bricks Roof finish in cement mortar 23.40 


HGS SS.20.B. Earth work excavating and depositing on 
bank with initial lead of 10 m & initial lift of 2m in Hard 
40 62 |stiff clay, stiff black cotton, hard red earth, shales, 
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Basic Rate approved 
Description of Works for the year 2021-2022 
(w.e.f. 13.09.2021) 


SDR - (Not Requiring Blasting) Earth work excavating and 
depositing on bank with initial lead of 10 m £ initial lift of 
2m in Soft disintegrated rock, laterite, soft rock or kankar, 
not requiring blasting. 


LOOSE BOULDERS Earth work excavating and depositing 
on bank with initial lead of 10 m & initial lift of 2m in 
loose boulders in excavation of various size 150mm to 
625 mm 


MR-&-DMR (Not Requiring Blasting) Earth work 
excavating and depositing on bank with initial lead of 10 
m & initial lift of 2m in medium rock and dense medium 
rock not requiring blasting 


Extra for every additional 10 metre lead or part thereof 
over the initial lead 


Extra for every additional 1 metre lift or part thereof over 
the initial lift 


Refilling with excavated sand complying with standard 


specification for filling in foundation and basement. 


Refilling with excavated soil (other than sand) complying 
with standard specification for filling in foundation and 
basement. 


D. Open Well Excavation D i. —] 


Earth work open well excavation complying with relevant 
clauses of T.N.D.S.S. Well sinking and with lead upto 10 
metre in sand, silt or other loose soil, Wet sand or silt not| cum. 64.50 


under water, light black cotton soil, sandy loam and 
ordinary soil - First depth of 2 metre. 


Earth work open well excavation complying with relevant 
clauses of T.N.D.S.S. Well sinking and with lead upto 10 
metre in Hard stiff clay, stiff black coton soil, hard red 
earth, shales, murram, gravel, stoney earth and earth 
mixed with small size boulders and hard gravely soil - 
First depth of 2 metre 


Earth work open well excavation complying with relevant 
clauses of T.N.D.S.S. Well sinking and with lead upto 10 
metre in soft disintegrated rock, laterite, soft rock or 
kankar not requiring blasting - First depth of 2 metre 





Page 23 


Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


- n 
Open well excavation complying with relevant clauses of 
T.N.D.S.S. Well sinking and with lead upto 10 metre in 358.00 
Medium rock and dense medium rock requiring blasting - 
First depth of 2 metre 


Description of Works 


Open well excavation complying with relevant clauses of 
T.N.D.S.S. Well sinking and with lead upto 10 metre in 
Medium rock and dense medium rock not requring 
blasting - First depth of 2 metre 


Open well excavation complying with relevant clauses of 
T.N.D.S.S. Well sinking and with lead upto 10 metre in 
Hard granite measured in solid including blasting and 
stacking - First depth of 2 metre 


700.00 


Poe] E. Rate for Earth Work Deploying Machinery 


including benching, formation of bunds, breaking clods, 
sectioning etc., complete 


Earth work in all soils except hard rock requiring blasting 
and conveying for formation of bund with lead of 0 to 100 
metre deploying earth moving machinery and tippers} cum. 50.00 


Earth work in all soils except hard rock requiring blasting 

and conveying for formation of bund with an extra lead of 

every 100 metre or part thereof deploying earth moving] cum. 
machinery and tippers including benching, formation of 
bunds, breaking clods, sectioning etc., complete 


Earth work deploying earth moving machinery for 
desilting channel and forming bund on either side and 
depositing the earth on banks including jungle clearance 
etc complete 


having width up to 3m cum 
having width of 3m -10m cum 


Earth work excavation deploying earth moving machinery 
for desilting channel having a width of more than 10m 
and forming bund on either sides and depositing the earth 
on banks including jungle clearance etc complete 


F. LIFT CHARGES - Concrete - Brick or Stone 
Masonry - Above or Below Ground Level 


Add to the basic rates for works upto 4.50M height in 
1 |ground floor (height to be reckoned from floor level ie.,| cum. 103.30 
plinth level in GL) 
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Basic Rate approved 
Description of Works for the year 2021-2022 
(w.e.f. 13.09.2021) 


Add for works in every upper floor over the rate of 
203.50 
preceeding floor 


Lm Brick or Stone Masonry - Above Ground Level O 
Add to the basic rates for works upto 4.50M height in 
ground floor (height to be reckoned from floor level ¡e., 
plinth level in GL) 
63 Add for works in every upper floor over the rate of 137.20 
preceeding floor 


Add the basic rate for works 1.50m depth and upto 4.5m 

101.70 
depth below ground level 
Add the basic rate for works 4.50m depth and upto 9m 

204.00 
depth below ground level 
Add extra over the above item 2 for every additional 204.00 
4.50m depth beyond 9.0m depth below ground level 


mrs Brick or Stone Masonry - Below Ground Level — 


Add the basic rate for works 1.50m depth and upto 68.30 
4.50m depth below GL 
Add the basic rate for works above 4.50m depth and upto 137.00 
9.0m depth below GL 

3 Add extra over the above item 2 for every additional cam 137.00 
4.50m depth beyond 9.0m depth below ground level ' l 


Where vibrators are specified for consolidation in PCC, this 
rate per Cu.M over and above the provision made in the 

ze standard data book for consolidation with manual labour| ^^ eve 
may be allowed. 
Where vibrators are specified for consolidation in RCC, 
this rate per Cu.M over and above the provision made in 

^a 2 the standard data book for consolidation with manual] SY™ PM 
labour may be allowed. 


Clean removal of lime plaster from walls and racking out 
318 |joints 20mm deep or from terraced roofs racking out] sqm. 8.15 
joints 12mm deep 
Clean removal of lime plaster from walls 
Clean removal of Cement plaster from walls 
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Description of Works 


Clean removal of Cement plaster from walls and racking 
32 u 
out joints 20mm deep 
NE I. White Washing, Colour Washing & Distempering 


| 338 [Thorough scrapping of old plastered surface 


1 
[s m of plastered surface with soap, soda and water 


N 
Oo 


5 
7 : : 
(or with soda lime, brush and water) 


J. Painting, Wood Oiling, Tarring, Varnishing, Bee's 
Waxing Etc., 


Removing old paint from doors and windows by blow lamp 
357 land scrapping, including removal and re-fitting of 
shutters. 


Removing old paint from doors and windows by scrapping 
357A BES 
and refitting of shutters. 
3578 Removing paint from doors,windows & wood works by 
manual labour 


7 
7 
78 
79 


357C Removing old paint from structural steel by blow lamp or 
sand paper 
Scrapping and removing old paint from structural steel by 
manual labour 


83 |357 E|Removing old paint from iron surface with sand paper 


84 


1 |15mm dia GI Pipe Cutting 


au K. Cuting and Threading of GI Pipe 


2 |20mm dia GI Pipe Cutting 


NE 15mm dia GI Pipe Threading 


3 |25mm dia GI Pipe Cutting 


| [20mm dia GI Pipe Threading 


| [25mm dia GI Pipe Threading 
| 4 [32mm dia GI Pipe Cutting 
| [32mm dia GI Pipe Threading 


5  |40mm dia GI Pipe Cutting 


| fomm dia GI Pipe Threading 


50mm dia GI Pipe Cutting 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 





Em ES Basic Rate approved 
Description of Works for the year 2021-2022 
(w.e.f. 13.09.2021) 
os || 50mm dia Gl Pipe Threading 
65mm dia Gl Pipe Cutting 
98 | 65mm dia Gl Pipe Threading 
| 99 | 80mm dia GI Pipe Cutting 
80mm dia GI Pipe Threading 
100mm dia GI Pipe Cutting 
100mm dia GI Pipe Threading 
Labour wrought and put up in position Shutters for fully 


1 
1 
1 11800.00 
panelled doors (external or internal) moulded panels 
1 
1 
1 
1 
1 


L. Labour Wrought and Put-up for Doors, Windows 
& Ventilators 


Labour wrought and put up in position of frames inclusive 


l of fixing holdfasts for doors, windows and ventilators etc. 


Labour wrought and put up in position Shutters for glazed 
and panelled doors including labour charges for fixing 
furniture fittings complying with standard drawings and 
standard specification. 


Zu ui 
0 2 jincluding labour charges for fixing furniture fittings 1325.00 
complying with standard drawings and standard 
specification. 
Labour wrought and put up in position Shutters for fully 
0 3 panelled doors internal five plywood panels including 1105.00 
labour charges for fixing furniture fittings complying with j 
standard drawings and standard specification. 
Me - O 
ED - B 
- UN 
Labour wrought and put up in position Shutters for Glazed 
10 windows including labour charges for fixing furniture B 1239.00 
fittings complying with standard drawings and standard ` 
specification. 
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Labour wrought and put up in position Shutters for 
Framed and planked doors including labour charges for 
fixing furniture fittings complying with standard drawings 
and standard specification. 


Labour wrought and put up in position Shutters for ledged 
and braced and planked doors including labour charges for 
fixing furniture fittings complying with standard drawings 
and standard specification. 


3 
4 
5 
6 
7 
8 
9 


cum. 
sqm. 
sqm. 
sqm. 
sqm. 
sqm. 

qm. 





Description of Works 


Labour wrought and put up in position Shutters for 
Windows panelled including labour charges for fixing 
furniture fittings complying with standard drawings and 
standard specification. 


Labour wrought and put up in position Shutters for 
windows ledged and braced and planked doors including 
labour charges for fixing furniture fittings complying with 
standard drawings and standard specification. 


m. 


Labour wrought and put up in position Frames, shutters 
for Ventilators glazed fixed double frames and with wire 
netting complete fixed in position in accordance with 
standard drawings and standard specification. 


m. 


Labour wrought and put up in position Frames, Shutters 
for Swing Ventilators and fixed in position in accordance 
with standard drawings and standard specification. 


Labour charges for fixing doors alongwith frames 
position etc., complete (finished work) 

Labour charges for fixing windows and ventilators along 
with frames in position etc., complete. 


Labour wrought and put up in position Flush shutters 


m 
m. 
LU 


m. 
m. 
Oo 
m. 


gl o N N N N a a 
CJ N o A2 N HG 


Single leaf shutter 


Double leave shutters 
Labour wrought and put up in position fly proof wire 
gauge shutters for doors, windows and ventilators. 


Labour wrought and put up for providing teak wood 
weldmesh screen with frames 3" x 3" (0.075m x 0.075m) 


Labour charges for fixing aluminium doors, windows and 
ventilators 
M. Breaking Metals 


Labour charges for breaking 40mm metal from 


YA departmental blasted stones 


Labour charges for breaking 20mm metal from 


UB departmental blasted stones 


Labour charges for breaking 50mm metal from 
departmental blasted stones 


K 


UC 


N. Cement Mortar 


1 |Grinding Mortar (Special Grinding Lime) 


N 


Grinding Mortar (Ordinary Grinding Lime) 


NO NO N m m - 
A CJ N E o LO 00 N 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 





Basic Rate approved 
for the year 2021-2022 


Description of Works 
(w.e.f. 13.09.2021) 


3 |Mixing Mortar - Cement by Manual cum. 100.00 
Mixing Mortar - Cement by Machine Mixing cum. 132.00 
Kg 47.80 


127 1 Petty iron work for truss, straps etc., (wrought & fixed) 
labour only 
Iron works for trusess and record racks (labour only) Kg 44.10 


129 B in position mild steel grills for windows, ventilators, Kg 27.60 


etc. 


13 Fixing MS rods round / square for windows Kg 25.60 
Fixing iron bars in windows and ventilators Kg 25.60 


The Basic Rate adopted under this Head, "Annexure-III - Rates of Works" is exclusive of all 
taxes and GST. 


The Rates of Works other than mentioned above may be adopted from the Schedule of 
Rates issued by the Engineer-in-Chief, Water Resources Department, Chennai-5 


FOOT NOTE: 


DISMANTLING 


For dismantling 0.75m below ground level 25% extra over the basic rates (i.e. the rates already 
available in the Schedule of Rates for dismantling is allowed). 


2 |The rate of dismantling lime concrete, cement concrete and reinforced cement concrete are 
exclusive of bailing out water charges. The rate is same in all floors. 


3 |Add 25% extra for cause of restricted partial dismantling in existing structures where extra care is 
required for safeguarding the main structure. 


EARTH WORK 


Standard specification No.20B does not requires breaking clods, ramming, sectioning but require 
neat banking in accordance with the standard specifications. 


2 |Double the relevant rate for standard specification No.20B will apply to excavation in all soils and 
rock classification given above for foundation of buildings, abutments, piers, wings and returns of 
bridges, culverts, sluices, regulators and cross masonry works, retaining walls, toe walls, cut-off 
walls and body walls of anicuts, weirs, retaining walls of causeway, bed dams, trenches for water 
supply and drainage works for laying pipes and sewers, pits and avenue trees, trial pits and pits for 
poles and towers and toe wall for revetment. 


OPEN WELL EXCAVATION 


Upto 2 metre diametre of wall 1096 excess will be allowed over the basic rates of open well 
excavation. 
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Basic Rate approved 


Description of Works for the year 2021-2022. 
(w.e.f. 13.09.2021) 


The rates do not include bailing charges. The de-watering is to be done departmentally. 10% of 
cost of excavation shall be allowed for de-watering for estimate purpose. Actuals (or) 10%]. 
wherever is less to be allowed for de-watering charges. For any expenditure above this 
percentage, prior approval of the Superintending Engineer should be obtained. 


The extra rates as allowed for building works are applicable to the irrigation and road works. The 
extra rates may be allowed for the structure beyond 1 metre from ground level 
A [Concrete above ground level | 


Brick or Stone Masonry above ground level y 
The above extra rates are applicable to building, irrigation and road works. The extra rates may be 
allowed for the structure beyond 1.50 metre from ground level. (The depth is to be reckoned from 


1.50 metre below ground level). 





$ 


ote ^ 
“os IAS 
Engineer-in-Chief (Buildings) & 
Chief Engineer (Buildings), PWD, 


Chennai Region, Chennai-5. 


zy 


13 
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ANNEXURE-IV l 
RATES FOR CONVEYANCE OF MATERIALS BY HEAD. LOAD 











Basic Rate approved for the year 2021-2022 
(w.e.f. 13.09.2021) 


LEAD 
Above 10m and Add extra for every 
additional 100m or part 
upto 100m 
i thereof 








LIFT 


Add extra for every im 
height or part thereof for 
more than 2m lift 






Description of Material 















12.50 










Rough Stone, Broken Stone Jelly, Cut Stone, 

RCC Slab, Sand-Cement Block, Wooden cum. 116.30 

Scantling, Wooden Plank 

Lime, Lime Stone, Laterite, Brick Jelly, l 

Earth; Sand, Gravel, Surki, Pond Ash (Wet / cum. 61.80 

Dry), Crushed Stone Sand, Stone Dust i 

- 3 a|Mangalore Tiles JE 1000 Nos. 126.00 63.30 | 15.90 
Machine Pressed Tiles 2000 Nos. 126.00 63.30 15.90 

c|Hydraulic Pressed Mosaic Flooring Tiles 1500 Nos. 126.00 63.30 l 15.90 

Terrace Bricks, Flat Tiles and Pan Tiles 2500 Nos. 126.00 63.30 15.90 

Cement, AC Sheet, Bitumen, Asphalt, Tar 114.80 63.30 12.50 










uje 


zZ 
o 
er 
M 


Fraction of 100 metres to be rounded off to the nearest 100 metres. 





The rates indicated in the table shall be applicable only to inaccessible places (i.e.) the places wherever the Bullock C 
[Chief Engineer (General), Memo No. CTO (A) / 38153 / 89, dated 03.02.1989]. l 


For an initial lead of 10 metre and initial lift of 2 metre, no charge towards head load is allowable.  . 





arts cannot move 









4 


The Basic Rate adopted under this Head, "Annexure-IV - Rates of Conveyance of Materials by Head Load" is exclusive of all taxes and GST. 








M 


She: eade 
YA ^ 

Eng er in-Cifief (Bliildings) & 
Chief Engineer (Buildings), PWD, 


Chennai Region, Chennai-5. 
220 | 
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. ANNEXURE-V 
_ CONVEYANCE TABLE 
(A). RATES FOR CONVEYANCE OF MATERIALS BY ROAD IN PLAINS 


) Basic Rate approved for the year 2021-2022 (w.e.f. 13.09.2021) 


Bricks 11 Class 
Chamber Burnt 





















Mangalore Tiles . 
(1000 Nos.), 
Machine Pressed Bricks 
Tiles (2000 Nos.), (Table Moulded / 
Hydraulically Pressed| Ground Moulded), 


Rough Stone, Bond 
Stone, Cut Stone, 
Broken Stone Jelly, 
Sand, Gravel, Surki, 
Earth, Crushed Stone 



















Lime Stone, . 
Laterite, Brick Jelly, 
Wood Work, Pond 
` Ash (Wet / Dry), 

Stone Dust 






















Third Class Country 
Bricks (Kiln Burnt) 
(1000 Nos.) 






Distance in kilometre 




















E 














(One cubic metre) Sand Mosaic Flooring Tiles Fly Ash Bricks . 
(One cubic metre) (1500 Nos.) (1000 Nos.) 
EA A uu A MEA ASES Yee Wo wee il a 
| 1 [co-efficient  . | i100 | 110 | 160 | 135 | 180 | 2235 . | 
| 2 [Add for every extra 1 Km and part thereof.................. HI A EA CNET NORIS 
Ca lo-ioKm . č — [ese] 76, | .111 . | "es | . 1252 | 1564 | 
| b fio-20Kkm | 596 | 65 | os2 | . 8&0 č | oz . [| 1340 | 
| c [20-40km. | 513 |  — 564 | 820 č | _ 69 | 922 | 1152 | 
| d |ao-80Km.  — [a2 | . 48 [| 7699 | 5959 | 7% | 995 | 
| e Above 80 Km. 4.03 
130.25 
130.25 
D odis EZ 
state works ; ; ; ; P . 








The above rates do not include stacking charges [as per Circular Memo No.230 Wks. IV (2) / 62-3, dt.10.06.62 of Chief Engineer (General)]. 


2 |For conveyance of materials on cart track, allow 20% extra over the above rates excluding loading and unloading charges 


3 |For sandy and slusly soil tracks, add 5096 extra over the above rates excluding loading and unloading charges 


4 |The quantity for payment towards conveyance of earth in Column (5) is for the pit measured quantity at the site of excavation only. 


For conveyance of laterite, broken stone jelly, etc., through lorries, the rates provided are for the volume with voids. 








For all materials which finds place in Column, 3,4,5,6,7 and 8 above, necessary incidental charges, loading charges and unloading charges have 
been included already under their basic cost furnished below the head "Rates of Materials" itself. Hence, no separate incidental charges, loading and 
unloading charges shall be allowed for the above materials. 


| 7 |The Basic Rate adopted under this Head, "Annexure-V - (A). Rates of Conveyance of Materials by Road in Plains" is exclusive of all taxes and GST. 





$ 


A 
ene rin Bier e dinge) & 


Chief Engineer (Buildings), PWD, 
Chennai Region, Chennai-5. 
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ANNEXURE-V 
CONVEYANCE TABLE 
(B). RATES FOR CONVEYANCE OF MATERIALS BY ROAD IN HILLS 
Basic Rate approved for the year 2021-2022 (w.e.f. 13.09.2021) 


Rough Stone, Bond 
Stone, Cut Stone, 

Broken Stone Jelly, 
Sand, Gravel, Surki, 














































Bricks II Class _ 
Chamber Burnt 
Bricks 
(Table Moulded / 


Mangalore Tiles 
(1000 Nos.), 
Third Class Country | Machine Pressed Tiles 

Bricks (Kiln Burnt) (2000 Nos.), 
Earth, Crushed Stone (1000 Nos.) Hydraulically Pressed | Ground Moulded), 
Sand Mosaic Flooring Tiles Fly Ash Bricks 
(One cubic metre) | (1500 Nos.) (1000 Nos.) 


5 7 












Lime Stone, 
Laterite, Brick 
Jelly, Wood Work, 
Pond Ash (Wet / 
Dry), Stone Dust 
(One cubic metre) 

























Distance in 


Cement, į 
kilometre 


Steel 
(1 MT) 





















[3 | ae ee PENE DA CES: O 
co-efficient | 2.00 | aa0 | reo | 13s | ws | 225 | 
Add for every extra 1 Km and part thereof.................. 
S 10.26 
A e e e 


The above rates do not include stacking charges [as per Circular Memo No. 230 Wks. IV (2) / 62-3, dated 10.06.1962 of Chief Engineer 
(General)]. i i i l E E i 


2 |For conveyance of materials on cart track, allow 20% extra over the above rates excluding loading and unloading charges 
For sandy and slusly soil tracks, add 50% extra over the above rates excluding loading and unloading charges. 













WwW 


4 |The quantity for payment towards conveyance of earth in Column (5) is for the pit measured quantity at the site of excavation only. 
5 |For conveyance of laterite, broken stone jelly, etc., through lorries, the rates provided are for the volume with voids. 


For all materials which finds place in Column, 3,4,5,6,7 and 8 above, necessary incidental charges, loading charges and unloading charges 





charges, loading and unloading charges shali be allowed for the above materials. 


The Basic Rate adopted under this Head, "Annexure-V - (B). Rates of Conveyance of Materials by Road in Hills" is exclusive of all taxes 
and GST. 






E 


4 


engin mE & 


Chief Engineer (Buildings), PWD, 


Chennai Region, Chennai-5. 
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have been included already under their basic cost furnished below the head "Rates of Materials" itself. Hence, no separate incidental}. ^ 


www.civilmartindia.co.in 
ANNEXURE-VI 


RATES OF OTHER CONSTRUCTION MATERIALS 


No extra on cost, conveyance charges shall be allowed for all the items included 


mote: under this category. The rates approved therein are applicable at site of work 


Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


Name of Material 


Djwememomem [8 
sos rte [8 
se do 
Fest iy pesen Cosme era] 
O | | 


200mm x 200mm x 6mm 15.10 


rate come 
CEC E 
CECI E | 0 


EXT A [ 
CO [mem [ 9 
wemsamcerswene H | 
O pe [cem 

NENNEN 


First Quality Colour Glazed Tiles with Printed Design NEN 
150mm x 150mm x 6mm 11.00 
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Basic Rate approved 
Name of Material for the year 2021-2022 
(w.e.f. 13.09.2021) 
Colour Designed Glazed Tiles 300 x 200 x 6mm 29.70 


Stain Free Nano Polish Vitrified Tiles 

600 x 600 x 8mm 933.00 
Double Charged Vitrified Tiles 600 x 600 x 8mm 945.00 
Double Charged Vitrified Tiles 800 x 800 x 10mm 1205.00 


EN 
E 
E 
d riii a MN 
IEA AN OOOO 
CT E 
CE ET 
< TR A 
wma [| 9 — 
vemm e 


Tactile Paver Type of New Tek BT Yellow Colour Ceramic Tiles 2020.00 
of size 305 x 305 x 15mm for Vision Impairment Person 


Providing and filling the tile joint with epoxy grout with 434.00 


following specification: 

Surface preparation including cleaning the joint to be free 

from dust and loose particles. Providing masking tape on 

either side of the tile joint edges and providing sealing the 

tile gap with epoxy tile joint grout and finishing neatly and as 

SRC Cement (Sulphate Resistant Cement) S / 308.00 

Slag Cement au Rees 277.00 
Bag 

White Cement —— 22.40 

Colour Cement (White Cement mixed with Colouring 27.00 

Pigments) ' 

Multi-Colour Marble Chips of all grades / sizes EE 90.20 

Ear ite Marble Slab (Adanga) 18mm to 20mm Thick LT — Jj 


h 
4'0" x 2'0" and above 1390.00 
2'0" x 2'0" or 2'0" x 1'0" or 1'0" x1'0" 694.00 


Granite Tiles - (Superfine Polished with Machine Cut 
Edges) of size 2'0" x 1'0" or 1'0" x 1'0" or 1'0" x 0'6" of 
10 mm thick 
| a pe Black 852.00 
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21 


directed by the departmental officers. The rate inclusive of 
cost of materials and labour, etc., complete. 





Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


763.00 


1720.00 
1610.00 


193.80 


366.60 
300.00 


315.00 
373.00 
480.00 


545.00 


378.00 
90.90 


Name of Material 


Ruby Red, Raw Silk 


Sinthetic Grey, Paradise and similar varieties 


Granite Slabs (Super Fine Polished with Machine Cut 
Edges) of sizes 4'x2' and above 18mm to 20mm thick 


Jet Black 
Ruby Red, Raw Silk 
Sinthetic Grey, Paradise and similar varieties 


Fine Polished Steel Grey Granite Slab 
1200mm x 600mm, 16mm to 18mm Thick 
Fine Polished Blue Pearl Granite Slab 
1200mm x 600mm, 16mm to 18mm Thick 
Flamed Steel Grey Granite Slab 

1200mm x 600mm, 16mm to 18mm Thick 
Flamed Ruby Red Granite Slab 

1200mm x 600mm, 16mm to 18mm Thick 
Nosing for Granite Slab 

Single Nosing 

Double Nosing 


Grooving the Granite Slab 


Polished Shahabad Stone Slabs 20mm thick with 
Machine Cut Edges of size below 2'0" x 2'0" 


wo 


A 


Polished Shahabad Stone Slabs of 20mm thick with 
Machine Cut Edges of size 2'0" x 2'0" and above 


Polished Rajasthan Kota Stone Slabs of 20mm thick 
with Machine Cut Edges of size below 2'0" x 2'0" 


m 


Polished Rajasthan Kota Stone Slabs of 20mm thick 
with Machine Cut Edges of size 2'0" x 2'0" and above 


Dolphur Stone Slabs - Semi Polished with Machine Cut 
Edges of all sizes 


40mm thick 
20mm thick 
PVC Trims (Beading) 
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Basic Rate approved 
Name of Material for the year 2021-2022 


(w.e.f. 13.09.2021) 
T 
T 
T 
s 


| 


Cement Based Hydraulically Pressed Anti skid Tiles 
(Pattern Design) - 20mm thick 


Marble Powder 


4 
4 
4 
4 
4 
4 
4 
4 
4 


1 
2 
3 
4 
5 
6 
7 
8 
9 
50 
51 
52 
53 


Ui 


Polishing Stone 


Sana 
S 


Bentonite Powder for construction quality 


55 
56 
57 
58 
59 
61 
62 

3 


6 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


285.60 
361.00 


Name of Material 


LL 
Supplying and fixing Shade Net (Green Net) for under 
GI "J" or "L" Bolts with Nuts 6mm dia Each 


Steel - Special Extruded Sections for Steel Windows 
and Ventilators conforming to ISS 7452 / 1990 62.10 
including fabrication charges 
fixing wooden blocks for fixing furniture and fittings D 
With one coat of Red Oxide priming coat 356.50 
EN With Powder Coated Primer ES 380.00 
Aluminium Extruded Sections (for Doors, Windows, 
Ventilartors, Partitions, False Ceiling etc) including 
charges for anodising for 15 micron thickness 
Ea Natural Colour Matt Finish 301.00 
EN With Powder Coating of any colours 322.00 
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00 
E 


CRCA Pressed Steel Box Section 18 Gauge or 1.25mm 
thick for Door Frames including providing holes and 


00 
LU 





Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


Alumninum Extruded Box Section for Staircase Hand 
Rails including charges for anodising for 15 micron 362.00 
thickness - Natural colour matt finish 


Name of Material 


00 
ul 


LD LD 
Ln A a 


Rubber Beading for Aluminium Glazed Doors 
87  |Rubber Beading for Aluminium Glazed windows 


sa pvc Westen e Ain or mk 


Hydraulic Door Closer of various sizes of approved 

quality using Aluminium Extruded Section Body 

Tubular Type Universal Hydraulic Door Closer with Each 934.00 
Double Speed Adjustment like HARDWYN (make) 

'GAZEL' (or) Equivalent (with ISI Monogram) 


Hydraulic Floor Springs of various sizes, Double Acton 

Hydraulic Floor Spring of approved quality, brand, 

manufacture asper BIS Standards for doors including 

cost of cutting floors as required, embedding in to 

floors and stainless steel cover plates with aluminium Each 2075.00 
pivot and single piece MS sheet outer box with side 

plate etc., capaple of taking upto 130 kg. weight from 

door shutter, like HARDWYN make (U-32) or its 

Euivalent with ISI monogram. 


92 |Lock for Aluminium Doors 263.50 
93 |Lock for Aluminium Sliding Windows 65.90 


Aluminium Grill of Standard Pattern (Diamond Shape) - E 1925.00 
10mm thick including 'F' (or) 'H' Section : 
Aluminium Grill of Standard Pattern (Diamond Shape) - 5 1555.00 
6mm thick including 'F' (or) 'H' Section i 


Bolts and Nuts 10mm dia for False Ceiling 


97 |Rawl Plugs for False Ceiling 
PVC Roller for Sliding Windows 13.95 





D 


K 
RM 
RM 
RM 
Se 
qm 
qm 


g 
t 
g 


Synthetic Resin - Fevicol or Equivalent (Phenol Formal K 197.80 
Dehide Based Resin) ' 


CI i 
MOTE f | soo 
MONET E | 99m 
De fisomm engin somerson [ren | uem 
Ce forim E TT 


Steel Door / Window Fittings 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


Length and Width (with required screws) 
meme 0 [ | 


100mm x 30mm 181.80 
75mm x 30mm 151.10 
50mm x 30mm 126.20 


Tower Bolts of various lengths and diametre (with 
required screws) 


EIU FS — 
Dee mm | o9 — 
Ta femme ETE NT 
DEI ITE NET 
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Basic Rate approved 

Name of Material for the year 2021-2022 

(w.e.f. 13.09.2021) 
Aldrops of following lengths and diametre with required 

105 
screws, bolts and nuts 

300mm long and 16mm dia 194.40 

250mm long and 16mm dia 167.60 

C 200mm long and 16mm dia 113.50 

200mm long and 12mm dia 94.10 

300mm x 16mm 959.00 

250mm x 16mm 828.00 

C 200mm x 16mm 707.00 

200mm x 12mm 505.00 


107 |Handles "D" type of various sizes with required screws EE 
200mm long 59.50 
150mm long 53.40 
C 100mm long 32.70 


108 Ornamental Handles of various sizes with icc HID) 
screws 

: 

: 


110 Aluminium Door Stopper with Rubber Bush W each 45.90 
required screws 

111 Rubber Bush - 40mm dia and 60mm long with WE pac 22.90 
screws 


Mortice Lock (Godrej or Equivalent) with required 
112 : 

screws with 3 Keys 
With Night latch 535.00 
Without Night latch 397.00 
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Name of Material 


C Wire Nails 


113 |Teakwood Beading 


15mm x 12mm 


35mm x 12mm 


114 |Teakwood Beading (Ordinary) 


30mm x 12mm 


srta ooo 


Medium Desity Fibre (MDF) Board - Exterior Grade, 
116 |both sides pre-lamiated including external lipping with 
kiln dried soft wood 35mm thick 


Medium Density Fibre (MDF) Board - Exterior Grade - 
both sides pre-laminated, 12mm thick 

MDF Board Exterior Grade - Plain including external 
lipping with kiln dried soft wood 

35mm thick 


30mm thick 

Medium Density Fibre (MDF) Board 12mm thick 
Exterior Grade with Melamine finish 

One Side Melamine Finish 

Both Sides Melamine Finish 

Medium Density Fibre (MDF) Board - Exterior Grade - 
Plain with teakwook external lipping alround 


35mm thick 
30mm thick 


Solid Core Flush Shutters with teakply on both side 
with teakwook lipping alround 35mm thick 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


2160.00 


1040.00 


1760.00 
1625.00 


1100.00 
1239.00 


1896.00 
1682.00 


2233.00 





Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


122 1963.00 

Solid Core Flush shutters with commercial ply on both 
s side with teakwook lipping alround 35mm thick 106400 
124 
125 
126 
1 


Name of Material 


Solid Core Flush Shutters with teakply on one side and 
commercial ply on other side with teak wook lipping 


alround 35mm thick 


Solid PVC Door Shutters using 19 Gauge 19mm MS 
square tubes for styles and outer frames. 15mm MS 
square tubes for top, lock and bottom rails. The steel 
tubes shall be covered with 5mm thick solid PVC 
Sheets. Shutter using 5mm thick solid PVC Sheets for 
panelling shall rigidly fixed in position including 
necessary furniture and fittings. The over all size of 
styles shall be 50mm x 30mm. The over all size of top 
rail, lock rail and bottom rail shall be 75mm x 30mm. 
The over all size of frames shall be 50mm x 45mm with 
suitable rabate for housing the shutter 


Solid panel PVC door with frame 3167.00 
Solid Panel PVC Door without Frame 2668.00 


Supplying and fixing of PVC Sliding Door with Roller 3393.00 


FRP Door Sutter with FRP Door Frames made out of 
FRP Sheets of 3mm thick of over all size 65mm x 
50mm with rebate suitably reinforced using MS Angle / 
27 a |Flats, cost of holdfasts and Solid Core FRP Shutter| sqm. 3957.00 
Panel of 5mm thick and hollow core frames of 3m wall 
thickness for styles and rails etc., of sizes specified by 
Engineers 


NN Excluding door frames 3039.00 


PVC Panelled door Shutters Hollow Type - 200mm x 
20mm panels with 1mm wall thickness for panels and 
styles and rails of suitable size with 2mm wall 
thickness suitably reinforced using MS Angle / Flat zu ZU 
including cost of necessary aluminium hinges and other 
furniture fittings 
E Excluding Door Frames 1718.00 
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< 
E 
Providing Cup-board Shutter with frame using termite / water sqm. 4998.00 
proof plywood of 19mm thick over which laminated sheet of 
0.8mm thick fixed inside the shutter and 1mm thick fixed in 
the outside of the shutter using fevicol along with necessary 
furniture fittings, such as, hydralic hinges, tower bolt, 
handles, multi purpose locks etc., as directed by the 
Departmental Officers. The design pattern, water proof 
plywood, laminate sheet and other materials should be got 
approved from the Executive Engineer befoe use on work. 
[gn 
= 
Due 





Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


T= 
Stainless Steel (Salem Stainless Steel) Door Frame 
(Box Section using Stainless Steel Plate of 1.6mm 
thick) of size 100mm x 60mm with a rebate of 30 / 1229.00 
35mm x 15mm on one side of the frame including 
supplying and fixing dovetail splayed end stainless 
steel hold fast etc 


Name of Material 


RCC Door Frame of 100mm x 65mm cross sectional 
size with necessary rebate for housing the shutters, 
manufactured with cement concrete of grade not less 
than M20 using 10mm and below graded stone jelly 
and using steel reinforcement as per CE (B) Circular 
instructions 


Stainless Steel (Salem Stainless Steel) Door Frame 
(Box Section using Stainless Steel Plate of 1mm thick) 
of size 100mm x 60mm with a rebate of 30 / 35mm x 
15mm on one side of the frame including supplying 
and fixing dovetail splayed end stainless steel Hold fast 
etc 


Supplying and Erecting Pull and Push Type Rolling 
Shutter with ISI make of approved size and section 
using 18 GI sheet. The shutter shall be painted with 
one coat of red oxide primer and the rate is inclusive of 
hood covers, transportation charges etc 


2150.00 


ROLLING SHUTTERS (WITH ISI MONOGRAM) 
Manually Operated (up to 8 sqm. Area) 
Gear Operated Type (from 8 sqm. to 12 sqm. Area) 


a E E 


UN Gear Operated Type (from 8 sqm. to 12 sqm. Area) 2468.00 
Electrically Operated Type (exceeding 12 sqm. Area) 2743.00 


Barbed Wire - 10 Gauge - Two Ply and Four Pronged| 1 Kg or 
(Galvanised) 6 RM 


Chain Link -2 x 2" using 10 Gauge Galvanised Iron 
Wire (of all sizes) 
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138 
2.19 


1.53 
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CT FU | 


50mm x 40mm dia 93.20 


seem | | 
wem | | 
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Name of Material for the year 2021-2022 
(w.e.f. 13.09.2021) 
smn AU | 


Note: Gate Valves should be used only in delivery line 
to OHT Scour Pipe in OHT (for cleaning of OHT) where 
pressure pumping is involved. In all other cases only 
wheel valve should be used 
157 |Gun Metal Wheel Valve (Heavy Duty) MI 





15mm dia 


160 


162 |Chromium Plated Stop Cock 15mm dia 


iv 
V 
158 
159 
161 

63 


1 Brass Chromium Plated Shower Rose - 100mm dia 
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Name of Material for the year 2021-2022 


(w.e.f. 13.09.2021) 
165 |CP Two Way Bib Cock with Health Faucet 


175 |CP Angle Cock Tap 


Oriya Type Indian Water Closet 580mm x 440mm with 
176 n" W W n 
P" or "S" Trap 


European Water Closet with "P" or "S" Trap with 
Double Flapped Seat and Seat Cover with Brass Hinges 
and 10 litre capacity PVC Low Level Flusing Tank with 
all internal fittings 


European Water Closet with "P" or "S" Trap with 
Double Flapped Seat and Seat Cover with Brass Hinges 
and 12.5 litre capacity Porcelain Low Level Flusing 
Tank with all internal fittings 


PVC low level flushing tank with all internal fittings 
179 : 

(wall mounting type) 
| a white - 10 litre capacity 948.00 
| b white - 7.5 litre capacity 724.00 
| € [Colour - 10 litre capacity 1074.00 
| d [Colour - 7.5 litre capacity 853.00 
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Name of Material for the year 2021-2022 
(w.e.f. 13.09.2021) 


180 |PVC Water Tank 


181 |SS Elbow Action Tap of size 15mm 
182 |SS Heavy Duty Long Body Tap 15mm 
183 |SS Swan Neck Tap 


Wash Hand Basin of size 550mm x 400mm with all 
accessories such as Cast Iron Brackets, 32mm dia CP 
Waste Coupling, Rubber Plug and Chain, 32mm dia 'B' 
Class GI Waste Pipe, 15mm dia GM Wheel Valve, 
15mm dia Nylon Connection, 15mm dia Brass Nipples, 
15mm CP Pillar Tap etc 


White without Pedastal 
White with Pedastal 


iv Colour with Pedastal 


White Porcelain Sink of size 600mm x 450mm x 
185 |200mm with 32mm dia 'B' Class GI Waste Water Pipe 
and 32mm dia CP Waste Coupling 


Cuddapah Slab Sink of size 600mm x 450mm x 
200mm with 32mm dia 'B' Class GI Waste Water Pipe 
& 32mm dia CP Waste Coupling 


Cuddapah Slab Sink of size 600mm x 600mm x 
187 |200mm with 32mm dia 'B' Class G.I. waste water pipe 
& 32mm dia C.P. waste coupling. 


188 |Stainless Steel Sink 
600mm x 600mm x 200mm 
600mm x 450mm x 200mm 


Lipped Mouth Porcelain Flat Back Urinal with all 
accessories such as 32mm dia Bell Mouth PVC 
189 |Connection, 15mm dia GM Wheel Value, 15mm dia 'B' 
Class GI Waste Water Pipe, 15mm dia Nylon 
Connection, 15mm dia Brass Nipple etc. 


Supplying and fixing of SS Sink of size 

1200 x 550 x 180mm Each 16450.04 
Supplying and fixing of Granite Sink of size 600 x 600 Each 4100.00 
x 250mm 
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Supplying and fixing of Ornamental Type White Glazed 
Porcelain Corner 'L' Type Wash Hand Basin of size Each 3518.00 
350mm 

Supplying and fixing of Oval Shape Wash Hand Basin 
ses of size 560 x 450mm 2073500 
Supplying and fixing of White Glazed Porcelain Oval 
Shape Special Type Urinal of size 382 x 398 x 601mm Each batlang 


Porcelain Soap Dish of size 150mm x 150mm x 50mm 


Brass Chromium Plated Soap Tray of size 150mm x Kach 163.50 
100mm 


Brass Chromium Plated Towel Rail 60cm long and 266.40 
S dia with Brackets 
198 |SS Towel Rack 600mm [SS Towel Rack 600mm long with Lower Hanger | with Lower Hanger Each 1530.00 


Anodised Aluminium Towel Rail 60cm long and 20mm 
134.40 
dia with Brackets 
PVC / Fibre Glass Framed 5.5mm thick Mirror, Shelf 
Type with Hard Board Backing 


600mm x 450mm Each 
500mm x 400mm Each 
Special Type Mirror of size 1000 x 780mm Each 


Stoneware Gully Trap of size 150mm x 100m with Cast 

Each 
Iron Double Gratings 
Cast Iron Nahini / Floor Trap with Stainless Steel 
Grating 


EIC ff 
D pem pee | ome 
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. Each 


ome H 
NENNEN 
NENNEN 
Stoneware "Y" Junction MEE 
211 |Gunny Tape / Kithan sqm. 


Supplying, fabricating, erecting and fixing Hilux (or) 

Equivalent Board False Ceiling upto a ceiling height of 

4.5m from floor level 

Using Hilux Board Plain Sheets (10mm thick) 963.00 
Using Perforated Sheets (10mm thick) 985.00 


Supplying and laying Glass Wool for insulation 
including necessary packing materials 
Using 50mm thick Glass Wool 388.80 
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Using 25mm thick Glass Wool 207.00 


Supply and installation of Anutone (or) Euivalent Brand of Acoustical sqm. 1717.00 
False Ceiling of subtex nubby, square edge, glass fibre core fully 
encapsulated ceiling tile of size 595 x 595 x 15mm having volume 
density 120 Kgs / m3, weight 1.8 / 2.4 / 3 kg / m2 which is 
suspended by using 0.3mm thick skelet trelis T15 metal grid system. 
Skelet trelis T15 metal grid system of 600 x 600mm module includes 
skelet WA15 W30 wall angle with unequal flanges of 15 / 19mm, 
length 3000mm, fixed along the perimeter of walls with the help of 
nylon sleeves and suitable fasteners at 300mm centers. Then 
suspend the skelet MT15 W36 MainT with flange width 15mm, 
height 32mm and length 3600mm, from the soffit slab with help of 
soffit cleat and wire rod with leveling spring clip at 1200mm centres. 
Skelet CT15 W12 CrossT with flange width 15mm, height 26mm and 
length 1200mm is interlocked into the pre-cut slots in the Main T15 
at 600mm centers in the perpendicular direction to the Main T15. 
Finally, the skelet CT15WO06 CrossT with flange width 15mm, height 
26mm and length 600mm are interlocked into the precut slots in the 
CT15W12 CrossT in direction parallel to the Main T15 to result in 600 
x 600mm module. The subtex nubby square edge of size 595 x 595 
x 15mm shall be placed into the grid size of 600 x 600mm. Ensure 
arrow marks behind the tiles are oriented in one direction to achieve 
uniform shade. The systems to achieve noise reduction coefficient 
not less than 0.9 NRC, so as to have an neat appearance as directed 
by the department offices. The cost includes, cost of material, cost 
of labour, scaffolding, transportation, conveyance, etc. complying to 
standard specication. 


department offices. The cost includes, cost of material, cost of 
labour, Scaffolding, transportation, conveyance, etc., complying to 
standard specication. 


Supply of laying of Anutone (or) Equivalent Brand of 
Acoustical Insulation of Sound Synth Polywool, 50mm thick 
made from recycled poly fibre and fully recyclable, surface 
density 1000 g / m2, weight 1.0 kg / m2 in form of rolls of 
600mm wide and 15m in length, adhered to surface with 
stick S7 adhesive or held in position with chicken wire mesh 
etc., complying to standard specication. 





Supply and installation of Anutone (or) Equivalent Brand of 959.00 
Acoustical False Ceiling of Sisoli Serene / Slate Spirts / Slate Polka 
Mineral Fibre/ GRG Core Ceiling Tiles of size 595 x 595 x 15mm 
having volume density 270 kgs / m3, weight 4kg / m2 which is 
suspended by using 0.3mm thick skelet trelis T15 metal grid system. 
The skelet trelis T15 metal grid system of 600 x 600mm module 
includes skelet WA15 W30 wall angle with unequal flanges of 15 / 
19mm, length 3000mm, fixed along the perimeter of walls with the 
help of nylon sleeves and suitable fasteners at 300mm centers. 
Then suspend the skelet MT15 W36 MainT with flange width 15mm, 
height 32mm and length 3600mm, from the soffit slab with help of 
soffit cleat and wire rod with leveling spring clip at 1200mm centres. 
Skelet CT15 W12 CrossT with flange width 15mm, height 26mm and 
length 1200mm is interlocked into the pre-cut slots in the Main T15 
at 600mm centers in the perpendicular direction to the Main T15. 
Finally skelet CT15 W06 CrossT with flange width 15mm, height 
26mm and length 600mm are interlocked into the precut slots in the 
CT15 W12 CrossT in direction parallel to the Main T15 to result in 
600 x 600mm module. Sisoli Serene / Slate Spirts / Slate Polka of 
size 595 x 595 x 15mm shall be placed into the grid size of 600 x 
600mm. The systems to achieve noise reduction coefficient not less 
than 0.5 NRC, so as to have an neat appearance as directed by the 


Page 54 


Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


Name of Material 


Providing Polymer Coating (Water Proof Coating) for sunken sqm. 
portion of toilet with following specification and the surface 
shall be cleaned to remove all dust, foregin, matters lose 
materials or any other deposits of contamination by rubbing 
with wire brush. 

Slurry: Dry blend and polymer liquid blend shall be mixed 
into the desired ratio as per recommendation of the supplier. 
The mix shall be stirred thoroughly until no bubbles remain in 
the mix. Any lumps found in mix shall be removed. 

Apply first coat of polymer modified cementitious slurry by 
brush on wet cleaned surface. After drying, second coat shall 
be applied on the first coat as directed by the departmental 
officers etc. The rate inclusive of cost of materials and 
labour, etc., complete. 


Providing Cornice Work for Gyp Board False Ceiling 


> 8mm thick Calcium Silicate Board Designed and 
Perforated for False Ceiling 
| 222 [Termite Proof/Water Proof Plywood 19mm thick 
2 


21 
| 
eoe over 0x soem pertum rame 


Manhole Cover 60 x 60cm (Heavy Duty) with Frame 


Welding Charges 





0 
5 


| 236 [ada for Painting / Tarring for Hex Nipple 2 
237 


E Labour Charges for fixing Cuddapah Slab to Cup-Board 45.55 


Hire Charges for Polishing Machinery 226.40 
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Electricity Charges Unit 11.80 


Supplying and fixing in position White / Colour Glazed Model Each 5023.00 
Floor Mounted European Water Closet of best quality and 
approved make with 100mm "P" or "S" trap connecting with 
CI pipe of 100mm dia / PVC pipe of 110mm dia, double 
flapped rigid PVC black seat and seat cover with CP brass 
hinges including cost of white cement, cement for packing, 
spun yarn, teak wood plugs, brass screws, etc., including 
supplying and fixing 10 litres capacity PVC / 12.5 litres 
capacity porcelin low level flushing tank with a pair of CI 
brackets, etc., complete with all fittings, such as, 15mm 
brass ball valve with polythene float with brass handle, union 
coupling connected by means of 40mm white PVC flush hand 
using indian adopter joint including all internal fittings, such 
as, 15mm bras connections, 15mm GM wheel valve, 15mm 
brass nipple (2 Nos.), 15mm nylon connection, TW plugs, 
screws and also giving necessary connection to the PVC pipe 
and painting the CI brackets with 2 coats of approved paint 
over one coat of red oxide primer, dismantling the masonry 
and re-doing the dismantled masonry to original condition, 
etc., complete complying with standard specifications. (The 
EWC and flushing tank with all accessories should be got 
approved by the Executive Engineer before use on works) 
Floor Fitting 





240 
241 
Model Glazed Cascade Type Parryware / Hindware / 
Equivalent Wall Mounted European Water Closet of best 
quality and approved make with 100mm "P" or "S" trap 
connecting with CI pipe of 100mm dia / PVC pipe of 110mm 
dia, double flapped rigid PVC black seat and seat cover with 
CP brass hinges including cost of white cement, cement for 
packing, spun yarn, teak wood plugs, brass screws, etc., 
including supplying and fixing 10 litres capacity PVC / 12.5 
litres capacity porcelin low level flushing tank with a pair of 
CI brackets, etc., complete with all fittings, such as, 15mm 
brass ball valve with polythene float with brass handle, union 
coupling connected by means of 40mm white PVC flush hand 
using indian adopter joint including all internal fittings, such 
as, 15mm bras connections, 15mm GM wheel valve, 15mm 
brass nipple (2 Nos.), 15mm nylon connection, TW plugs, 
screws and also giving necessary connection to the PVC pipe 
and painting the CI brackets with 2 coats of approved paint 
over one coat of red oxide primer, dismantling the masonry 
and re-doing the dismantled masonry to original condition, 
etc., complete complying with standard specifications. (The 
EWC and flushing tank with all accessories should be got 
approved by the Executive Engineer before use on works) 
with 10 litres capacity flushing tank with all internal dual 


flush fittings with normal seat cover 
Wall Fitting 


and fixing in position White / Colour Special Delux| Each 5830.00 


| 242 [vin Flooring 2mm thick 547.00 
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5482.00 


1825.00 


Name of Material 


Supplying and laying wooden flooring at site 8mm 
thick of approved make using click laminated floor 
with inbuilt 3mm sound bloc class of use 31 water 
resistant AC 3 grade impact resistant IC3 (as per EN 
130 900 / 1400) having 0.60mm MLC (Multi-Layer 
Guard + SRSG 2) (Scratch Resistant Surface Second 
Generation) on top of moisture high density fibre 
board substrate specially developed copr of plank size 
1288 x 196 x 8mm having joints tongue and groove to 
secure long lasting joint. The tongue and groove 
having the edges duly pre impregnated with par affine 
including laying 0.20mm thick alkali resistant 
polyethylene sheet of density 850 kg / m3 beneath the 
laminated wooden panel to absorb the sound caused 
including labour charges, loading, unloading, 
transportation, etc., complete 


244 |Manufacturing, Supplying and Fixing of Stainless Steel Hand 
rails for staircase using 50mm dia 304L Grade Stainless Steel 
pipe of 1.60mm thick at required locations to a height of 
900mm from finished floor level welded to 38mm dia 
Stainless Steel pipe post of 1.00mm thick as vertical at 
900mm centre with 2 Nos. of 25mm dia intermediate 
horizontal stainless steel pipe of 1.60mm thick in between. 
The vertical pipe has to be welded to the 100 X 100 X 6mm 
MS base plate encased in the base concrete. The rate is 
inclusive of the charges for cutting, bending, welding, 
| 


grinding, polishing, conveyance, electrical charges, etc. 
complete 


Manufacturing, Supplying and Fixing of Stainless Steel Hand 
rails for staircase near wet riser using 50mm dia 304L Grade 
Stainless Steel pipe of 1.60mm thick will be provided with 
tubular supports made of 304L Grade Stainless Steel pipe of 
25mm dia of 1.60mm thick welded to the railing. The 
supports will be grouted into the wall and provided with 
93.00mm thick Stainless Steel circular base plate of 304 
Grade. The rate shall included for grouting into concrete with 
necessary supporting arrangements the hand rail in floor 
polishing buffing, bonding, cutting, grinding, conveyance, 
welding charges, electrical charges, etc. complete 


EAT | | 
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Providing and fixing of Aluminium Composite Panel 4478.00 
(ACP) 4 sided having 50 x 25 x 1.50mm frame work 
vertical and horizontals out of specially designed 
extruded sections withstand wind pressure of 180 
Kg/sq.m and fabricated fixed at all level elevation and 
heights. The extruded section cutting and fixing 
required space extruded section shall be of 6063 and 
alloy of BSH 9 confirming T is - 63400 rate shall 
included to fix the main frame with necessary clamps, 
fasteners, bolt nuts etc. The main frame of extruded 
section shall be of 22843 & 22739 (H9) grade 
conforming to BS 4174 (or) IS 8147. Rate shall 
included 4mm thick ACP sheet (0.25 + 3.5 + 0.25) 
alstrong or equivalent fixing with spacer tape and the 
ACP sheet bounded with special type structural sealant 
of dow corning 789 or equivalent in dust free 
conditions the gaps between ACP sheet to be filed with 
whether sealant and backer rod or 12mm foam sheet 
to ensure water and air tightness in all complete 
complying with standard specification as directed by 
the departmental officer 


Designing the Semi Unitised Structural Glazing System 4794.00 
with open groove joint as per design intent, 
preparation of shop drawings for approval, supply, 
fabricate, erect as per approved shop drawings at all 
floor levels and all floor heights including conducting 
field test as per the test criteria set out in the 
particular specification (Metholodgy should be got 
approved by the Dept. Officials.) Design the framing 
system (i.e. male & Female frame) to support vision 
panels, spandrel panels either with glass or aluminium 


composite panel, openable, window panels on a 
continuous framing supported between floors. Also 
design the split framing unutilized glazing system in 
case of strip or punched windows with vision panel 
proposed with either insulated / Monolithic glass, 
groove width in the system both in horizontal and 
vertical shall not be more than 20mm. Glazing of 
panel shall be done only at factory at the controlled 
atmosphere 


mem ë ë 
pem E 
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. i E 
Pre-painted Galvanized Iron Windows (Air Tight Model) with 5454.00 
Grill and Glass: 
Providing and fixing Ajanta Cave Model Window fabricated 
from roll formed sections made of galvanized steel colour 
coated / powder coated (Base steel as per IS 513 'D' quality, 
galvanized as per IS 277 with zinc of 120 grams / sqm.) with 
total coated thickness of 0.60mm. 
Paint specification: Coated sections should be with primer 
coat of epoxy primer of 5-7 microns thick finish painted with 
a polyester paint of 12-16 microns thick and back coated 
with alkyd backer of 5-7 microns. 
Dimensions of sections: Sections for shutter should be of 46 
x 46mm and external frame should be of 46 x 52mm. 
Section for glass beading should be of 18 x 25mm and centre 
mullion should be of 46 x 70mm. 
Fixing details: The frame and shutter sections should be cut 
to length and mitre joined with corner bracket made of CRCA 
electro plated. Mullion section should be joined with frame / 
mullion using nylon mullion cap. Ethyl Propylene Diamine 
Monomer (EPD) Gasket should be used all around glass in 
shutter between frame and glazed shutter and both sides of 
fixed glass. 
Accessories: Handle made of high grade aluminium powder 
coated and with nylon receiver. Gaskets made of Ethyl 
Propylene Diamine Monomer (EPDM). Corner brackets made 
of CRCA with zinc phosphating. Mullion caps made of glass 
filled nylon. 

: Glass shutter and fixing glass portion should be 
provided with a glass of 5mm plain float glass. 
Grill: Windows should be provided with grill made of 10mm 
square MS bars welded to 12mm x 5mm flat at 4" intervals. 
Total grill unit should be power coated and fixed to window 
frame with screws. 
The above frame should be fixed to brick / concrete masonry 
by using nylon self-expanding caps and driving MS electro 
plated 80mm long screws into the caps through frames. 


Name of Material 


Pre-painted Galvanized Iron Windows (Semi Air Tight Model) 
with Grill and Glass: 

Providing and fixing Eco 3000 Series Window fabricated from 
roll formed sections made of galvanized steel colour coated / 
powder coated (Base steel as per IS 513 'D' quality, 
galvanized as per IS 277 with zinc of 120 grams / sqm.) with 
total coated thickness of 0.58mm. 

Paint specification: Coated sections should be with primer 
coat of epoxy primer of 5-7 microns thick finish painted with 
a polyester paint of 12-16 microns thick and back coated 
with alkyd backer of 5-7 microns. 

Dimensions of sections: Sections for frame should be of 48 x 
50mm, section for glazed shutter frame should be 47 x 
20mm and section for fixed glass bead should be of 12 x 
12mm. 

Fixing details: The frame and shutter frame sections should 
be cut to length and mitre joined with polypropylene corner 
bracket. Mullion section should be joined with frame / 
mullion using nylon mullion cap. Ethyl Propylene Diamine 
Monomer (EPDM) Gasket should be used all around glass in 
shutter. 





5100.00 
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Name of Material 


Accessories: Each glazed shutter should be provided with SS 
pivot hinges - 1 set, Polypropylene handle - 1 No. with 
receiver and aluminium peg stay powder coated - 1 No. 
Glass: Glass shutter and fixing glass portion should be 
provided with a glass of 4mm Pinhead Glass. 

Grill: Windows should be provided with grill made of 10mm 
square MS bars welded to 12mm x 5mm flat at 4" intervals. 
Total grill unit should be power coated and fixed to window 
frame with screws. 

Window Frame should be fixed to brick masonry / concrete 
masonry by using Nylon self-expanding caps and driving MS 
electr oplated 80mm long screws into the caps through 
frames. 


Pre-Painted Galvanized Iron Windows with Glass, Grill & Fly 
Mesh: 

Providing and fixing Windows from roll formed sections made 
of galvanized steel powder coated (Base steel as per IS 513 
'D' quality, galvanized as per IS 277 with zinc of 120 grams / 
sqm.) with total coated thickness of 0.58mm. 

Paint specification: Coated sections should be with primer 
coat of epoxy primer of 5-7 microns thick, finish painted with 
a polyester paint of 12-16 microns thick and back coated 
with alkyd backer of 5-7 microns. 

Dimensions of sections: Section for frame should be of 72mm 
x 55mm, section for mullion should be of 72mm x 50mm, 
section for shutter frame should be of 47mm x 20mm, 
section of fixed glass bead should be of 12mm x 12mm and 
section for fly mesh shutter frame should be of 40mm x 
20mm. 

Fixing details: Section for frame, glazed shutters and mesh 
shutters should be cut to length and mitre joined with 
polypropylene corner brackets, mullion section should be 
joined with frame / mullion using mullion cap.. Ethyl 
Propylene Diamine Monomer (EPDM) Gasket should be used 
all around glass in shutter and fixed glass. Spoon profile 
should be used around Fly mesh to fix mesh in mesh shutter. 

Accessories : Each glazed shutter and mesh shutter should 
be provided with SS pivot hinges - 1 set, Polypropylene 
handle - 1 No. with receiver and aluminium powder coated 
peg stay - 1 No. for glazed shutter alone. 


Glass: Glass shutter and fixed glass portion should be 
provided with a glass of 4mm pinhead glass. 

Mesh: Mesh shutter should be provided with a SS 32 gauge 
fly mesh of 304 grades with 144 holes per square inch. 

Grill: Windows should be provided with grill made of 10mm 
square MS bars welded to 5mm x 12mm flat at 4" intervals. 
Total grill unit should be powder coated and fixed to window 
frame with screws. 

Window frame should be fixed to brick / concrete masonry by 
using nylon self-expanding caps and driving MS electro 
plated 80mm long screws into the caps through frames. 


Page 60 


Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


6725.00 
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4896.00 
5406.00 


Name of Material 


. i E 
Pre-Painted Galvanized Iron Two Track Sliding Window: 
Providing and fixing pre-painted two track, two panel sliding 
system fabricated from roll formed sections made of 
galvanized steel powder coated (Base steel as per IS 513 'D' 
quality, galvanized as per IS 277 with zinc of 120 grams / 
sqm.) with total coated thickness of 0.58mm. 

Paint specification: Coated sections should be with primer 
coat of epoxy primer of 5-7 microns thick, finish painted with 
a polyester paint of 12-16 microns thick and back coated 
with alkyd backer of 5-7 microns. 

Dimensions of sections: Section for frame two track should 
be of 59mm x 44mm, section for shutter should be of 35mm 
x 49mm for window, section for euro groove should be of 
25mm x 24mm and for lap strip should be 30mm x 41mm. 
Fixing details: The frame and shutter sections should be cut 
to length, joined with corner brackets made of glass filled 
nylon. Ethyl Propylene Diamine Monomer (EPDM) Gasket 
should be used all around glass. 

Accessories: Corner brackets made of glass filled nylon 
gasket made of Ethyl Propylene Diamine Monomer (EPDM). 
Locking system should be of single pin locking for Windows. 
Single wheel rollers for windows should be provided. 

Glass: Glass shutter and fixed glass portion should be 
provided with a glass of 4mm pinhead glass. 

Window frame should be fixed to brick / concrete masonry by 
using nylon self-expanding caps and driving MS electro 
plated 80mm long screws into the caps through frames. 


Pre-Painted Galvanized Iron Three Track Sliding Windows: 
Providing and fixing pre-painted three track, three panel 
sliding system fabricated from roll formed sections made of 
galvanized steel colour coated (Base steel as per IS 513 'D' 
quality, galvanized as per IS 277 with zinc of 120 grams / 
sqm.) with total coated thickness of 0.58mm. 

Paint specification: Coated sections should be with primer 
coat of epoxy primer of 5-7 microns thick, finish painted with 
a polyester paint of 12-16 microns thick and back coated 
with alkyd backer of 5-7 microns. 

Dimensions of sections: Section for outer frame three track 
should be of 92mm x 44mm, section for shutter should be of 
35mm x 49mm for window, section for euro groove should be 
of 25mm x 24mm and for lap strip should be 30mm x 41mm. 
Fixing details: The frame and shutter sections should be cut 
to length, joined with corner brackets made of glass filled 
nylon. Ethyl Propylene Diamine Monomer (EPDM) Gasket 
should be used all around glass. 

Accessories: Corner brackets made of glass filled nylon. 
Gasket made of Ethyl Propylene Diamine Monomer (EPDM). 
Locking system should be of single pin locking for windows. 
Single wheel rollers for windows should be provided. 

Glass: Glass shutter and fixed glass portion should be 
provided with a glass of 4mm pinhead glass. 

Window frame should be fixed to brick / concrete masonry by 
using nylon self-expanding caps and driving MS electro 
plated 80mm long screws into the caps through frames. 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


4896.00 
590.00 


Name of Material 


Pre-Painted Galvanized Iron Fixed Louvered Ventilators 
with Glass and Grill: 

Providing and fixing louvered ventilator fabricated from 
roll formed sections made of galvanized steel colour 
coated / powder coated (Base steel as per IS 513 'D' 
quality, galvanized as per IS 277 with zinc of 120 
grams / sqm.) with total coated thickness of 0.58mm. 
Paint specification: Coated sections should be with 
primer coat of epoxy primer of 5-7 microns thick, finish 
painted with a polyester paint of 12-16 microns thick 
and back coated with alkyd backer of 5-7 microns. 
Dimensions of sections: The section for external frame 
should be of 57mm x 33mm. 

Fixing details: The section should be cut to length, 
joined with profile to profile component. 

Accessories: Glass holding flanges made of glass filled 
nylon. 

Glass: Louvers should be provided with 4mm pinhead 
glass. 

Grill: Ventilator should be provided with grill made of 
10mm Square MS bars to 12mm x 5mm flat at 4" 
intervals. Total grill unit should be powder coated and 
fixed to ventilator frame with screws. 

The above frames should be fixed to brick / concrete 
masonry walls and floor by means of self-expanding 
screws. 


Pre-Painted Galvanized Iron Door Frame: 

Providing and fixing door frames from sections made of 
galvanized steel powder coated (Base steel as per IS 
513 'D' quality, galvanized as per IS 217 with zinc of 
120 grams / sqm.). The factory made section should 
be with a powder coating of pure polyester powder of 
50-60 microns thick with total coated thickness of 
1.25mm. Size of door frame section should be of 105 
x 60mm with a rebate of 37mm to accommodate 
35mm thick door shutter. The frame section should 
have groove to insert gasket. 2 tie rods of 10mm tor 
steel to be provided at bottom. Provision for aldrop, 
mortise lock to be made in the section as per the 
instruction of Engineer-in-Charge. The frame section 
should be cut to length, and joined by way of welding. 
Note: 1.25mm thick (Total coated thickness tolerance 
as per IS 513) 
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. i E 
Pre-Painted Galvanized Iron windows (Air Tight Model) with 5814.00 
Acrylic Sheet & Grill: 
Providing and fixing Ajanta Cave Model window fabricated 
from roll formed sections made of galvanized steel colour 
coated / powder coated (Base steel as per IS 513 'D' quality, 
galvanized as per IS 277 with zinc of 120 grams / sqm.) with 
total coated thickness of 0.6mm. 
Paint specification: Coated sections should be with primer 
coat of epoxy primer of 5-7 microns thick, finish painted with 
a polyester paint of 12-16 microns thick and back coated 
with alkyd backer of 5-7 microns. 
Dimensions of sections: Sections for shutter should be of 46 
x 46mm and external frame should be of 46 x 52mm. 
Section for glass beading should be of 18 x 25mm and centre 
mullion should be of 46 x 70mm. 
Fixing details: The frame and shutter sections should be cut 
to length and mitre joined with corner bracket made of CRCA 
electro plated. Mullion section should be joined with frame / 
mullion using nylon mullion cap. Ethyl Propylene Diamine 
Monomer (EPDM) Gasket should be used all around glass in 
shutter, between frame and glazed shutter and both sides of 
fixed glass. 
Accessories: Handle made of high grade Aluminium Powder 
coated and with nylon receiver. Gaskets made of Ethyl 
Propylene Diamine Monomer (EPDM). Corner brackets made 
of CRCA with zinc phosphating. Mullion caps made of glass 
filled nylon. 

: Glass shutter and fixing glass portions should be 
provided with a glass of 6mm acrylic sheet. 
Grill: Windows should be provided with grill made of 10mm 
square MS bars welded to 12mm x 5mm flat at 4" intervals. 
Total grill unit should be powder coated and fixed to window 
frame with rivet. The above frame should be fixed to brick / 
concrete masonry by using nylon self-expanding caps and 
driving MS electro plated 80mm long screws into the caps 
through frames. 


Name of Material 


Structural Glazing: 

Providing and fixing structural glazing fabricated from roll 
formed sections made of galvanized steel colour coated 
(Base steel as per IS 513 of ‘D’ quality, galvanized as per IS 
277 with Zinc of 120 grams / sqm.) with total coated 
thickness of 0.72mm. The glass holding section made of 304 
grade SS of 0.6mm thick. Galvanized steel sections are to be 
used as stiffeners inside the colour coated steel / powder 
coated sections as per the design requirement. Design 
calculations are made to suit wind pressures as given in IS 
875. 

Paint specifications: Primer coat with epoxy primer of 5-7 
microns thick, finish painted with a polyester paint of 12-16 
microns thick and back coated with alkyd backer of 5-7 
microns or powder coated with pure polyester powder upto 
50-60 microns thick. 

Dimensions: The section should be of 37 x 53mm for frame 
vertical, 37 x 53mm for frame horizontal section and section 
for reinforcement should be of 31 x 55mm. glass holding 
section should be of 37 x 37mm for top and bottom grids in 
between should be of 37 x 18mm. 





5814.00 
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Name of Material 


Accessories: Brackets made of CRCA powder coated / 
electro plated should be used to fix vertical at top and 
bottom and vertical to slab as per site requirement. 
Polyurethane brackets should be used to connect 
horizontal section to vertical sections. 

Silicone: Natural cure, with good UV resistance to be 
used. 

The above frame should be fixed to brick / concrete 
masonry by using nylon self-expanding cap and 
driving MS electro plated 80mm long screws into the 
caps through frames. 

Glass: 5mm reflective Saint Gobain OR equivalent. 


Pre-painted Galvanized Iron Fixed Louvered Ventilators 
with Glass, Mesh and Grill: 

Providing and fixing louvered ventilator fabricated from 
roll formed sections made of galvanized steel colour 
coated / powder coated (Base Steel as per IS 513 of 'D' 
quality, Galvanized as per IS 277 with Zinc of 120 grams / 
sqm.) with total coated thickness of 0.58 mm 

Paint specification: Coated sections should be with primer 
coat of epoxy primer of 5-7 microns thick, finish painted 
with a polyester paint of 12-16 microns thick and black 
coated with alkyd backer of 5-7 microns. 

Dimensions of section: The section for external frame 
should be of 57 x 33mm. 

Fixing details: The section should be cut to length and 
joined with profile to profile component. 

Accessories: Glass holding flanges made of glass filled 
nylon. 

Glass: Louvers should be provided with 4 mm thick 
pinhead glass. 

Mesh: Mesh should be provided with a SS 32 gauge fly 
mesh of 304 grades with 144 holes per square Inch. 

Grill: Ventilator should be provided with grill made of 
10mm square MS bars welded toi2mm x 5mm flat at 4” 
intervals. Total grill unit should be powder coated and 
fixed to window frame with screws. 

The above frames should be fixed to concrete / masonry 
walls and floor by means of self expanding screws. 
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5202.00 
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7918.00 
7126.00 


Name of Material 


Providing UPVC (Un-Plasticized Polyvinyl Chloride) 
Door: Providing and fixing casement doors fabricated 
from un-plasticized polyvinyl chloride (uPVC) sections. 
Profiles: The profiles should be three chamber system 
which provides high insulation properties with outer 
frame 60mm x 55mm with an outer wall thickness of 
2.4mm. The window unit should be designed with all 
corner joints mitred and fusion welded. Windows 
should be steel reinforced with 25 x 24 x 25mm steel 
reinforcement with a thickness of imm to have 
dimensional stability. The sash should be of 60 x 
102mm. The mullion should be of 60 x 74mm. The 
profiles should have co-extruded seals. 

Hardware: All the hardware like friction stays, handles 
should be screwed with self tapping screws. The 
handles, locks should be designed so that they cannot 
be released from outside. 

Glazing: The window system should be glazed with 
5mm plain float glass / 6mm bison lam 

Installation: The profiles should be cut to length and 
welded 45 degrees. The window should be designed 
such that the water drainage does not pass through 
the reinforcement chamber. The window system 
should be fixed directly to the plastered brick wall 
using self expanding nylon plug and driving ms 
electroplated screws into plug. 


UPVC Window 

Specification: 

Supplying and fixing UPVC (Un-Plasticized Polyvinyl 
Chloride) Windows of casement type (open) from the 
profile the size of outer frame 60mm x 58mm and 
shutter profile are reinforcement with GI/1mm 125GSM 
and 100% corrosion free, the profiles are multi 
chambered sections with wall thick of 2mm. The EPDM 
rubber (black colour) covered with over all the edges of 
frame and shutter the shutter will be provided with 
Espag multi power point locks and also it operates as 
handle. The corners and joints should be welded and 
cleaned. Radiations free pin headed plain or brown 
colour glass 4mm thick should be provided to the 
shutter and it should not allow leakage of water even 
at most ranging storms and should have key lockable 
action, security protective hinges, strong locking 
systems and as per size for arresting noise and energy 
loss. The connecting mechanism between sash and 
outer frame that enables opening of the window. The 
window should be fixed to the wall with 100% packing 
with screws and silicon packing all round the frames. 
The window should be got approved from the Executive 
Engineer before use on work 
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7720.00 
505.00 


Name of Material 


UPVC Ventilator 

Specification: 

Supplying and fixing UPVC (Un-Plasticized Polyvinyl Chloride) 
Louvered Ventilators of from the profile the size of outer 
frame 60mm x 58mm and shutter profile size of 60 x 78mm 
both profiles are reinforced with GI/1imm 125GSM and 
100% corrosion free, the profile are multi chambered 
sections with wall thick of 2mm. The EPDM rubber (black 
colour) covered with all over the edges of frame and shutter. 
The corners and joints should be welded and cleaned. 
Radiations pin headed glass 4mm thick should be provided in 
the louvers. The window should be fixed to the wall with 
100% packing with screws and silicon packing all round the 
frames. The ventilator should be got approved from the 
Executive Engineer before use on work 


FOAMED PVC DOOR FRAME RM 
Specification: 

Providing factory made pre-laminated FPVC (Formed 
Polyvinyl Chloride) Door Frame of the size 105 x 40mm with 
a wall thickness of 10mm made out of extruded rigid FPVC 
profile mitre joined with 6 Nos. of 5mm long screw. The door 
frame shall be fixed to the wall by using 80mm long screws 
through the frame with the help of PVC fasteners of 3 Nos. to 
be provided for each vertical member, GI stiffeners of ('U' 
channel of size 29 x 9, imm, 150mm long) - 3 Nos. at hinge 
point, frame reinforcement of ('U' GI channel of size 46 x 22 


x 0.6mm), bottom tie rod of ('U' GI channel size of 15 x 15 x 
imm), etc, complete complying with the standard 
specification. The door frame should be got approved from 
the Executive Engineer before use on work 


(Acrolynitrile Butadiene Styrene) Door Shutter moulded in 
different designs, consisting of all round frame made out of 
water proof solid foam PVC bar of size 20 x 32mm, reinforced 
by 32 x 32mm - 2 Nos., for vertical made out of LVL 
(Laminated Veneer Lumber), core material of 32mm thick 
high density craft paper honey comb board, sandwiched on 
both sides with pre-laminated ABS sheet thickness of 1.5mm. 
PVC edge banding of size 0.45mm on the vertical sides. 
Hardware made out of steel coated butterfly hinges - 3 Nos., 
for each shutter and ISI make SS round lock complete for 
finished item of work, complete complying with the standard 
specification. The door shutter and frame should be got 
approved from the Executive Engineer before use on work 


MENS NE 09e 
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268 |ABS DOOR / EQUIVALENT 
Specification: 
Providing of 35mm thick factory made pre-laminated ABS 


Plain Pre-laminated Door 





Name of Material 


esco 0 
Re 
Plasticizer / Super Plasticizer 


Making through holes in Plain or Reinforced Cement 
Concrete with Diamond Core Drilling System by using 
BOSCH power tools of following diamete - Depth per 


Supplying and Installing Metal False Ceiling using Fire 
Retardant Galvanized Steel Sheet Plain lay in tile size 600mm 
x 600mm, 0.5mm thick, powder coated on external surface 
and shall have flange on all four sides to rest on the exposed 
grids. The system to give 600mm x 600mm centre to centre 
'T'. The 'T' shall be not be dipped GI Tee Section 3600mm 
long main Tee. 24mm wide and cross Tee panels are formed 
by running main runner of 'T' section of size 30mm x 24mm 
powder coated at bottom at intervals with powder coating at 
bottom. Necessary provision of inter locking of 'T' section 
are made at required intervals not exceeding 1200mm. The 
main runners are suspended from the ceiling by means of 
4mm dia. GI rods fixed to the ceiling using anchor fasteners 
of 50mm x 8mm size with nylon inset and hooked to the 
main rubbers using clips. The last hangers at end of each 
rubber should not be greater than 600mm from the adjacent 
wall. The last panel shall be placed at the side wall using 
edge profile 'L' Angle of size 20mm x 20mm and fixed to the 
side wall the false ceiling should be fixed of same level and 
should present a neat look 


Supplying and fixing of SS Wall Cladding 
274 |Supplying and fixing of SS False Ceiling 


275 |Supplying and Fixing of Aluminium Dye Cast Letters of 
approved size and colour. The colour treatment 
process is achieved with MRF colour coat and then the 


processed coloured layer is set into the kiln for the 
heat treatment process for the following sizes 


Aluminium Dye Cast Letters 9" size 


| b [aluminium Dye Cast Letters 6" size 


English Brass Letters 
a [sem aon 
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2 Providing Wall Panelling using one side teak wood sheet with sqm. 6010.00 
melamine polishing with following specification. The frame 
using aluminium tubular section of size 50mm x 25mm x 
2mm thick fixing horizontally and vertically in position with 
wall at interval of 0.60m in both diretions, fixing water proof 
plywood of 12mm thick over the aluminium frame work with 
necessary screws. One side teak wood sheet of 3.5mm thick 


8 
will be fixed over the plywood using fevical and finishing with 
melamine polishing and the rate inclusive of conveyance to 
site and labour charges and as directed by the Departmental 
Officers. The design pattern, water proof plywood, OST 
sheet and other materials to be used shall be got approved 
by the Executive Engineer concerned before use on work 
etc., complete. 

8 


1 
282 |[Providing and fixing Acoustic Wall Panelling (equivalent to sqm. 8530.00 

Armstrong) in channelled wood works perforated panels of 

width 192mm, thickness of 15mm and length of 2400mm or 

as per required by the Departmental Engineer made of a high 

density fibre board with minimum 725 kg./m3 density 

substrate with a laminated facing as per the approved shade 

and finish and a melamine balancing layer on the reverse 

side. The boards shall have a special peforation pattern 

where the visible surface has a "Helmholtz" fluted perforation 

of 3mm width and 21mm of visible panel each. The edges of 

the panels shall be "tongue-and-grooved" to receive special 

clips for installation. The back of the perforated panel shall 

have sound absorbing non woven acoustical fleese having 

NRC of 0.52. The panels shall be mounted on special 

aluminium splines using clips provided by Armstrong and 

approved by the Engineer-in-Charge. 


Page 68 





Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


5353.00 


5454.00 


Name of Material 


Installation: Install aluminium box section (provided by 
others) of section 50mm x 25mm or as approved by the 
Engineer-in-Charge on the solid wall horizontally using 
screws and plugs at spacing of 600mm centre to centre. 
Screw the aluminium extruded keel for channelled wood 
works provided by Armstrong over the lowest and second 
aluminium section at an on centre distance of 600mm. Place 
the inside clip on the groove end of the panel along the 
aluminium keel and then place the tongue end of the next 
panel. Continue installing rows of panels by inserting the 
tongue into groove of the earlier inserted panel and 
progressively installing inside clips into the next keel till the 
actual height is achieved. Finish off the edges using wooden 
moulding of matching colour (provided by others). 
Installation to be carried out by Armstrong Trained 
Installation Team and installation should be carried out as 
per Armstrong Recommended Procedure. 


i 
Supplying and fixing the Wall Panelling with the following 
specification fixing horizontally and vertically in position of 
wall. Fixing the water proof ply wood 9mm thick board over 
the country wood planks. Over the ply wood OST sheet of 
4mm thick will be fixed with necessary screws and fevicol 
giving neat finsih. The top will be finished with two coats of 
sanding polishing. The surface will be finished with 
necessary design as directed by the Departmental Officers. 


The rate inclusive of all materials, labour power and 
conveyance of materials to the work site, loading & unloading 
etc., and as per drawing and design by the Departmetnal 
Officers. The water proof ply wood and OST sheet and other 
materials to be used shall be got approved by the Executive 
Engineer concerned before use on work, etc., complete as 
per standard speicification. 


Supplying and installation of Anutone / Topakustiks / Idea 
Tec / Wood Fit / Equivalent Brand of Acoustic Wooden Wall 
Panelling with fire retardant grade pine wood fibre slats of 
size 2430 x 128 x 16mm with lineal perforation of 2mm 
back lined with soundtex black acoustical fleece 0.27mm 
thick, 63 g / m2, tongue-groove edge for a seamless look, 5 
test fire retardant grade with noise reduction coefficient not 
less than 0.75 NRC to absorb low and mid range frequencies 
from 125Hz to 4000Hz. GI strut CC50 frame work not more 
than 60 cm centre to centre using GI channels are fixed on 
the wall, over which an acoustic filling polywool material 
sound synth of 500 gsm density of 50mm thick has fixed and 
finally the panels are fixed and finished, so as to have an 
neat appearance as directed by the departmental offices. 
The cost includes cost of material, cost of Labours, 
scaffolding, transportation, conveyance, etc., complete 
complying to standard specication. 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


5252.00 
4949.00 


Name of Material 


. i E 
Supplying and installation of Anutone / Woodfit / Saint 
Gobian / Equivalent Brand of Acoustic Fabric Wall Panelling of 
stretch fabric NRC wall fabric system by using FR Grade NRC 
fabric of size 1400mm width shall be stretched by using CC 
25 with infill of synth pf polywool 10 X 25 mm thick, rigid 
vinyl stretch tracks half wrap / full wrap 15mm (FS15) and 
midseam 15mm (FS15), strand board, synth PF infill with 
requisite accessories & tools. CC 50mm is first installed on 
the wall along with the marking lines with metal fasteners 
inserted at 300mm centers. FS15 tracks to be installed on 
wooden base, after applying stick S7 adhesive on both 
surfaces for a true and continuous secure grip, and heavy- 
duty fasteners at 150mm centers on one / both sides of 
stretch tracks. Strand square edge magnesite bonded 
pinewood fiber panels of size 600 x 2400 x 20mm having 
density 400 kg / m3, weight 4 kg which is fixed to wall with 
suitable fasteners. Sound synth PF polywool 10 x 25mm 
thick adhered on strand panel by using Stick 7 adhesive. 
Fabric of width 1400mm is then aligned to the stretch tracks 
by following the fabric thread line or pattern. The fabric is 
stretched and tucked into the stretch tracks and secure into 
the locking jaws so that it will be smooth, free of wrinkles 
with the tucking tools. The systems to achieve noise 
reduction coefficient not less than 0.85 NRC, so as to have an 
neat appearance as directed by the department offices. The 
cost includes, cost of material, cost of labour, scaffolding, 
transportation, conveyance, etc., complying to standard 
specication. 


Supply and installation of Anutone / Tectum / Heradesign / 
Equivalent Brand of Acoustical Slim Wall Panelling of synth 
slim, polyfibre panels, core-pigmented, high-density, Synth 
PF rigid panels of size 1200 x 2400 x 9mm thick, volume 
density 210 - 230 kg / m3, weight 1.9-2.1 kg/m2 installed by 
using GI strut frame work system. The GI strut frame work 
systems includes GI strut CC 50 cross channel having 
thickness 0.7mm, length 3600mm, knurled web 50, depth 
25mm and equal flanges 15mm is fastened to wall positioned 
horizontally in a regular manner at 600mm centre to centre. 
Anutone (or) Equivalent Brand of strand, square edge, 
magnesite bonded pine wood fibre core tiles of size 600 x 
2400 x 10mm, density 400 kgs / m3, weight 8 kg /m2 are 
fastened to strut CC 50 cross channel with suitable fasteners. 
Longer edges of the panel should be perpendicular to strut 
CC 50 cross channel. Synth slim panels are then adhered to 
strand behind with stick S7 adhesive. The system is 
backlined with the acoustical infill SynthPF 500 gsm 50 thick. 
The systems to achieve noise reduction coefficient not less 
than 0.85 NRC, so as to have an neat appearance as directed 
by the department offices. The cost includes, cost of 
material, cost of labour, scaffolding, transportation, 
conveyance, etc., complying to standard specication. 
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Name of Material 


Supply and installation of Anutone / Hera Design / Tectum / 
Equivalent Brand of Acoustical Fibre Based Wall Panelling of 
strand colour, kerfed edge magnesite bonded pine wood fibre 
core tiles of size 600 x 2400 x 20mm, density 400 kgs / m3, 
weight 8 kg / m2 installed by using GI strut frame work system 
with non-visible fasteners usin PVC strut H-Spline. The GI strut 
frame work systems includes GI strut CC 50 cross channel 
having thickness 0.7mm, length 3600mm, knurled web 50, 
depth 50mm and equal flanges 15mm is fastened to wall 
positioned horizontally in a regular manner at 600mm centre to 
centre. PVC strut H-Spline having sectional thickness 2mm and 
length 2400mm to be fixed perpendicular to the Strut CC50 
cross channel at 600mm centers. The kerfed edge panels shall 
be then inserted into the strut H-Spline along their long edges of 
2400mm against frame work to perfect fit with staggered short 
edges. The system is backlined with the acoustical infill Anutone 
or Equivalent Brand of SynthPF 500 gsm 50mm thick. The 
systems to achieve noise reduction coefficient not less than 0.9 
NRC, so as to have an neat appearance as directed by the 
department officers. The cost includes, cost of material, cost of 
labour, scaffolding, transportation, conveyance, etc., complying 
to standard specication. 


Providing and fixing of 1.2mm thick Lead Lining Door for X-Ray 
Rooms, Scanning Rooms with Mild Steel Door Frames 105mm x 
57mm X 18 G and 12 G x 50mm Shutter made of GI with PWG 
finish and honey wool insulations with SS 101mm x 75mm x 
3mm SS 304 Ball Bearings Butt Hinges, Mortice Sash Lock ML 
100A, 50mm BS, 85mm centre, CL 207 : Key & Knob 70mm, 5 
Pin Cylinder with Handle SS Finish (Dorma Make), Heavy Duty 
Door Closer, Frames fixed wih walls using Mortice Sash Lock ML 
100A, 50mm BS, 85mm centre CL207: Key & Knob 70mm, 5 Pin 
Cylinder with Handle SS Finish (Dorma Make) all neccesary 
accessories and fittings as per the required and as per the 
approval for the Department Officer 


Post Tensioning Work: 

Design and execution of post tensioning work, including 
decoiling, the strands, cutting to the required lengths, supplying, 
laying of HT strands sheathing (GI corrugated ducts 0.3mm 
thick) jointing with couplers and inserting the strands, profiling, 
fixing liveend anchorages, including supply of stressing 
anchorages, suitable for 5-5 & 5-4 tendons, grout vents, making 
dead end anchorages, including flowering the strands, fixing 
tendon support bars, supervising the fixing of antibursting 
reinforcement, stressing the cables, end trimming, grouting the 
cables, with cement slurry, mixed with admixtures with required 
tools, plants, and machineries, and consumables etc. 
(Shuttering, concreting € reinforcement steel shall be paid under 
respective items) at all heights including all leads, lifts, 
coordination, with the post- tensioning agency, preparation of 
drawings, obtaining approval from the Employer / Architect etc. 
Rate to include providing water, power, cement and admixture 
for grouting, packing of sheathing and anchorages blockings, 
filling of recess pockets after stressing using grouts (cement 
slurry mixed with approved admixtures) including providing 
access to post tensioning at all heights including all leads, lifts 
etc., all complete and as approved and as directed by the 
Employer Architect but excluding shuttering, concreting & 
reinforcement steel which shall be payable under respective 
items separately. 
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3333.00 


13920.00 


197800.00 





Basic Rate approved 
for the year 2021-2022 
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37370.00 


Name of Material 


furniture fittings of approved quality. The vertical styles and 
other frame members and cross stiffeners shall be of same 
quality stainless steel box section of suitable size and 
thickness with proper core material as prescribed by the 
Departmental Officers 


Supplying, fabricating and fixing in position factory made 
Stainless Steel Flush Door Shutter 35mm thick using SS 304 
Grade 1.6 mm thick, Stainless Sheets on both sides 
(Equivalent to IS 6911-04 Cr. 19, Ni 9) minimum 8-8.5% 
nickel and 18% chromium sourced from original stainless 
steel manufacturer with view panel size 30mm x 45mm made 
up of 6mm thick clear toughened glass fitted with double side 
adhesive tape and finished with dowconing silicon sealant, 
floor spring for each shutter, consealed tower bolt, suitable 


S 
stainless steel locking arrangement and other necessary 
S 


: 
hen en | AA 
Galvalume Colour Sheet of size 0.47mm 


295 |Supplying and erecting in position of following liters capacity 
Industrial Model Reverse Osmosis Water-cum-Purifier to 
deliver Potable Water with World Health Organisation (WHO) 
Standards with following accessories. 

(a) MS Skid - 1 No. 

(b) Media 11054 No. Vessel with 20 nb Multiport Valve (with 
Media Pubble and Fine Sand and Activated Carbon Filling) set 
(c) Feed Pump 0.50 HP - 1 No. 

(d) Vertical Pump 2-9, 2.00 HP / Single Phase - 1 No. 

(e) Membrane 40 x 40 filmtech (or) equilaents / Osmonic 
(USA) - 1 No. and Membrane Pressure Vessel 40 x 40 -1 No. 
& Pressure Gauge - 2 Nos. 

(f) Flow Meter - 1 No. 20" Filter with Housing - 1 No., Low 
Pressure Switch - 1 No., Level Switch - 1 No. & Necessary 
CPVC Pipes and Fittings. 

The system shall be provide with Two Panel Control System 
with necessary Stainless Valves and Fittings and Float Control 





etc. The rate should be inclusive of all civil works, wherever 

necessary to install the System in position and intact. 
: 
pows | se | emm | 
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50 Litres 
250 Litres 


qm. 
qm. 
Set 
Set 
Set 
Set 
Set 


Basic Rate approved 
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e Name of Material 


Medical Gas Arrangements 


296 |Medical Gas Copper Pipeline arrangement to hang on 
the wall of socket type connection installation of 
seamless cleaned and degreased non arsenical 
phosphorous gas copper pipe line with saddles 
complete with brazing work including all copper fitting 
(tee, elbow, reducer, coupling). The copper pipelines 
should be tested suitable for a steam of working 
pressure of 17.34 kg. / cm2 (17 bar) and confirm to BS 
864 Standard with specially made for brazed socket 
type connection. The medical gas copper pipeline 
should be tested as per standard and commissioning 
after painting as per International Code No. IS 
2379/1963 Table-V. The pipelines installed at the 
various wings and floors etc., complete as directed by 
the Departmental Officers as per IS Code 12827 / 1989 


& ISO 7396 / 1987 Specification. 


54mm OD 1.20mm Thick Copper Pipe 


297 |Gas Outlet Points: (Self sealing type - Single / DIN Each 1328.00 

outlet pipe) with 'S' type bracket made up of copper 
and the out let of non-interchangeable for other gas. 
The outlet points are brazed with brass bracket with 
self sealing valve (Stainless Steel) with all accessories 
and complete set and are covered by plastic cover duly 
colour coated as per specific gas and button cover etc., 
complete as directed by the Departmental Officers and 
as per IS Code 12827 / 1989 & ISO 7396 / 1987 
Specification. 


DIN i BS Standard Outlet Points with from loading, NENNEN 00 
inner connecting and brass body. Single press inlet 
with two stage process first stage for patient usage 
and second stage in parking mode, covered by plastic 
cover duly colour indicated with specific gas name and 


1072.00 


non inter-changeable for other gases. The cost of 
materials inclduing transport, etc., complete, as per 
standard specification and as directed by the 
Departmental Officers 
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Name of Material for the year 2021-2022 
(w.e.f. 13.09.2021) 


299 [Oxygen manifold arrangements of 2 banks x 12| Each 189000.00 

cylinder each wing with semi automatic control panel 
which includes contact gauge 2 Nos., outlet pressure 
gauge, brass heavy duty IO x regulator 2 Nos. with 
suitable adopter, flexible SS Hose. Mainfold shall be of 
a construction and of a designs and material suitable 
for the service pressure in accordance with IS 1282- 
1989. Emergency alarms with illuminating display for 
low / high pipeline pressure and malfunctioning of 
system. 
1) Mainfold top frame with provision for connecting 12 
cylinders on right bank and 12 cylinders on left bank 
with high pressure interconnecting copper tubing, 
silver brazing, non return valve, fasteners and cylinder 
spport middle angle frame for claping 2 x 12 cylinders 
and related fasteners. The O2 manifold should with 
stand a pressure of 140 kg. / CM2. The installation is 
commissioned after testing as per standards and 
painted as per International Code and as directed by 
the Departmental Officers as per IS Code 12827 / 1989 
& ISO 7396 / 1987 Specification. 


Oxygen manifold arrangements of 2 banks x 20 364000.00 
cylinder each wing with semi automatic control 
panel which includes contact gauge 2 Nos., outlet 
pressure gauge, brass heavy duty IO x regulator 
2 Nos. with suitable adopter, flexible SS Hose. 
Mainfold shall be of a construction and of a 
designs and material suitable for the service 
pressure in accordance with IS 1282-1989. 
Emergency alarms with illuminating display for 
low / high pipeline pressure and malfunctioning 
of system. 

1) Mainfold top frame with provision for 
connecting 12 cylinders on right bank and 12 
cylinders on left bank with high pressure 
interconnecting copper tubing, silver brazing, non 
return valve, fasteners and cylinder spport middle 
angle frame for claping 2 x 12 cylinders and 
related fasteners. The O2 manifold should with 
stand a pressure of 140 kg. / CM2. The 
installation is commissioned after testing as per 
standards and painted as per International Code 
and as directed by the Departmental Officers as 
per IS Code 12827 / 1989 & ISO 7396 / 1987 
Specification. 
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for the year 2021-2022 
(w.e.f. 13.09.2021) 


Nitrous Oxide Manifold Arrangements of 2 banks x 3 cylinder Each 107290.00 
each wing, with automatic control panel which includes 
contact gauge 2 Nos., outlet pressure gauge, brass heavy 
duty IOX regulator 2 Nos. with suitable adopter, flexible SS 
hose. Mainfold shall be of a construction and of a designs and 
material suitable for the service pressure in accordance with 
IS 1282-1989. Emergency alarams with illuminating display 
for low / high pipeline pressure and malfunctioning of 
system. 

1) 2 x 3 cylinder Nitrus Oxide Manifold should be suitable 
with stand a pressure of 140 Kg. / Cm2 and above along with 
high pressure copper annealed tail pipes with end brass 
adapter suitable for Nitrous Oxide Cylinders and manifold. 

2) Top frame comprising of high pressure copper pipes of 
size 12mm ID 1.5mm wall thick with high pressure brass 
fittings made of high tensile brass and connections through 
non-return valves, high pressure copper tail pipes made of 
high pressure copper pipe size of 7mm ID x 1.5mm thick. 

3) The design of middle and bottom frames should be 
provided to fit both round and flat bottom cylinders safely 
with fitted heavy duty regulator. The Manifold should be 
tested at 3500 pig as per IS 12827 / 1989 & ISO 7396 / 
1987 Specification. 


Name of Material 


Brass Isolation Valve suitable for the copper pipe and 
should be of non lubricated 90 degree turn lever ball 
valve of reputed make, conneced in line with medical 
gas pipe line system by using suitable size brass valve 
adopter union, ferrule, nipple, rubber "O' ring, tapion 
lap and etc. All pipe line regulators shall be capable of 
controlling pipe line pressure and must compatible with 
the requirements specified in IS 12827-1989. All 
valves should be pneumatically tested for twice the 
working pressure for the gas line as per IS Code 12827 
/ 1989 & ISO 7396 / 1987 Sepecification. 


15mm Isolation Valve Each 1378.00 
22mm Isolation Valve Each 2095.00 


28mm Isolation Valve Each 2401.00 
42mm Isolation Valve Each 4413.00 


03 [Theatre Vaccum Unit: The unit should comprise of two| Each 12195.00 

reusable 2000 ml shatter resistant bottle. Each made 
up of ply carbonate material and fully autoclavable at 
134 degreee centigrade, should have a vacuum 
regulator with instant ON / OFF switch and tree way 
left, right or both. All the above items should be 
mounted on a trolley having free moving castor 
wheels. (As per IS 12827 / 19898 & ISO 7396 / 1987) 
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Basic Rate approved 
Name of Material for the year 2021-2022 
(w.e.f. 13.09.2021) 


Flow Meter made up of Brass with Humidifier Bottle Flow Each 1552.00 
Meter should be back pressure compressed and should be 

accurate gas flow measurement with control range 0-13 litres 

per minute. It should meet strict permission and dumbling 

standard. The meter body should be made of brass 

materials. The humidifier bottle should be made of 

unbreakable polycorbonate material and auto cleavable at 

134 degree centigrate. The rate includes flow meter and its 

accessories (silicon tube with mask). The cost of materials 

including transport, etc., complete as per standard 

specification and as directed by the Departmental Officer and 

as per IS 12827 / 1989 and ISO 7396 / 1987 Specification. 

Ward Vaccum Unit with Gauge both mounted on a collection Each 1858.00 
jar of capacity 600 ml and with a wall bracket for mounting it 

on the wall. The collecion jar should be made of unbreakable 

polycarbonate materials which is fully auto cleavable at 134 

degree centigrade as per standard specification and as 

directed by the Departmental Officers and as per IS 12827 / 

1989 and ISO 7396 / 1987 Specification. The rate includes 

cost of silicon hose with SS nipple on either side. 


306 |Supply, installation, testing and commissioning of equivalent Each 458700.00 
to Ingersoll Rand Reciprocating Air Cooled Type (10 HP) 
Rating Vaccum Pump as per following provisions. 

As per IS 12827 / 1987 & ISO 7396 / 1987 Specification 
a) Vaccum Pump - 10 HP - 1 No. 

b) Electric Motor - 10 HP - 1 No. 

C) DOL Starter with OLR - 1 No. 

d) Vaccum Switch - 1 No. 

e) Vaccum Gauge - 1 No. 

f) Control Frame with Fittings - 1 No. 

g) Suction Scrubber - 1 No. 

h) V-Belts - 1 No. 

i) GI & MS Fittings - 1 No. 

j) Brass Fittings - 1 No. 

k) Exhaust Silencer - 1 No. 

i) Base Frame for Motor and Vaccum Pump - 1 set 
m) Pilot Line with Fittings - 1 set, 

Vaccum Room & Air Compressor Room Inside 





307 |Supply, installation, testing and commissioning of 608000.00 
equivalent to Ingersoll Rand Reciprocating Air Cooled 
Type (15 HP) Rating Vaccum Pump as per following 
provisions. 

As per IS 12827 / 1987 & ISO 7396 / 1987 Specification 
a) Vaccum Pump - 15 HP - 1 No. 

b) Electric Motor - 15 HP - 1 No. 

C) DOL Starter with OLR - 1 No. 

d) Vaccum Switch - 1 No. 

e) Vaccum Gauge - 1 No. 

f) Control Frame with Fittings - 1 No. 

g) Suction Scrubber - 1 No. 

h) V-Belts - 1 No. 

i) GI & MS Fittings - 1 No. 

j) Brass Fittings - 1 No. 

k) Exhaust Silencer - 1 No. 

i) Base Frame for Motor and Vaccum Pump - 1 set 


m) Pilot Line with Fittings - 1 set, 
Vaccum Room & Air Compressor Room Inside 
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Name of Material for the year 2021-2022 
(w.e.f. 13.09.2021) 


Supply, installation, testing and commissioning of Each 481850.00 
Compressed Air System of Reciprocating Oil Free Air 
Compressor Belt Driven Type 10 HP Air Compressor with 
following provisions. 

As per IS 12827 / 1987 & ISO 7396 / 1987 Specification 
Compressor package consists of following: 

a) 10 HP Air Compressor - 1 No. 

b) Electric Motor 10 HP - 1 No. 

C) Dol Starter - L&T - 10 HP - 1 No. 

d) Base Frame Kit (for Motor and Compressor) - 1 set 

e) Pressure Swith - 1 No. 

f) Pressure Gauge - 1 No. 

g) NRV and Pilot Fittings - 1 No. 

h) Delivery Tube - 1 No 

i) Foundation Bolts & Anchor Fasteners - 1 Lot 

j) Belt Guard - 1 No. 

k) Refrigerator Type Air Dryer-40 cfm. capacity-1 No. 

I) Drain Ball Valve - 1 No. 

m) Air Outlet Ball Valve - 1 No. 

Vacuum Room & Air Compressor Room Inside Accessories: 
Non-Return Valves, Air Pressure Switch, Pressure Gauge, 
Isolation Valves, Air Filters etc., 

Inter connecting piping: Mild Steel Pipe of 2" with fittings. 


Supply, installation, testing and commissioning of 785000.00 
Compressed Air System of Reciprocating Oil Free Air 
Compressor Belt Driven Type 15 HP Air Compressor 
with following provisions. 

As per IS 12827 / 1987 & ISO 7396 / 1987 
Specification 

Compressor package consists of following: 

a) 15 HP Air Compressor - 1 No. 

b) Electric Motor 10 HP - 1 No. 

c) Dol Starter - L&T - 10 HP - 1 No. 

d) Base Frame Kit (for Motor and Compressor) - 1 set 
e) Pressure Swith - 1 No. 

f) Pressure Gauge - 1 No. 

g) NRV and Pilot Fittings - 1 No. 

h) Delivery Tube - 1 No 

i) Foundation Bolts & Anchor Fasteners - 1 Lot 

j) Belt Guard - 1 No. 

k) Refrigerator Type Air Dryer-60 cfm. capacity-1 No. 





I) Drain Ball Valve - 1 No. 

m) Air Outlet Ball Valve - 1 No. 

Vacuum Room & Air Compressor Room Inside 
Accessories: 

Non-Return Valves, Air Pressure Switch, Pressure 
Gauge, Isolation Valves, Air Filters etc., 

Inter connecting piping: Mild Steel Pipe of 2" with 
fittings. 
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Supply, installation, testing and commissioning of MS Each 99640.00 
Fabricated Vertical Mounted Type 1000 liters capacity 

Vaccum Receiver with inlet and outlet and drain holes 

provided suitable to operate with vaccum pump, etc., 

as directed by the Departmental Officers. 

Supply, installation, testing and commissioning of MS Each 99640.00 
Fabricated Vertical Mounted Type 1000 liters capacity 

Compressed Air Receiver with inlet and outlet and 

drain holes provided suitable to operate with vaccum 

pump etc as directed by the Departmental Officers. 


Single Arm Pendent Mounted on Celing Height as| Each 164900.00 
directed by the Departmental Officers. All items are 

MS powder coated. The cost includes cost of all 

materials, labour charges, dismantling and re-doing 

masonry to original condition, painting of masonry 

works taxes including transports, risk allowance, 

scaffolding etc., complete and as per IS Code 12827 / 

1989 & ISO 7396 / 1987 Specification. 

Bed Head Panel of size 1m length, height 0-0.30 cm| Each 18580.00 
and depth of 4". The aluminium powder coated with 

requirement colour for provision points of O2-2 Nos., 

Air 1 No., Vaccum 1 No. with double electrical socket 

with switch 2 Nos. with 2 set with 1V - bottle holder 

fixing to the wall hanging including monitor stand etc., 

complete. 


Supplying, fabricating and fixing slotted carriers with Each 167.90 
the following specifications. The carriers should be 
made of GI sheet of 16G with slots. The size of carrier 
is 300 x 40mm and are to be spaced at 50 cm centre 
to centre. The carriers are to be fixed on suspenders 
with the help of lock nuts. These suspenders are made 
of galvanised MS rods size of 6mm dia. The 
suspenders should be threaded to its full length so that 
the carrier shall be fixed at any height depending on 
the onsite requirement. The suspenders are to be fixed 
on the soffit of ceiling with self fixing anchore bolts. All 
components of suspenders and slotted carriers should 
be galvanised. The rate includes cost of all materials, 
labour charges for drilling and fixing the whole 
assembly at required places, complete and as directed 
by the Departmental Officers. 


Supplying and fixing of Cylinder 46 Litre "D" Type| Each 16399.00 
Empty Seamless Medical Nitrous Cylinder with Valve 

and as per IS Code 12827 / 1989 & ISO 7396 / 1987 

Specifiaton etc., complete and complying with standard 

specification. 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


316 |Supplying and fixing of Cylinder 46 Litre "D" Type Each 16399.00 
Empty Seamless Medical Oxygen Cylinder with Valve 
and as per IS Code 12827 / 1989 & ISO 7396 / 1987 
Specifiaton etc. complete and complying with standard 
specification. 
317 |Supplying, fabricating and fixing Oxygen Boyles Kit for} Each 1858.00 
Operation Theatre with following specification: The 
Boyles Kit Hose is made of silicon and of white colour 
as per standard suitable adoptor fixed on higher end of 
hose to connect outlet unit and Boyles Machine. The 
adopter must be made of SS of superior quality. The 
rate includes cost of all materials and labour charges 
for fixing in proper position etc. complete and 
complying with standard specification. 
318 |Supplying, fabricating and fixing Nitrous Oxide Boyles| Each 1858.00 
Kit for Operation Theatre with following specification: 
The Boyles Kit Hose is made of silicon and of white 
colour as per standard suitable adoptor fixed on higher 
end of hose to connect outlet unit and Boyles Machine. 
The adopter must be made of SS of superior quality. 
The rate includes cost of all materials and labour 
charges for fixing in proper position etc. complete and 
complying with standard specification. 


EE FIRE FIGHTING ARRANGEMENTS 


319 |Wrapping and Coating Anti-Corrosive Treatment for 
under ground MS pipe having one coat of anti-corrosive 
metal primer, one layer of asphalt tar tape wound over 
the MS pipe as per standard methods as per standard 
specification as directed by the Departmental Officers. 


M 


Name of Material 





320 |Supply, erection, testing and commissioning of 80mm Each 14443.00 
dia Heavy Duty Foot Valve including necessary MS 
flange of table *E', gaskets, bolts & nuts, etc., installed 
at end of 80mm dia suction pipeline at sump as per the 
standard method and as directed by the Departmental 
Officers. 


321 |Supply, erection, testing and commissioning of cast iron body Each 11665.00 
and gun metal or stainless steel Internal Non-Return Valve of 
size of 80mm dia to control one way flow of water to be 
installed pump room at delivery line and near overhead tank 
at terrace level near to jockey pump and motor including 
necessary MS flange of table ‘E’, gaskets, bolts & nuts, etc. 
as per IS 5312 including conveyance, all incidental charges, 
neccessary scaffolding and re-doing the dismantled portions 
to its original condition wherever found neccessary, etc., 
complete as per standard specification and as directed by the 
Departmental Officers. 
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(w.e.f. 13.09.2021) 


322 |Supply and laying of following sizes of Armoured 
Aluminium Cables for electrical motor, control panel, 
pressure switch, jockey motor etc.. The rate inclusive 
of all incidental charges, neccessary scaffolding and re- 
doing the dismantled portions to its original condition 
wherever found neccessary, etc., complete as per 
standard specification and as directed by the 
Departmental Officers. Make: POLYCAB / PARACON / 
FINOLEX / EQUIVALENT. 


Name of Material 


Supply, installation, testing and commissioning of| Each 85470.00 
Micro Processor based Conventional 12 Zone Fire Alarm 

Control Panel having the rating of 24 volt DC power 

supply, consisting 230 / 24 volt SMPS unit, 2 Nos. of 

12 volt, 7 AH standby batteries, suitably mounted on 

wall using fixing accessories like screws, plug, clamps 

and etc., as per standard methods and as directed by 

the Departmental Officers. 

Supply, installation, testing and commissioning of 73000.00 
Micro Processor based conventional 8 Zone Fire Alarm 

Control Panel having the rating of 24 volt DC power 

supply, consisting 230 / 24 volt SMPS unit, 2 Nos. of 

12 volt 7 AH standby batteries, suitably mounted on 

wall using fixing accessories like screws, plug, clamps 

and etc., as per standard methods and as directed by To 
the Departmental Officers. 

Supply, installation, testing and commissioning of} Each 49940.00 
Micro Processor based conventional 4 Zone Fire Alarm 

Control Panel having the rating of 24 volt DC power 

supply, consisting 230 / 24 volt SMPS unit, 2 Nos. of 

12 volt 7 AH standby batteries, suitably mounted on 

wall using fixing accessories like screws, plug, clamps 

and etc., as per standard methods and as directed by 

the Departmental Officers. 





Supply, installation, testing and commissioning of Each 2332.00 
Conventional Smoke Detector suitably mounted on ceiling 

with MS juction box / false ceiling using fixing accessories 

like screws, plug, clamps, etc., as per standard methods and 

as directed by the Departmental Officers. (Make: Apollo / 

Equivalent) 
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Name of Material for the year 2021-2022 
ES (w.e.f. 13.09.2021) 
Supply, installation, testing and commissioning of| Each 1776.00 
Manual Call Point (MCP) providing on wall using fixing 
accessories like screws, plug, clamps and etc., as per 
standard methods and as directed by the Departmental 
Officers. (Make: Ravel / Equivalent) 
Supply, installation, testing and commissioning of| Each 1721.00 
Electronic Hooter / Sounder providing on wall using 
fixing accessories like screws, plug, clamps and etc., as 
per standard methods and as directed by the 
Departmental Officers (Make: Ravel / Equivalent) 
Supply and laying of FRLS PVC insulated 2 core 1.5 RM 111.00 
sq.mm. Armoured Copper Cable on ceiling / wall using 
fixing accessories like screws, plug, clamps, etc., as 
per standard methods and as directed by the 
Departmental Officers. 
Supply and fixing of Water CO; Stored Pressure Type 9| Each 6666.00 
litres capacity Fire Extinguisher as per new IS 15683 
complete with control valve, gun metal cap, pressure 
gauge, operation sticker, discharge hose, wall 
mounting bracket, safety clip, etc., as directed by the 
Departmental Officers. 





Supply and erection of Double Leaves Fire Rated Door with Each 80170.00 
Frame having the dimension of 1800mm x 1400mm with 
following specification: 

a. Door Frame 1.6mm: Galvanized 120 GSM branded make 
JSW 

b. Door Leaf 1mm: Galvanized 120 GSM branded make JSW 
c. Shutter Thickness: 46mm 

d. Honeycomb: In-fill 

e. Glue Macroplast UR-7221 

f. Door Hinges: 4" x 3" x 3mm, Double Ball: Make Assa Abloy 
Yale Ball bearing Butt Hinges Grade SS 304 - Finish SS 

g. Door Closer with Standard Arm Finish: Silver 

h. Lock Set: Dead Lock with both side key 

i. Door Orientation: To be confirmed by client 

j. Mounting of door: Brick wall mounted 

k. Powder Coating: Powder coated in standard RAL paint 
colour of PO Red (60 to 90) Microns 

|. Single Point Panic Bar (2 Horizontal): Make Assa Abloy Yale 
or Equivalent 

m. Dead Lock with both side key: Make Assa Abloy Yale or 
Equivalent 

n. Vision Panel 200 x 300mm 2 Hrs. Fire Glass Schott Pyran 
with Frame 

O. Rated Glass Schott Pyran with Frame 

p. Anchor Bolt with Endcaps 

The above assembly mounted on concrete or brick wall 
including the cost of cutting, chipping, concrete packing, 
pastering, scaffolding all other conveyence as per standard 
methods and as directed by the Departmental Officers. 
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Supply, erection, testing and commissioning of fire fighting Each 243100.00 
application Monoblock Motor Pumpset of 1100 LPM at 45 
metres head to develop 3.5 kg / sq.cm at the highest and 
farthest hydrant point to make 30m water jet at the time of 
fire fighting emergency cicumstances, coupled with 15 KW / 
20 HP rated three phase 414 volts, 50 Hz, 2880 rpm 
electrical motor the pump with cast iron body, bronze 
impeller, rope gland packaging, suction size of 100 mm dia, 
delivery size of 80 mm dia, including the cost of foundaton 
concrete, anti-vibration mounting, rain safety hood and etc., 
complete as directed by the Departmental Officers (Make: 
Kirloskar KDS 2050+ or Equivalent) 


p L 
Supply, erection, testing and commissioning of fire 62690.00 
fighting application monoblock motor pumpset of 450 
LPM at 20 metres head to develop 2.0 kg/sq.cm at the 
heightest and farthest hydrant point to make 10m 
water jet at the time of fire fighting emergency 
cicumstances, coupled with 3.75KW / 5HP rated three 
phase 415 volts, 50 Hz, 2880 rpm electrical motor, the 
pump with cast ron body, bronze impeller, rope gland 
packaging, suction size of 80 mm dia. delivery size of 
65 mm dia, including the cost of foundaton concrete 
anti vibration mounting, rain safety hood and etc. 
complete as directed by the Departmental Officers 
(Kirloskar make KDS 538 or Equivalent)) 





Supply, erection, testing and commissioning of fire fighting Each 147400.00 
application monoblock motor pumpset of 900 LPM at 40 
metres head to develop 3.5 kg/sq.cm at the heightest and 
farthest hydrant point to make 30 m water jet at the time of 
fire fighting emergency cicumstances, coupled with 11 KW / 
15 HP rated three phase 414 volts, 50 Hz, 2880 rpm 
electrical motor the pump with cast ron body, bronze 
impeller, rope gland packaging, suction size of 80 mm dia. 
delivery size of 65 mm dia., including the cost of foundaton 
concrete anti vibration mounting, rain safety hood and etc. 
complete as directed by the Departmental Officers (Kirloskar 
make KDS 1555+ or Equivalent) 


Supply, errection, testing and commissioning of Fire Fighting Each 87208.00 
Electrical Control Panel of 15 HP, 415 V, 50 Hz Rating Wall 
Mounted Type fabricated using CRCA sheet, hinged lockable 
door, dust and vermin proof with following provisions: 

a. 63 Amps, 4 Pole MCB - Incomer, 6 Amps, 2 Pole MCB for 
Control Circuit - 1 set 

b. R, Y, B Phase Indication Lamp, Volt Meter (0 - 500 V), 
Ammeter (0 - 50 A), Volt Meter Selector Switch- 1 set 

c. 32 Amps Power Contactor with 230 V Coil, 14 - 23 Amps 
Over Load Relay - 1 set 

d. Single Phase Preventer - 1 No. 

e. Indication Lamp for Motor ON / OFF / TRIP - 1 set 

f. AUTO / MANUAL Selector Switch, ON / OFF Push Button - 1 
set 

g. Add On Block, Terminal Block, Power Wiring, Control 
Wiring, Connectors, Cable Lugs, Slotted Cable Cover 

The above panel mounted on wall using anchor fasteners 
bolts, plugs, incoming and outgoing cable connection and all 
works carried out as per standard methods and as directed 
by the Departmental Officers. 
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Supply, erection, testing and commissioning of Fire Fighting Each 449900.00 
Application Horizontal Centrifugal Type Pump Rated for 2280 

LPM at 70 metres head with Electrical Motor of 60 HP of 415 

volt 3 phase connection complete with base plate and 

accessories. (Make: Kirloskar or Equivalent). The rate 

inclusive of necessary vibration, bad mounting etc., as per 

standard method as directed by the Deparmental Officers. 


Supply, installation, testing and commissioning of Diesel Each 1204500.00 
Engine Driven Main Fire Pump suitable for automatic 
operation and consisting of following and complete in all 
respects as required. 

a. End suction, top discharge centrifugal pump of cast iron 
body & bronze impeller with stainless steel shaft, mechanical 
seal to ensure a minimum pressure of 3.5 kg. / sq. cm at 
highest and farthest outlet at specified flow of 2280 LPM at 
70m head conforming to IS 1520. 

b. 68 BHP, 1500 RPM water cooled with radiator, diesel 
engine conforming to relevant BS & IS standard complete. 
Auto starting mechanism, 12 volts / 24 volts electric starting 
equipment like self motor, dyanamo, solenoid switches etc. 

c. 110 litres capacity diesel tank mounted over stand 
fabricated using 25mm x 25mm x 6mm size MS angle, 
providing with level indicator, inlet port, outlet port, drain 
port and diesel return line port and fuel pre-filter, after filter 
etc. (Make: Kirloskar / Equivalent). 

d. Exhaust system having flexible metallic mufler, 100mm dia 
MS heavy pipe extended upto 1m, outside pump house duly 
insulated with 50mm thick glass wool with imm thick 
aluminium sheet cladding, residential silencer with necessory 
MS support arrangements from wall or ceiling as per site 
condition. 

e. Dash board consisting the instruments like temperature 
gauge, galvano type DC Ammeter, lubricant oil pressure 
gauge, ignition switch, emergency stop and all other 
protection equipment as per specification, stop seleneid for 
auto stop in the event of fault with audio indications, painted 
with post office red colour etc., as required. 

f. 12 V / 24 V storage battery, maintenance free tape, 180 
AH rating, MS fabricated common base plate, coupling guard, 
foundation bolts etc., as required. 

g. Positioning the diesel engine driven fire pump over cement 
concrete foundation using suitable size  anti-vibration 
mounting arrangement. 

All works carried out as per standard methods and as 
instructed by the manufacturer and as directed by the 
Departmental Officers. (Make: Kirloskar / Equivalent) 


Supply, erection, testing and commissioning Mono Each 219890.00 
Block type Fire Fighting Pressurisation Pump of 180 

LPM 110 metres head at 10 HP with suitable base 

frame including necessary vibration bad mounting etc., 

including conveying, fixing and incidental charges., 

etc., complete as per standard specification and as 

directed by the Departmental Officers. (Make: Kirloskar 

/ Equivalent) 
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339 |Supply, erection, testing and commissioning of Fire Each 13310.00 
Fighting 2 Way Fire Brigade Inlet with necessary gun 
metal 63mm dia non-return spring shutter 
arrangements so that to control one way flow at the 
time of emergency water supply by fire and rescue 
service fire engine entry including conveyance, all 
incidental charges, neccessary scaffolding and re-doing 
the dismantled portions to its original condition 
wherever found neccessary., etc., complete as per 
standard specification and as directed by the 
Departmental Officers. (Make: KIARTAR / OMEX / 

EQUIVALENT) 

340 |Supplying, erection, testing and commissioning of| Each 127600.00 
Diesel Engine Pump Main Control Panel & Jockey Pump 
including necessary auto cut-in, cut-off and manual 
operations, battery charger switch arrangements, 
voltmeter, ammeter and running indication siren 
provision, wall mounting type, etc., as per the standard 
method and as directed by the Departmental Officers. 

341 |Supply and laying of 4 core 10 sq.mm. armoured 
copper cable for power wiring to the Terrace Pump 
Motor with runs of 14 SWG TC wire for earthing, 
providing in wall with suitable size GI clamps, screws, 
wooden plug, end termination by using suitable size 


Name of Material 


zZ 


cable glands, copper sockets and etc., as directed by 
the Departmental Officers. 


616.00 


Supply, erection, testing and commissioning of Fire Each 57200.00 
Fighting Application direct on line main control panel to 

control electrical Terrace Pump Motor of 3.75 KW / 5 

HP rated 415 volts / 50 Hz 3 phase, 2880 RPM 

including necessary auto / manual operations, over 

load relay, selector switches arrangements, voltmeter 

and ammeter provision, etc., as directed by the 

Departmental Officers. 
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Supply and laying of 2 core 1.5 sq.mm. armoured 
copper cable for control wiring to the Terrace Pump 
Motor with runs of 14 SWG TC wire for earthing, 
providing in wall with suitable size GI clamps, screws, 
wooden plug, end termination by using suitable size 
cable glands, copper sockets and etc., as directed by 
the Departmental Officers. 


Servicing the following sizes cast iron body Sluice 
Valves by disconnecting from hydrant line, dismantling, 
inspecting the internal shutter, replacing valve seating, 
checking operating lever, lubricating for moving parts, 
reconnecting with hydrant system as per standard 
methods and as directed by the Departmental Officers. 





a z 


Name of Material 


Supply and fixing of Fire fighting application oblique 
type stainless steel Hydrant Valve of size 63mm dia 
with oblique type instantaneous coupling with rotating 
wheel to open and close the valve including MS flange 
of table “E”, bolts 8 nuts with washer as per IS 5290 at 
ring main around the building and wet riser inside the 
building including conveyance, all incidental charges, 
neccessary scaffolding and re-doing the dismantled 
portions to its original condition wherever found 
neccessary etc complete as per standard specification 
and as directed by the Departmental Officers. Make: 
OMEX / KARTAR / LIFE GUARD / SAFE GUARD / 
EQUIVALENT. 





Supply, installation of Fire Fighting Application 180 
degree swinging type, hose reel drum with 20mm dia 
braided thermoplastic hose of 30 metres long, so as to 
extend to necessary distance by self rolling spindle 
wheel including necessary 20mm dia ball valve and 
open and close spray nozzle, warm clip, etc., as per the 
standard pattern of any reputed make at every floor 
nearer to hydrant valve, including conveyance, all 
incidental charges, neccessary scaffolding and re-doing 
the dismantled portions to its original condition 
wherever found neccessary., etc., complete as per 
standard specification and as directed by the 
Departmental Officers. Make: OMEX / KARTAR / LIFE 
GUARD / SAFE GUARD / EQUIVALENT. 


Supply, and fixing in position of Fire Fighting 
Application Hose of 63mm dia of 15 metres length 
binded by copper wire with 63mm dia stainless steel 
male and female instantaneous fire fighting special 
coupling as per IS 901 as directed by the 
Departmental Officers. Near every hydrant points 
including conveyance,’ all incidental charges, 
neccessary scaffolding and re-doing the dismantled 
portions to its original condition wherever found 
neccessary etc complete as per standard specification 
and as directed by the Departmental Officers. Make: 
OMEX / KARTAR/ LIFE GUARD / SAFE GUARD / 
EQUIVALENT. 


Supply, and fixing in position of Fire Fighting 
Application 63mm dia stainless steel short length 
Branch Pipe with hexagonal type spray nozzle of 15mm 
(or) 20mm jet bore. Near every hydrant points 
including conveyance,’ all incidental charges, 
neccessary scaffolding and re-doing the dismantled 
portions to its original condition wherever found 
neccessary, etc., complete as per standard 
specification and as directed by the Departmental 
Officers. Make: OMEX / KARTAR / LIFE GUARD / SAFE 
GUARD / EQUIVALENT. 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


Each 11044.00 





l 


Basic Rate approved 
Name of Material for the year 2021-2022 
(w.e.f. 13.09.2021) 


349 |Supply of Fire Fighting Application MS Hose Box to Each 8498.00 

keep two number of hoses and 1 No. of branch pipe 

with nozzle having proper glass window type double 

door with universe open key, painted inside white and 

outside Post Office Red. Near every hydrant point 

including conveyance,’ all incidental charges, 

neccessary scaffolding and re-doing the dismantled 

portions to its original condition wherever found 

neccessary, etc., complete as per standard 

specification and as directed by the Departmental 

Officers. Make: OMEX / KARTAR / LIFE GUARD / SAFE 

GUARD / EQUIVALENT. 

350 |Supply and fixing nominal bore quartized bulb type] Each 499.00 

sprinkler bulb 68 Deg C fast response pendent type 

including GI collar for each sprinkler bulb, mounted in 

MS pipe line using suitable size MS threaded coupling, 

thread, shellac etc., as per standard methods and 

including conveyance,’ all incidental charges, 

neccessary scaffolding and re-doing the dismantled 

portions to its original condition wherever found 

neccessary, etc., complete as per standard 

specification and as directed by the Departmental 

Officers. Make: OMEX / KARTAR / LIFE GUARD / SAFE 

GUARD / EQUIVALENT. 

Officers. Make: JINDAL / EQUIVALENT. ir 


250mm di ES 5110.00 


neccessary scaffolding and re-doing the dismantled 


portions to its original condition wherever found 
neccessary, etc., complete as per standard 
specification and as directed by the Departmental 
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351 |Supply, erection, testing and commissioning of 
following MS 'C' Class Heavy Duty Pipe as per IS 1239 
to withstand a developing pressure of 10 kg. / sq.cm 
including necessary fittings like MS flange of table 'E', 
elbows, reducers, gaskets, bolt, nuts with washers € 
joints as per standard method of arc welding, including 
one coat metal primer and two coat Post Office Red 
painting including conveyance, all incidental charges, 





Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


200mm dia Each 34430.00 


354 |Supply, erection, testing and commissioning of cast 
iron body and bronze internal non-rising spindle sluice 
valve of sizes at required places to control the flow of 
water including necessary MS flange of table ‘E’, 
gaskets, bolts & nuts including conveyance, all 
incidental charges, neccessary scaffolding and re-doing 
the dismantled portions to its original condition 
wherever found neccessary, etc., complete as per 
standard specification and as directed by the 
Departmental Officers. Make: NORMEX / KARTAR / 
EQUIVALENT 


EX T dia 41657.00 
EN 150mm dia 24552.00 


Name of Material 


352 |Wrapping and coating anti-corrosive treatment for the 
following under ground MS pipe having one coat of anti 
corrosive metal primer, one layer of asphalt tar tape 
wound over the MS Pipe as per standard methods as 
per standard specifications and as directed by the 
Departmental Officers. 


200mm bommda /— | 


150mm dia IA E E 


353 |Supply, erection, testing and commissioning of 
following sizes of Heavy Duty Foot Valve including all 
accesories, such as, MS flange of table 'E', gaskets, 
bolts & nuts, etc., installed at end of 150 / 200mm dia 
suction pipe line at sump including conveyance, all 
incidental charges, neccessary scaffolding and re-doing 
the dismantled portions to its original condition 
wherever found neccessary, etc., complete and as per 
standard specification and as directed by the 
Departmental Officers. Make: NORMEX / KARTAR / 
EQUIVALENT 


100mm dia 16544.00 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


355 |Supply, erection, testing and commissioning of Cast iron 
body and Gun metal or stainless steel internal Non-return 
valve of following sizes to control one way flow of water to 
be installed pump room at delivery line and near overhead 
tank at terrace level near to jockey pump and motor 
including necessary MS flange of table 'E', gaskets, bolts 8 
nuts, etc. as per IS 5312 including conveyance, all incidental 
charges, neccessary scaffolding and re-doing the dismantled 
portions to its original condition wherever found neccessary, 
etc., complete as per standard specification and as directed 
by the Departmental Officers. 


Name of Material 


200mm dia 51216.00 
150 mm di 39997.00 
100mm dia 12441.00 


356 |Supply, erection, testing and commissioning of Gun Metal Each 5610.00 
Gate Valve of size 50mm dia size including necessary MS 
flange of table 'E', gaskets, bolts & nuts etc., installed at 
pump house delivery line for the purpose of priming water to 
suction line including conveyance, all incidental charges, 
neccessary scaffolding and re-doing the dismantled portions 
to its original condition wherever found neccessary, etc., 
complete as per standard specification and as directed by the 
Departmental Officers. Make: LEADER / EQUIVALENT. 
357 |Supply, erection, testing and commissioning of Gun Metal Each 5443.00 
Non-Return Valve of size 50mm dia including necessary MS 
flange of table 'E', gaskets, bolts & nuts, etc., installed at 
pump house delivery line for the purpose of priming to 
suction line so that to control one way including conveying, 
fixing and incidental charges etc., complete as per standard 
specification and as directed by the Departmental Officers. 
Make: LEADER / EQUIVALENT. 


358 |Supply and providing 1000 litres capacity Priming Tank made Each 9999,00 
up of PVC. Make: SINTEX / EQUIVALENT 





359 |Priming Tank mounted with the supporting arrangement Each 14998.00 
fabricated using MS angle for the height of 3 metres from the 
floor level, inlet, outlet, and drain arrangements inside the 
fire fighting pump room, as directed by the Departmental 
Officers. 


360 |Supply and laying of following sizes of Armoured Aluminium / 
Copper Cables for electrical motor, control panel, pressure 
switch, jockey motor etc., all incidental charges, neccessary 
scaffolding and re-doing the dismantled portions to its 
original condition wherever found neccessary, etc., complete 
as per standard specification and as directed by the 
Departmental Officers. Make: POLYCAB / PARACON / 
FINOLEX / EQUIVALENT. 


E 3 core 185 sq.mm. armoured aluminium cable 1666.00 
E 3 core 10 sq. mm. armoured copper cable 743.00 
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666.00 
222.00 


Earthing arrangements with Gl Earth Plate including charcoal Each 6666.00 
and salt with necessary excavation in all soils and to full 
depth as may be required and masonry work, re-filling the 
sides of foundation with excavated earth as per the standard 


10 core 2.5 ETE mm. 10 core 2.5 sq.mm. armoured copper cable | copper cable 


2 core 2.5 sq.mm. 2 core 2.5 sq.mm. armoured copper cable | copper cable 


Basic Rate approved 
Name of Material for the year 2021-2022 
(w.e.f. 13.09.2021) 


specification and as directed by the Departmental Officers. 


362 |Supply, erection, testing and commissioning of Pressure Each 3444.00 

Gauge with O to 14 kg. range of reputed make with 
necessary valve, milling thread MS coupling fixed at delivery 
pipe line in pump house to read the developing pressure 
including conveyance, all incidental charges, neccessary 
scaffolding and re-doing the dismantled portions to its 
original condition wherever found neccessary, etc., complete 
as per standard specification and as directed by the 
Departmental Officers. Make: H-GURU / ISI MAKE / 
EQUIVALENT. 


Supply, erection, testing and commissioning of suitable Each 5777.00 
Pressure Switch of reputed make line Indfoss or Donfoss 
including necessary valves, couplings, etc., connected with 
electrical main control panel and setup at proper differential 
so as to auto start and auto stop the electrical motor, jockey 
motor including conveyance, all incidental charges, 
neccessary scaffolding and re-doing the dismantled portions 
to its original condition wherever found neccessary, etc., 


completed as per standard specification and as directed by 
the Departmental Officers. Make: DONFOSS / INDFOSS / ISI 
MAKE / EQUIVALENT. 


Supplying, erection, testing and commissioning of Fire — 00 

Fighting Electrical Control Panel of 10HP, 415V, 50Hz 

rating Wall Mounted Type fabricated using CRCA sheet, 
lockable door, dust and vermin proof with 

following provisions. 

a. 50 Amps, 4 Pole MCB-Incomer, 6 Amps, 2 Pole MCB 

for Control Circuit-1 set 

b. R, Y, B Phase Indication Lamp, Voltmeter (0-500V), 

Ammeter (0-50A), Voltmeter Selector Switch-1set 

c. 32 Amps Power Contactor with 230V Coil, 14-23 

Amps Over Load Relay-1 set 

d. Single Phase Preventer-1 No. 

e. Indication Lamp for Motor On/Off Push Button-1 set 

f. Auto / Manual Selector Switch, On / Off Push Button 

g. Add On Block, Terminal Block, Power Wiring, Control 

Wiring, Connectors, Cable Lugs, Slotted Cable Cover. 


The above panel mounted on wall using anchor 
fastners, bolts, plugs, incoming and outgoing cable 
connection and all works carried out as per standard 
specifications and as directed by the Departmental 
Officers. 
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Name of Material 


Supplying, installation, testing and commissioning of Fire 
Fighting Electrical Control Panel of cubical construction, floor 
mounted type fabricated using CRCA sheet, 
compartmentalised with hinged lockable door dust and 
vermin proof, cable alley, inter connection having switch 
gears and accessories mounting and internal wiring, earth 
terminals, numberings, necessary metering protections and 
indications complete in all respect suitable for operation on 
415volt, 3 phase, 50 Hz AC supply with enclosure protection 
class IP 54 and mounted with the followings. 

A. Common Panel in Fire Pump House 

(i). Incomer 

a. 1 No. 600A TP & N SDFU with HRC fuses 

b. 1 set of 600A, 4 bar aluminium bus bar, 415 V, 50 HZ AC 
supply 

c. 1 No. (0-500A) digital ammeter with selector switch & CTs 
d. 1 No. (0-500V) digital voltmeter with selector switch and 
control fuses 

e. 3 Nos. phase indication lamp LED type with toggle 
switches with control fuses 

(ii). Outgoing 

a. Main Fire Pump 

400 A TPN SDFU with HRC fuses with sutable HP fully 
automatic starter / delta starter with over load protection, 
digital ammeter with built-in selector switch and suitable CTs, 


current sensing type single phasing preventer complete with 
all accessories and internal wiring required for automatic 
operation, selector switch for auto / manual / OFF operation - 
1 No. 


b. Jockey Pump 

125 A TPN SDFU with HRC fuses with suitable HP fully 
automatic starter / delta starter with over load protection, 
current sensing type single phasing preventer complete with 
all accessories and internal wiring required for automatic 
operation, selector switch for auto / manual operation - 1 No. 
c. Diesel Engine Control comprising of: 

1. Auto / manual selector switch and 3 attempt starting 
device, timers and relays as required, push buttons, start / 
stop in manual mode. 

2. Indication lamp for high / low lubricant oil pressure, high 
water temperature and engine ON indication. 

3. Battery charger suitable for 12V /24V DC with boost and 
tickle selector switch, 0-15V / 0-30V DC volt meter, 0-20A 
DC ammeter. 

4. All standard relays and accessories for automatic operation 
of diesel engine. 

5. The above combined panel mounted over MS channel 
fabricated frame with cement concrete platform, all other 
connection works carried out as per standard methods and 
including conveying, fixing and incidental charges, etc., 
complete as per standard specification and as directed by the 
Departmental Officers. 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


583000.00 





Basic Rate approved 
Name of Material for the year 2021-2022 
(w.e.f. 13.09.2021) 


Supply erection testing and commissioning of Electric Motor Each 916300.00 
Driven Fire Pumpset suitable for automatic operation and 
consisting of following: 

a. 1 No. horizontal split casing centrifugal type fire pump 
capable of delivering 4550 LPM against a total head of 110 
metres, so as to ensure a minimum pressure of 3.5 kg. per 
sq.cm at the farthest top most hydrant / outlet with pump 
casing of cast iron to grade FG 200, IS 210-1978 and parts 
like impeller, shaft sleeve, bearing ring etc., of non-corrosive 
metal either like bronze, brass or gun metal and shaft of 
stainless steel. 

b. 1 No. squirrel cage induction motor of 175 HP, 415 Volt, 3 
phase 50Hz rating, conforming to IS:325-1978 with class "F" 
insulation, totally enclosed, IP 55 for enclosure fan cooled 
type conforming to relevant protection clause of IS 4691, 
synchronous speed of 2900 RPM. 

c. Common bed plate fabricated with MS channel / cast iron 
type for assembling the pump and motor flexible coupling 
between the pump and the motor with coupling guard for 
protection - 1 No. 

d. Making cement concrete foundation suitable for the above 
pumpset including vibration isolation pads as necessary, 
foundation bolts, brackets, clamp fixtures, grouting, etc., in 
accordance with the manufacturer's design and as per 
standard methods and including conveying, fixing and 
incidental charges, etc., complete as per standard 
Specification and as directed by the Departmental Officers. 





Supply, installation, testing and commissioning of| Each 1377000.00 
Diesel Engine Driven Main Fire Pump suitable for 
automatic operation and consisting of followings and 
complete in all respects as required. 

a. 1 No. horizontal split casing centrifugal type fire 
pump capable of delivering 4550 LPM against a total 
head of 110 metres, so as to ensure a minimum 
pressure of 3.5 kg. per sq.cm at the farthest top most 
hydrant / outlet with pump casing of cast iron to grade 
FG 200, IS 210-1978 and parts like impeller, shaft 
sleeve, bearing ring etc., of non-corrosive metal either 
like bronze, brass or gun metal and shaft of stainless 
steel. 

b. 190 BHP, 1500 RPM water cooled with radiator, 
diesel engine conforming to relevant BS & IS standard 
complete. 

c. Auto starting mechanism, 12 volts / 24 volts electric 
starting equipment like self motor, dynamo, solenoid 
switches, etc. 

d. 110 litres capacity diesel tank mounted over stand 
fabricated using 25bmm x 25mm x 6mm size MS angle 
providing with level indicator, inlet port, outlet port, 
drain port and diesel return line port and fuel pre-filter, 
after filter etc 


Page 91 


Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


Supply, installation, testing and commissioning of| Each 1271000.00 
Diesel Engine Driven Main Fire Pump suitable for 
automatic operation and consisting of followings 
complete in all respects as required. 

a. 1 No. horizontal split casing centrifugal type fire 
pump capable of delivering 2850 LPM against a total 
head of 110 metres, so as to ensure a minimum 
pressure of 3.5 kg. per sq.cm at the farthest top most 
hydrant / outlet with pump casing of cast iron to grade 
FG 200, IS 210-1978 and parts like impeller, shaft 
sleeve, bearing ring, etc., of non-corrosive metal either 
like bronze, brass or gun metal and shaft of stainless 
steel. 

b. 100 BHP, 1500 RPM water cooled with radiator, 
diesel engine conforming to relevant BS & IS standard 
complete. 

c. Auto starting mechanism, 12 volts / 24 volts electric 
starting equipment like self motor, dynamo, solenoid 
switches etc. 

d. 110 litres capacity diesel tank mounted over stand 
fabricated using 25mm x 25mm x 6mm size MS angle 
providing with level indicator, inlet port, outlet port, 
drain port and diesel return line port and fuel pre filter, 
after filter etc 


Name of Material 


coupling guard, foundation bolts, etc., as required. 

h. Postioning the diesel engine driven fire pump over 
cement concrete foundation using suitable size anti- 
vibration mounting arrangement. 

All works including conveying, fixing and incidental 
charges, etc., complete as per standard specification 
and as directed by the Departmental Officers. Make: 
KIRLOSKAR / EQUIVALENT. 


e. Exhaust system having flexible metallic mufler, 
100mm dia MS heavy pipe extended upto 1m outside 
pump house duly insulated with 50mm thick glass wool 
with 1mm thick aluminium sheet cladding, residential 
silencer with necessary MS support arrangements from 
wall or ceiling as per site condition. 

f. Dash board consisting the instruments like 
Temperature Gauge, Galvano Type DC Ammeter, 
Lubricant Oil Pressure Gauge, Ignition Switch, 
Emergency Stop and all other protection equipment as 
per specification, stop soleneid for auto stop in the 
event of fault with audio indications, painted with Post 
Office Red Colour, etc., as required. 

g. 12V / 24V, storage battery, maintenance free tape, 
180AH rating, MS fabricated common base plate, 
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Name of Material 


e. Exhaust system having flexible metallic mufler, 
100mm dia MS heavy pipe extended upto im outside 
pump house duly insulated with 50mm thick glass wool 
with 1mm thick aluminium sheet cladding, residential 
silencer with necessary MS support arrangements from 
wall or ceiling as per site condition. 

Dash board consisting of the instruments like 
Temperature Gauge, Galvano Type DC Ammeter, 
Lubricant Oil Pressure Gauge, Ignition Switch, 
Emergency Stop and all other protection equipments as 
per specification, stop soleneid for auto stop in the 
event of fault with audio indications, painted with Post 
Office Red Colour etc., as required. 

g. 12 V / 24 V, storage battery, maintenance free tape, 
180AH rating. MS fabricated common base plate, 
coupling guard, foundation bolts, etc., as required. 

h. Positioning the Diesel Engine Driven Fire Pump over 
cement concrete foundation using suitable size anti 
vibration mounting arrangements. 

All works including conveying, fixing and incidental 
charges, etc., completed as per standard specification 
and as directed by the Departmental Officers. Make: 
KIRLOSKAR / EQUIVALENT. 


Supply, installation, testing and commissioning of 
Diesel Engine Driven Main Fire Pump suitable for 
automatic operation and consisting of followings 
complete in all respects as required. 

a. 1 No. horizontal split casing centrifugal type 
fire pump capable of delivering 2850 LPM against 
a total head of 70 metres, so as to ensure a 
minimum pressure of 3.5 kg. per sq.cm at the 
farthest top most hydrant / outlet with pump 
casing of cast iron to grade FG 200, IS 210-1978 
and parts like impeller, shaft sleeve, bearing ring, 
etc., of non-corrosive metal either like bronze, 
brass or gun metal and shaft of stainless steel. 

b. 68 BHP, 1500 RPM water cooled with radiator, 
diesel engine conforming to relevant BS & IS 
standard complete. 

c. Auto starting mechanism, 12 volts / 24 volts 
electric starting equipment like self motor, 
dynamo, solenoid switches etc. 

d. 110 litres capacity diesel tank mounted over 
stand fabricated using 25mm x 25mm x 6mm size 
MS angle providing with level indicator, inlet port, 
outlet port, drain port and diesel return line port 
and fuel pre filter, after filter etc 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 





Name of Material 


e. Exhaust system having flexible metallic mufler, 
100mm dia MS heavy pipe extended upto 1m outside 
pump house duly insulated with 50mm thick glass 
wool with imm thick aluminium sheet cladding, 
residential silencer with necessary MS support 
arrangements from wall or ceiling as per site 
condition. 

f. Dash board consisting of the instruments like 
Temperature Gauge, Galvano Type DC Ammeter, 
Lubricant Oil Pressure Gauge, Ignition Switch, 
Emergency Stop and all other protection equipments 
as per specification, stop soleneid for auto stop in the 
event of fault with audio indications, painted with Post 
Office Red Colour etc., as required. 

g. 12 V / 24 V, storage battery, maintenance free tape, 
180AH rating. MS fabricated common base plate, 
coupling guard, foundation bolts, etc., as required. 

h. Positioning the Diesel Engine Driven Fire Pump over 
cement concrete foundation using suitable size anti 
vibration mounting arrangements. 

All works including conveying, fixing and incidental 
charges, etc., completed as per standard specification 
and as directed by the Departmental Officers. (Make: 
KIRLOSKAR / EQUIVALENT). 


Supply, erection, testing and commissioning of Fire 
Fighting Application Horizontal Centrifugal Type Pump 
rated for 2850 LPM at 70 metres head with Electrical 
Motor of 60HP of 415 volt, 3 phase connection 
complete with base plate and accessories. (Make 
Kirloskar or Equivalent). The rate inclusive of 
neessary vibration, bed mounting, etc., as per standard 
specifications and as directed by the Departmental 
Officers 


Supply, installation, testing and commissioning of 
Diesel Engine Driven Main Fire Pump suitable for 
automatic operation and consisting of followings 
complete in all respects as required. 

a. 1 No. horizontal split casing centrifugal type fire 
pump capable of delivering 1620 LPM against a total 
head of 40 metres, so as to ensure a minimum 
pressure of 3.5 kg. per sq.cm at the farthest top most 
hydrant / outlet with pump casing of cast iron to grade 
FG 200, IS 210-1978 and parts like impeller, shaft 
sleeve, bearing ring, etc., of non-corrosive metal either 
like bronze, brass or gun metal and shaft of stainless 
steel. 

b. 36 BHP, 1500 RPM water cooled with radiator, diesel 
engine conforming to relevant BS & IS standard 
complete. 

c. Auto starting mechanism, 12 volts / 24 volts electric 
starting equipment like self motor, dynamo, solenoid 
switches etc. 

d. 110 litres capacity diesel tank mounted over stand 
fabricated using 25mm x 25mm x 6mm size MS angle 
providing with level indicator, inlet port, outlet port, 
drain port and diesel return line port and fuel pre filter, 
after filter etc 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


584300.00 


902600.00 





Name of Material 


e. Exhaust system having flexible metallic mufler, 
100mm dia MS heavy pipe extended upto 1m outside 
pump house duly insulated with 50mm thick glass 
wool with imm thick aluminium sheet cladding, 
residential silencer with necessary MS support 
arrangements from wall or ceiling as per site 
condition. 

f. Dash board consisting of the instruments like 
Temperature Gauge, Galvano Type DC Ammeter, 
Lubricant Oil Pressure Gauge, Ignition Switch, 
Emergency Stop and all other protection equipments 
as per specification, stop soleneid for auto stop in the 
event of fault with audio indications, painted with Post 
Office Red Colour etc., as required. 

g. 12 V / 24 V, storage battery, maintenance free tape, 
180AH rating. MS fabricated common base plate, 
coupling guard, foundation bolts, etc., as required. 

h. Positioning the Diesel Engine Driven Fire Pump over 
cement concrete foundation using suitable size anti 
vibration mounting arrangements. 

All works including conveying, fixing and incidental 
charges, etc., completed as per standard specification 
and as directed by the Departmental Officers. (Make: 
KIRLOSKAR / EQUIVALENT). 


Supply, erection, testing and commissioning of Fire 
Fighting Application Horizontal Centrifugal Type Pump 
rated for 1620 LPM at 40 metres head with Electrical 
Motor of 35HP of 415 volt, 3 phase connection 
complete with base plate and accessories. (Make 
Kirloskar or Equivalent). The rate inclusive of 
neessary vibration, bed mounting, etc., as per standard 
specifications and as directed by the Departmental 
Officers. 


Supply, Installing, testing and commissioning of 
Stainless Steel Corrugated Flexible Braided Pipe 
(Hose) for dropping sprinklers below false ceiling. 
Pipe shall be 16 bar pressure rating and 1500mm long, 
25mm dia with union / reducer, collar, clamps, etc. It 
shall have UL listed and FM approved. 


Supply, Installing, testing and commissioning of 
Stainless Steel Corrugated Flexible Braided Pipe 
(Hose) for dropping sprinklers below false ceiling. 
Pipe shall be 16 bar pressure rating and 1000mm long, 
25mm dia with union / reducer, collar, clamps, etc. It 
shall have UL listed and FM approved. 


Supplying and installing of approved type Rosette 
Plates (Recessed Type in Two Pieces) for sprinklers 
below false ceiling area. The Rosette shall be 
fabricated by MS plate of 2mm thick and the finish 
shall be powder coated and colour, as directed by the 
Departmental Officers. 


Supply and kept in position of 9 litres capacity Fire 
Buckets of 4 Nos. with Bucket Stand as per standard 
specifications and as directed by the Departmental 
Officers 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


7 279100.00 


2440.00 
1800.00 


Name of Material 


Supply and fixing in position of Fire Fighting Duct 
Window having proper glass window type double door 
with universe open key, painted inside white and 
outsid post office red for the sizes of 1300 x 900 x 
500mm (L x B x D) fabricated using 25 x 3mm MS 'L' 
Angle and all sides covered with 2mm thick MS sheets, 
suitable arrangements to kept 2 Nos. of Fire Fighting 
Hoses and 1 No. Branch Pipe, mounted in fire duct 
using anchor fasteners, etc., as per standard 
specifications and as per directed by the Departmental 
Officers. 


Supply, erection, testing and commissioning of 180 
LPM, 70 metres Head Pressurization Pump with 10HP 
electrical motor of Kirloskar make with suitable base 
frame including necessary vibration bad mounting 
etc., including conveying, fixing and incidental charges, 
etc., complete as per standard specification and as 
directed by the Departmental Officers. | Make: 
KIRLOSKAR / EQUIVALENT. 


Supply, erection, testing and commissioning of Fire 
Fighting 4 Way Fire Brigade Inlet with necessary gun 
metal 63mm dia non return spring shutter 
arrangements, so that to control one way flow at the 
time of emergency water supply by fire and rescue 
service fire engine entry including conveyance, all 
incidental charges, neccessary scaffolding and re-doing 
the dismantled portions to its original condition 
wherever found neccessary, etc., complete as per 
standard specification and as directed by the 
Departmental Officers. Make: KIARTAR / OMEX / 
EQUIVALENT. 


Supply, erection, testing and commissioning of Air 
Release Valve of 20mm dia, so as to release airlock in 
100mm dia MS pipe at top most wet riser, including 
conveyance, all incidental charges,  neccessary 
scaffolding and re-doing the dismantled portions to its 
original condition wherever found neccessary, etc., 
complete as per standard specification and as directed 
by the Departmental Officers. Make: KARTAR / 
EQUIVALENT. 


Providing, fixing pipe supports from columns / wall or 
suspenders from roof slab to suit various dia of pipes 
made out of GI / MS adjustable rods threaded for a 
sufficient length to adjust the height of support along 
with clamping arrangement for holding pipes of anchor 
fastening, arrangement design of hanger and should 
confirm with specification. 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


l) 55600.00 
113300.00 


16109.00 


| 


Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


382 |Supply and fixing of stored pressure ABC (Mono| Each 4999.00 
Ammonium Phospate) Powder Type Fire Extinguisher of 
6 kg. capacity as per IS:15683 with pressure gauge, 
discharge hose & control nozzle, wall mounting 
bracket, safety clip etc., including conveyance, all 
incidental charges, neccessary scaffolding and re-doing 
the dismantled portions to its original condition 
wherever found neccessary etc, complete as per 
standard specification and as directed by the 
Departmental Officers. Make: EXCELLENT / SAFETY 
FIRST / EQUIVALENT 
Supply and fixing of Carbon-di-Oxide Gas Type 2 kg. Each 8332.00 
capacity Fire Extinguisher as per New 1S15683, 
complete with control valve, discharge hose with horn, 
wall mounting bracket, safety clip etc., including 
conveyance, all incidental charges, neccessary 
scaffolding and re-doing the dismantled portions to its 
original condition wherever found neccessary etc., 
complete as per standard specification and as directed 
by the Departmental Officers. Make: EXCELLENT / 
SAFETY FIRST / EQUIVALENT 


Supply and kept in position of Trolley Mounted Water| Each 23320.00 
CO, Stored Pressure Type 50 litres capacity Fire 
Extinguisher as per IS13385, complete with control 
valve, gun metal cap, pressure gauge, operation 
sticker, discharge hose, mounting trolley with moving 
wheel, safety clip, etc., including conveyance, all 
incidental charges, neccessary scaffolding and re-doing 
the dismantled portions to its original condition 
wherever found neccessary, etc., complete as per 
standard specification and as directed by the 
Departmental Officers. Make: EXCELLENT / SAFETY 
FIRST / EQUIVALENT 

Supply and kept in position of Trolley Mounted Type| Each 32219.00 
22.5 kg. Carbon-di-Oxide Fire Extinguisher as per 
1515683, complete with control valve, gun metal cap, 
pressure gauge, operation sticker, discharge hose, 
mounting trolley with moving wheel, safety clip, etc., 
including conveyance,’ all incidental charges, 
neccessary scaffolding and re-doing the dismantled 
portions to its original condition wherever found 
neccessary, etc., complete as per standard 
specification and as directed by the Departmental 
Officers. Make: EXCELLENT / SAFETY FIRST / 
EQUIVALENT 
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Basic Rate approved 
Name of Material for the year 2021-2022 
(w.e.f. 13.09.2021) 


386 |Servicing the SS Hydrant Valves by disconnecting from| | Each 1610.00 
pipe line, dismantling, checking the operation of 
rotating spindle, replacing rubber 'O' ring of valve 
seating, repalcing rubber gasket of 80mm dia OD x 
65mm dia ID, repalcing the 5/8" x 2*/, bolt, nut, 
washers, re-connecting with hydrant system as per 
standard methods and as directed by the Departmental 
Officers. 
387 |Servicing the First Aid Hose Reel Drum assembly by| Each 3888.00 
disconnecting from hydrant line, replacing shut off 
nozzle, warm clip, lubricating the rotating assembly, 
replacing 20mm dia, 30 metres long rubber hose, re- 
connecting with hydrant system as per standard 
methods and as directed by the Departmental Officers. 
38 


8 |Servicing the following sizes of cast iron body Sluice 
Valves by disconnecting from hydrant line, dismantling, 
inspecting the internal shutter, replacing valve seating, 
checking operating lever, lubricating for moving parts, 
re-connecting with hydrant system, as per standard 
methods and as directed by the Departmental Officers. 


a R 2999.00 
o nas | 1999.00 


389 |Supply and fixing in position of 12 Volt 180 AH Lead Each 27775.00 

Acid, Sealed Maintenance Free (SMF) batteries with 
connecting leads, lugs terminal post, etc., as per 
standard methods and including conveyance, all 
incidental charges, neccessary scaffolding and re-doing 
the dismantled portions to its original condition 
wherever found neccessary, etc., complete as per 
standard specification and as directed by the 
Departmental Officers. Make: EXCELLENT / SAFETY 
FIRST / EQUIVALENT. 
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= - ir 
Basic Rate approved for the year 2021-2022 
(w.e.f. 13.09.2021) 
Description of Materials WORKING PRESSURE 
4 kg. per cm? | 6 kg. per cm? |10 kg. per cm? 





(WITH ISI MONOGRAM) 
: 


mE 
NN 
| sse | 14470 


a 


160mm dia 399.80 


a> 


(1) For Rainwater down fall pipe works, only 
PVC Pipe of working Pressure of 4 kg. per 
sq.cm. shall be adopted. 


(2) For Sanitary arrangement items of 
works, only PVC Pipe of working Pressure of 
6 kg. per sq.cm. shall be adopted. 


(3) For Water Supply arrangement items of 
works, only PVC Pipe of working Pressure of 
10 kg. per sq.cm. shall be adopted. 


ean 
C pome H [ HHT 
fw H H H H 
G hma H H HH 
Lees — H H HH o 
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3.90 
4.50 


Description of Materials 


aA | oa 


5mm dia 
20mm dia 
c |25mm dia 
32mm dia 


40mm dia 


— 


15mm dia 
20mm dia 
c |25mm dia 
32mm dia 
40mm dia 

Omm dia 

nd Cap 


5mm dia 


a 


Reducer 


20mm x 15mm 





A ale O LU 
Basic Rate approved for the year 2021-2022 
(w.e.f. 13.09.2021) 


Ls = 
ER] 
ER 
NE CEN NET NEN, 
AAA 
oen + | + | 
oen + | + | 
ta | + | + | 
oen + || + | 
oen + | + | 
oen + || + | 
EEES 
oen + | + | 
oen + | + | 
EN NEMINEM 
ESA ae 
pope 
E a 
ES l| o jJ 
Leg 
a EN 
Es [=>] 
UNE ae 
[cos 
[ee 
Lp 


9.50 
13.60 
19.20 
27.40 


6.70 
8.10 
10.80 
16.30 
21.90 
34.30 


8.10 
9.50 


NN 


13.60 
16.40 
27.40 


41.20 


3.90 
5.30 
6.70 
8.10 
12.70 


17.70 


EN 
Co poene f | ds 
Lee f O 
Le pee f [8 E [ECT 
Ce poen H wm | = | = | ao 


5.30 
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Description of Materials 


Reducer Tee 
20mm x 15mm 
25mm x 20mm 
c |32mm x 25mm 
Omm x 40mm 
Reducer Elbow 
20mm x 15mm 
25mm x 20mm 
c |32mm x 25mm 


40mm x 32mm 


ul 


Omm x 40mm 
et Nipple 
25mm dia 
32mm dia 

PVC Door Bend 


5mm dia 


Omm dia 
VC Door Tee 


5mm dia 


a 


Reducer Tee | 
Bommxismm | 
25mm x 20mm | 
Bammx25mm | 
Reducer Elbow | 
Bommxismm | 
25mm x 20mm | 
Snn x 25mm | 
aomm x 32mm | 
Bommx4omm | 
asm dia 
Snn dia 
Pvc Door Bend | 
Snn dia 
Snn dia 


Basic Rate approved for the year 2021-2022 
(w.e.f. 13.09.2021) 
WORKING PRESSURE 
4 kg. per cm? | 6 kg. per cm? |10 kg. per cm? 


—À 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


"0" Ring S 
Jointing By pasting 
PVC SPECIALS FOR SANITARY ARRANGEMENTS 
FINOLEX (OR) EQUIVALENT (WITH ISI MONOGRAM) 


few 
: 
brew H |. ER 
: 
me 
boom ooo 


Description of Materials 


90mm 


C 110mm 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


"o" Ring 
Jointing By pasting 


Description of Materials 


LONE A IS EN 
CEC A | A 
TR A | [o 

|] pe 
IS A A 
Double "Y" with Door (single) AAA 
pa [om | 
Pe fone pem [omm IET 
Pa fmm e | we [me 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 
Reducer 


"0" Ring S 
Jointing By pasting 
75mm x 63mm 


swe 
: 


Description of Materials 


L 
C 


-hn 


e awen S G H 
pome i we | 
Pe fasomae 9e | 
Cede — — — — l9 IE ICE 
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Basic Rate approved 
for the year 2021-2022 


Description of Materials (w.e.f. 13.09.2021) 


"O" Ring 


Jointing By pasting 


S o O O O 
Bn HDPE PIPES FOR SUB-MERSIBLE PUMP IN 

BORE WELL Class-5 

(1 MPa or 10 kg./cm2 pressure) 
G — EN 
"EE —— 
hae 
e — — — 


UPVC Pipe (Un-Plasticized Polyvinyl Chloride) 
UPVC used for residential and home 

408 lapplications, water pressure in residential 
areas do not normally exceed the maximum 
tolerance. (Schedule-40) 


emm Cid 
Dejemm H E 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


"0" Ring S 
Jointing By pasting 


114.80 


Description of Materials 


32mm dia 


127.40 
175.50 
65mm dia 260.90 


80mm dia 333.70 


100mm dia 
150mm dia 


437.90 


731.30 


UPVC Pipe (Un-Plasticized Polyvinyl Chloride) 
UPVC used for commercial applications operate 
and designed to handle higher water pressure 
(Schedule-80) 


20mm dia 72.00 


25mm dia 102.30 


32mm dia 141.10 


50mm dia 


173.60 


—h 


236.30 
65mm dia 337.00 


80mm dia 484.90 


100mm dia 
150mm dia 


CPVC (Chlorinated Poly Vinyl Chloride) Pipe 
(Higher pressure rating with higher pipe 
thickness) Standard Dimension Ratio-11 


20mm dia 

Cema HI om 
Dejema 0 [Um p Um 
Ceme [m ] 9 


Page 106 


719.00 


1200.00 


73.90 


112.00 





Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


"0" Ring S 
Jointing By pasting 


Description of Materials 


CPVC (Chlorinated Poly Vinyl Chloride) Pipe 
(Lesser pressure rating with lesser pipe 
thickness) Standard Dimension Ratio-13.50 


20mm dia 


25mm dia 
32mm dia 
50mm dia 


65mm dia 


UPVC Specials 


50mm dia Each 


32mm dia Each 
pem EC Lm 
Dp H EL 
O o Beh | nem | 
| ^ Mommda teem |e 
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83.70 


55.70 


41.80 





i ind oir 
Basic Rate approved 
for the year 2021-2022 
Description of Materials (w.e.f. 13.09.2021) 
"O" Ring S 
Jointing By pasting 





67.70 
49.20 


39.70 


Reducer 


Rm [| 
Lejeereea | | 
o H 
DEM omron E CT 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


"0" Ring S 
Jointing By pasting 


Description of Materials 


20mm x 15mm dia 
VII |Reducer Elbow 


Omm x 40mm dia 


2mm x 25mm dia 
5mm x 20mm dia 
Omm x 15mm dia 
VIII |Reducer Tee 
Omm x 40mm dia 
40mm x 32mm dia 
2mm x 25mm dia 
5mm x 20mm dia 
20mm x 15mm dia 
Hex Nipple 
50mm dia 
40mm dia 
32mm dia 
5mm dia 


Omm dia 


CPVC Specials 


Omm dia 


40mm dia 


2mm dia 


C 


5mm dia 


Omm dia 


15mm dia 





Page 109 


Description of Materials 


ee 


2mm dia 
5mm dia 


Omm dia 


5mm dia 
Omm dia 
C 
IV |Coupling 


Omm dia 


owm o 
wer 
e 


o 


5mm dia 


Omm dia 


2mm dia 


eo 


5mm dia 


Omm dia 


—h 


< 
lol 


Omm dia 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


"O" Ring 
Jointing 


By pasting 





Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


"o" Ring . 
Jointing | By pasting 


The Basic Rate adopted under this Head, "Annexure-VI - Rates of Other Construction 
' |Materials" is exclusive of all taxes and GST. 





Dro» ` PESTA IA 

Enginéér-in-Chief (Buildings) € 

Chief Engineer (Buildings), PWD, 
Chennai Region, Chennai-5. 


5 man: 
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ANNEXURE-VII 


RATES OF ELECTRICAL ITEMS OF WORKS 


No extra on cost, conveyance charges shall be allowed for all the items included 
under this category. The rates approved therein are applicable at site of work. 


Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


RATES FOR MATERIALS: ELECTRICAL LAMPS, FITTINGS 
AND CONNECTED ACCESSORIES. 


NO INCANDESCENT BULBS 230V/250V GRADE BC/ES WITH fy 
ISI 


a T E TN 
INTE 0000 pem EI 
T E EE 
Ta we E NET NN 
[eje [e] 
Tame eco 
| aasan arn ome cres — | | 
D[speuses fea] e 
Rar ren] oso 
¡EA IO E MO 
ME fewest 
E [Em] — 7693: 
| jegpewes Pen mem 
E 133.90 
| | 4 [rivonescenrrusurar ames T 
|| a [cool Day tigne 2 Fe 20 wats RR 
|| e [cool Day tigne 4 Fe. ao wats [Eh | aso 
|| e [cool Day tigne 4 Fe s6 watts (Em | 3820 
| | s [ar 18W Crystal Glass LED Tube Light Fitting | 4' 18W Crystal Glass LED Tube Light Fitting | 18W Crystal Glass LED Tube Light Fitting 


BE) y AAA MERCURY VAPOUR DISCHARGE LAMP 230V GRADE 3 PIN F 
BC 


ME E Cs 
o jons e CC 
e poms e 9 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


BOX TYPE SINGLE FLUORESCENT FITTING WITH COPPER 
CHOKE AND CONDENSOR COMPLETE WITH ISI MARK 


ER 4 Ft. 40 Watts with Ballast (Lower End) 306.00 
| | ob Ia Ft. 40 Watts with Ballast (Higher End) 450.00 


BOX TYPE TWIN FLUORESCENT FITTING WITH COPPER 

CHOKE AND CONDENSOR (HPF) COMPLETE WITH ISI 

MARK 
| fa fa Ft. 40 Watts with Ballast (Lower End) 574.00 
| [5] Ft. 40 Watts with Ballast (Higher End) 751.00 


INDUSTRIAL TYPE FLUORESCENT FITTING STOVE 

ENAMELLED WITH COPPER CHOKE AND CONDENSOR 

(HPF) 4' 40 W 
ES Single type suitable for 1 No. Tube 847.00 
MIES Twin type suitable for 2 Nos. Tube 1040.00 


DECORATIVE TWIN FLUORESCENT TYPE FITTING WITH 

COPPER CHOKE € CONDENSOR COMPLETE SUITABLE FOR 

2 Nos. FLUORESCENT TUBES 

4' 40 W Twin Mirror Optic Recessed Mounting Type Fitting Each 1460.00 
(Lower End) 


4 40 W Twin Mirror Optic Recessed Mounting Type Fitting Each 1930.00 
(Higher End) 
MEN 4' 40 W Twin Mirror Optic Suspension Type Fitting 2632.00 


SINGLE TYPE STREET LIGHT FLUORESCENT FITTING 
SUITABLE FOR THE ONE No. FLUORESCENT TUBE WITH 
COPPER CHOKE & CONDENSOR COMPLETE 
TWIN TYPE STREET LIGHT FLUORESCENT FITTING 
SUITABLE FOR 2 Nos. FLUORESCENT TUBES WITH 
COPPER CHOKE & CONDENSOR COMPLETE 


POST TOP LANTERN FITTING OF INTEGRAL TYPE WITH 
COPPER CHOKE & CONDENSOR & NECESSARY 
ACCESSORIES (SPHERICAL / RIBBED / CONICAL ACRYLIC 
COVER) 


EI Suitable for 125 Watts MV Lamp 3110.00 
| | b [Suitablefor 70 Watts SV Lamp — | Suitable for 70 Watts SV Lamp 3278.00 


Post top lantern fitting with SC holder suitable for 160W 
EH Blended Lamp / Incandescent Lamp 1790.00 
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WWM | india co ir 
Basic Rate approved 
for the year 2021-2022 
a | pem um 
(COMPACT FLOURESCENT LAMP) End 
| | a [T5 Street Light (1P65) with EB/ 4x 14WT5 O| T5 Street Light (IP65) T5 Street Light (IP65) with EB / 4x 14WT5 | EB / 4 x 14W T5 
[t isau rmew | tem | sero | arso 
METE ee sme | eme 
e pamase E eem | me 
Dejeewseeeum E | mem | eme 
e pams TON 
[a pwrs [te | eme | mm 
MET [te em [mme 
een sie ee | ome | mm 
C pamasa EN 
Taan ee onon | mem 
rowan O | | Sm [ e300 
r wersem |e | eee | ne 
Pr fer oc e sea | ten | aseo amo 
MET tem | eom | me 
o porro see | e | voe | seno 
TRR | ten | 0000 fiso 
E EEC 
MEE E [oso | isoo 
G eronsa | een | neo [eno 
| | u [FTL 2x36 / 40W FTL Street Light FTL 2 x 36 / 40W FTL Street Light 


IL [cot a 
End 
| |a [18W 4 Feet LED Fitting with LED 18W 4 Feet LED Fitting 18W 4 Feet LED Fitting with LED LED 
| | b [20w 4 Feet LED Fitting with teo | nen | 76500 | 749.00 | 
The LECCE 
[e sew 22w a reer ten ring vimos Tube | ven | 2900 
Taan winowzo ae et | — $e 
[e ow eo rene uane tor Te rito Sine sie) | ean | sme 
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Basic Rate approved 
for the year 2021-2022 

(w.e.f. 13.09.2021) 

20W LED Tube Light for T8 Fitting (Double Side) | Each | 379.00 

ES 18W LED Tube Light for T8 Fitting (Single Side) | Each | 603.00 

EN 18W LED Tube Light for T8 Fitting (Double Side) | Each | 371.00 

| |! [pws owen Bue Each | —— 13400 


15W LED Bulb 268.00 


ES LED INDOOR FITTINGS (LIGHT EMITTING DIODE) higher End re 


ce O | Ea r 
GT 
o 
E 





2502.00 


4943.00 


[ [s Joso seu uno amo L 
[ [ss [em ourooon reris cr erri DIODE) 
[ [s fiw eo srera | 
Porco serios izo [te 
[a omose conne [e] 
[fisico seu uan mico o ene 
| Nen nen OOOO | | | 
Ceen E a a AN 
|_| * [LED Flood Light 100w with Integrated Driver | ean | 9875.00 | 
|_| b [LED too Light 120w with Integrated Driver | tach | 1026500 | 
| | © [LED Flood Light 150w with Integrated Driver | ean | 294000 | 
MEA. I a E 
Each 


24 Hours Analog Timer Switch with Shortest Switching Time 30 
Minutes 

24 Hours Programmable Timer Switch with Shortest Switching Each 2424.00 
Time15 Minutes 
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11775.00 


13920.00 


17350.00 


Lower End 


1182.00 


1838.00 


2282.00 


Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


Digital Weekly Programmable Timer Switch with Shortest 
Switching Time 1 Minute 


Astronomical Weekly Programmable Timer Switch Each 


Staircase Light Timer Switch Adjustable Range 5 to 20 Minutes Each 
ET 63A 3 Phase 4 Pole Contactor 

STARTERS FOR FLUORESCENT TUBES 

Starters of capacity 20 Watts Each 
Starters of capacity 40 Watts / 36 Watts Each 


POLYSTER FILLED COPPER CHOKE 250V / 50HZ GRADE 
SUITABLE FOR 
20 Watts Fluorescent Tube Each 


40 Watts Fluorescent Tube Each 
36 / 40W Electronic Ballast for Fluorescent Tube 
C í Each 
(Higher End) 


36 / 40W Electronic Ballast for Flourescent Tube 
Each 
(Lower End) 
less ey EN 
| a [8 Mfd for 80 Watts Bulb Each 
ES 10 Mfd for 125 Watts Bulb Each 
15 Mfd for 250 Watts Bulb Each 
EN 20 Mfd for 400 Watts Bulb Each 
| 25 | Battern Type Bakelite Holder for Lamp Each 
Water Tight Bulk Head Fitting suitable for 100 / 60 Watts 
Ñ Each 
Lamp with Guard Heavy Type 
Ceiling Rose Each 


Ceiling Fixtures 250 / 300mm complete with gallery, etc. 
Clear Glass Opac / Crystal suitable for 40 / 60 Watts Bulb 


Ceiling Luminaire with Mirror Optics suitable for 2 Nos. 9 Each 
Watts / 11 Watts 

(For Items 7 to 14, 27 & 28 the rates are exclusive of cost 

of Tubes and Lamps) 


Fan Clamp (Dia 12mm) with 6mm MS Side Plates € Kach 109.80 

45cm Cross Arm 
a feas O 
ME Call Bell / Buzzer 6mm suitable for AC / DC 41.30 
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Each 2272.00 


2615.00 


1201.00 


5328.00 


103.40 


123.80 


164.90 


228.10 


16.50 


274.90 


13.70 


Each 162.40 


1029.00 





aww civilmartind oi 
Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 
Push Bell 16.50 
c |Gong Bell 9" size suitable for 250V 413.00 
Gong Bell 12" size suitable for 250V 597.00 
noan anes [| 


Automatic Electrical Water Heater with copper container, 
with Glass Wool / Puf Insulation with MS powder coated 
shell suitable for 25 Litres capacity 230V / 1000W (Higher 
End) 


Automatic Electrical Water Heater with copper container, 

with Glass Wool / Puf Insulation with MS powder coated Each 5713.00 
shell suitable for 25 Litres capacity 230V / 1000W (Lower E 
End) 


Automatic Electrical Water Heater with copper container, 
with Glass Wool / Puf Insulation with MS powder coated Each 
shell suitable for 35 Litres capacity 230V / 1000W (Higher 





7716.00 


O 


End) 


Automatic Electrical Water Heater with copper container, 
with Glass Wool / Puf Insulation with MS powder coated Each 
shell suitable for 35 Litres capacity 230V / 1000W (Lower 


End) 


PART "B" 


AC Ceiling Fan complete 1200 mm (48") Sweep with 

300mm Down Rod (without Regulator) Eden MEE 

AC Ceiling Fan Complete 1400 mm (56") Sweep with 

300mm Down Rod (without Regulator) Fach 1337209 

E Stepped Electronic 300W / 450W Square Type Fan Kach 215.40 
Regulator 

Dimmer Type Electronic 300W / 450W Square Type Fan Each 172.20 

Regulator 

AC Ceiling Fan complete 1200mm (48") Sweep with 

300mm Down Rod (without Regulator) (Higher End) Bagh dd 

AC Ceiling Fan complete 1400mm (56") Sweep with 

300mm Down Rod (without Regulator) (Lower End) Fach 1348:09 

AC Exhaust Fan 225mm (9") Sweep (Light Duty) 1172.00 

AC Exhaust Fan 300mm (12") Sweep (Light Duty) 1340.00 


c |AC Exhaust Fan 375mm (15") Sweep (Light Duty) 1382.00 
AC Exhaust Fan 450mm (18") Sweep (Light Duty) 1945.00 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


| e ac Exhaust Fan 300mm (12") Sweep (Heavy Duty) | Each | 2000.00 
f 


AC Exhaust Fan 375mm (15") Sweep (Heavy Duty) 2554.00 


| 9 ^C Exhaust Fan 450mm (18") Sweep (Heavy Duty) 3176.00 
[s lenses 


MS / Fibre Louvers Shutters arrangements for 300mm AC 

Each 
Exhaust Fan 
MS / Fibre Louvers Shutters arrangements for 375mm AC 

Each 
Exhaust Fan 


E MS / Fibre Louvers Shutters arrangements for 450mm AC Each 261.70 
Exhaust Fan 


48" Ceiling Fan 5 Star Rated (without Regulator) Each 1617.00 1438.00 


48" Ceiling Fan High Speed (without Regulator) Each 1608.00 


220.70 


233.90 


m 
3 
TH 


56" Ceiling Fan High Speed (without Regulator) 


BEE Energy efficient 1200mm sweep ceiling fan 5 star 

rated, inverter driven controlled by microprocessor with| Each 2908.00 
300mm down rod with regulator/ remote control (35 W) 

WALL MOUNTING FAN 


EX 300mm Sweep | Each | 2400.00 


| c [450mm 450mm Sweep sd 


pema ENTE 
| | a [Fan Step Regulator 100w - 1 Module | Fan Step Regulator 100W - 1 Module 
MIE EE 
Em pare 
[pee 00000 EE LLL 
DEN ZO CTE 
MON ZE CTE 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


| 2 [DOUBLE POLE SWITCHES —— | POLE SWITCHES 


in as 
ee a d — 
s eames surer went cas E | — 9m 
frene ser mis octetos | ee | mm 
[ae aoso swe went cas E 7e 


EH 100 Amps TPN Switch with HRC Fuses Sheet Steel LN 5812.00 
Break 
125 Amps TPN Switch with HRC Fuses Sheet Steel Double Each 6373.00 
Break 
" 200 Amps TPN Switch with HRC Fuses Sheet Steel Double Each 8238.00 
Break 
315 Amps TPN Switch with HRC Fuses Sheet Steel Double Each 11685.00 
Break 
400 Amps TPN Switch with HRC Fuses Sheet Steel Double Kach 15040.00 
Break 
el e TPN Metal Clad Switch with Re-wirable Fuse each | 881.00 


32 Amps TPN Metal Clad Switch with Re-wirable Fuse 
Units 


E 63 Amps TPN Metal Clad Switch with Re-wirable SI 2838.00 
Units 
EBD 100 Amps TPN Metal Clad Switch with Re-wirable S 5588.00 
Units 
EE 200 Amps TPN Metal Clad Switch with Re-wirable EU 8484.00 
Units 
SWITCH DISCONNECTOR FUSE UNITS IN SHEET STEEL 
ENCLOSURE (SDF) 
63A TPN Switch Disconnector Fuse Units in Sheet Steel 
.00 
le Enclosure with HRC fuses Double Break 3890.0 
100A TPN Switch Disconnector Fuse Units in Sheet Steel 
En Enclosure with HRC fuses Double Break 6038:00 
125A TPN Switch Disconnector Fuse Units in Sheet Steel 
7129. 
200A TPN Switch Disconnector Fuse Units in Sheet Steel 
e Enclosure with HRC fuses Double Break SE 
250A TPN Switch Disconnector Fuse Units in Sheet Steel 
11165. 
le Enclosure with HRC fuses Double Break gig 
315A TPN Switch Disconnector Fuse Units in Sheet Steel 
1 . 
ED Enclosure with HRC fuses Double Break AAA 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


A ilmartindia co i 

400A TPN Switch Disconnector Fuse Units in Sheet Steel Kach 
Enclosure with HRC fuses Double Break 

SWITCH DISCONNECTOR FUSE UNITS IN OPEN 
EXECUTION (INTERIOR FOR CUBICAL) 


63A TPN Switch Disconnector Fuse Units interior only with Kach 
HRC Fuses Double Break 
100A TPN Switch Disconnector Fuse Units interior only Each 
with HRC Fuses Double Break 

" 125A TPN Switch Disconnector Fuse Units interior only Each 
with HRC Fuses Double Break 
200A TPN Switch Disconnector Fuse Units interior only Each 
with HRC Fuses Double Break 


15360.00 





2372.00 


4314.00 


5885.00 


7594.00 


250A TPN Switch Disconnector Fuse Units interior only 
with HRC Fuses Double Break 28900 
315A TPN Switch Disconnector Fuse Units interior only 
with HRC Fuses Double Break Egon ioc 


Dr uL: 

with HRC Fuses Double Break 

[e emus o 
1 


14678.00 


00Amps Porcelain Fuse Unit (500V) Each 


200 Amps Porcelain Fuse Unit (500V) Each 


SINGLE PHASE DBS D 
4 Way DB 16 Amps / Way with Fuse & Each 
Neutral each (250V) 

6 Way DB 16 Amps / Way with Fuse & Each 
Neutral each (250V) 


8 Way DB 16 Amps / Way with Fuse & 
Neutral each (250V) 


Each 


THREE PHASE DBS 


memes oooO 
EN E — 30 


Page 120 


1809.00 


2478.00 


2998.00 


2289.00 


m 
C 
[e] 
2 


DADA | india co ir 
Basic Rate approved 
for the year 2021-2022 
MENTE CIEN 
MITIN EU 
Tanna | 
Ls pememeemeeseimecene ee em [ren umm 
MITE [ren | — mmm 
eres cree ova econo [ren O o 
e penne ee mes soor are Lel 
LU e o O H 
E TL MEE INN 
MAA ANM. ANN 
Cirsa Pal 220] 


| | ^ |400 Amps 3 Three Phase 4 Pole Change Over Switch | 400 Amps 3 Three Phase 4 Pole Change Over Switch | Each | 31190.00 


Deme |e TT 

End 

| | a |swtchesea-230 S Switches 6A - 230V i; of oo 
Se [mem me A 
MON TETAS E | 9m [ mm 
TRE E | sono | Tem 
la 6A Switch 1W - 1 Module with 'Light' Marking 
MEET E A 
D[epeeesem |] 
META TO [fem | nem | em 
o jamom rem | em [mem 
MENE E | mum [ sem 
D[epememem- TT 
[s jewsme neue [tes ECT ETT 
METETE rem | 2mm | me 
METETE E | 257.00 | 192.00 
Tle m TT 
[ [2 TH [tem sm | nem 
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Basic Rate approved 
for the year 2021-2022 
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IEA ECO | FE | 2 
CATE E EN [ mns 
D[wjemmmms | | 
la fea 5s 
Cw pensare ee | DIT 
IS imus ren DT 
De pesammc meme [m T 
Drpewsuns HH 
lene [m ZH 
[ss [tush mouwninesoxes sn 
ENT [9m 
D» penmeseme fea 
[a penmesmue [m | 
De penmesmme [m Bs 
ENTERA T mas 
D [sureace mou sores osno | | — 
"eR [9m | 
D» peerseimem [rm 27 
[a peersecemam [m T 
De peers mam o fea zT 
NOE ren usa 
fis compres pares esn f | 
"lms T ss 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


FD [em [ eem [ wm 

[o poe [tm [ S» [ 9 

[e eon [tm | wsm [oe 
TRE tem [nm [ nem 
[ ps Rasp tem | em [ nem 
[pee ene [tem | a [ rem 
[ 'jemmeceme tem [ m [omm 
[ ejewmweneesmummum | O [| 
[ psjememermme fe [ nme [ ss 
[ p» pmeweceme EN [ e 
ferina caerse fe] ae [ num 
[o 2 ea 
[e emon ENE [mm 
TI ENTE [ mem 
p erweer 2 em m | a 
| | i [18 Module Cover Hate 0 18 Module Cover Plate 


17 ¡SOCKET - 230V Lower 
End 
| | a [16A 3 Pin Switched Socket - 3 Module — | 16A 3 Pin Switched Socket - 3 Module 383.80 277.20 


[re Jonson mea sa more | ean nmm | sem 
Tana e mem | isss 
Teena E [oes ECN 
SARA 
| | [PLUG AND SOCKETS o PLUG AND SOCKETS 


EE Sra 3 Pin 8 2 Pin Combined Flush Type Wall == 23.90 


| | b [5 Amps / 15 Amps 3 Pin Flush Type Wall Socket only | 5 Amps / 15 Amps 3 Pin Flush Type Wall Socket only 
[opwen EE EC 
II E EC 
TN E 59 
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A ilmartindia.co.i 
Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 
MINA 10 Amps MC Plug with 3 Pin Top 179.00 
ola 20 Amps MC Plug with 3 Pin Top | 204.00 00 


MES 25A Flush type Wall Socket with 25A DP MCB for AC Plug 803.00 


ME AC Single Phase 230V / 250V, 50HZ 5 Amps Watt How! each SERR 
Meter 
EB Er nee Phase 230V / 250V, 50HZ 10 Amps Watt E 954.00 


BD AC Single Phase 230V / 250V, 50HZ 20 Amps Watt Hou) each 954.00 
Meter 
IEA E 0 


AC 3 Phase 400V 50HZ unbalanced load 4 Wire 10 Amps Each 1968.00 
Watt Hour Meter 
AC 3 Phase 400V 50HZ unbalanced load 4 Wire 25 Amps Each 1968.00 
Watt Hour Meter 


AC 3 Phase 400V 50HZ unbalanced load 4 Wire 50 Amps Each 2492.00 
NN Hour Meter 
TL q E 


SERVICE CONNECTION ACCESSORIES L.T. 1100V PVC 

ALUMINIUM ARMOURED UNDER GROUND CABLE WITH 

ISI MARK 
NET 2 core 6 sq.mm. PVC Armoured UG Cable 90.70 
MIES 2 core 10 sq.mm. PVC Armoured UG Cable 110.40 
MES 2 core 16 sq.mm. PVC Armoured UG Cable 119.90 
la 2 core 25 sq.mm. PVC Armoured UG Cable 136.10 
EEN 3*/, core 25 sq.mm. PVC Armoured UG Cable 205.20 
E 3*/, core 35 sq.mm. PVC Armoured UG Cable 241.60 
mea 3*/, core 50 sq.mm. PVC Armoured UG Cable 314.70 
El 3*/, core 70 sq.mm. PVC Armoured UG Cable 403.70 
MEN 3*/, core 95 sq.mm. PVC Armoured UG Cable 522.50 
EIA 3*/, core 120 sq.mm. PVC Armoured UG Cable 638.30 
RECS 3*/, core 150 sq.mm. PVC Armoured UG Cable 756.00 
EIA] 3*/, core 185 sq.mm. PVC Armoured UG Cable 922.90 
om 3*/, core 240 sq.mm. PVC Armoured UG Cable 1170.00 
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Basic Rate approved 
for the year 2021-2022 

(w.e.f. 13.09.2021) 
|n 1), core 300 sq.mm. PVC Armoured UG Cable 1436.00 
a 1/, core 400 sq.mm. PVC Armoured UG Cable 1831.00 
| p la core 6 sq.mm. PVC Armoured UG Cable 117.50 
EH core 10 sq.mm. PVC Armoured UG Cable 128.80 
or la core 16 sq.mm. PVC Armoured UG Cable 169.70 


PVC INSULATED SINGLE CORE MULTI STRAND € o 

RETARDANT FLEXIBLE COPPER CABLE WITH ISI MARK 

CONFORMING TO IS 
HERES 2 a 
D epwerasmm pm | omm 
eros cama oo ee 
Persea prem | 9m 
Lprperemm pm] oe» 
D s[eresaem prem | o9 
p ensena prm | m 
Fhmn 000 E LS 
Tra cope corto oe a] 
Dee id ns [o9 
formes meerero e [e | 
Tsa o | 
feromonas oe [em | as 
fe creator osa oam we | ero 


A [ea | — mus 
[ ps [ese cano ati or cor 16 so vece | cen | o 
Tesi cano ati or cor 25 samm uoce [eon | — 99m — 
ei can surani or 317 care 25 samm ve cae [ram | — 9m 
Ls ee Gana surae o core 35 samm. VG cae [fem | sos 
[o esi aena ati esti care so samm ve cate [ram | ero 
Tere can ati o 377 ce 70 sam usce [ram | 7555 
[ fewe can ati 10r 317 ce emm ve cante | con | 92m 
[o ee suns ati 10r 37 ce an 06 cowe [ram | mus 
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| | ! [eabte Giana suitabte for 3'/ core 150 sqmm, UG cable | each | 15420 
| | m [cable Gand suttane for 3/z core 185 sq.mm, UG Cable | Each | 18240 | 

| 9 [cable Gland suitable for 3%, core 300 sqmm UG Cable | Each | 20780 | 

| P [cable Gland suitable for 3' core 400 sq mm.UG Cable | Ee | 30990 | 
MEN Cable Gland suitable for 3*/, core 500 sq.mm. UG Cable 
| | r [cable ciana suitabte for 4 core 6 samm.uc cable — | Eh | 2270 
| | s [cable cian suitable for 4 core 10 sqwmmm UG cable | each | 238 | 
| | [cable land suitabie for 4 core 25 sqmm. UG Cable | each | 4800 | 
| | 5 frusemnrccorees) || 0 | 
Dejemeeewe 000000000 [e [ 0m» 
Pr former H 999 
Teens 0 [e [  *»» 

Seram 000000 

De ewornewoune E 

ea e 

[ejmeewmwuax [te 
leans n 
TE 
e e. 

painting of size 300 x 200 x 100mm 

EN E 
Cw fers E LLL 
ENZO I | [| | 
EX 11/,"x1!/,"x' /," (37.5 x 37.5 x 6.24mm) (1M=3.25 kg) 
MIES 1/2 x 1 fe" x fo" (37.5 x 37.5 x 12.5mm) 
[es 2" x 2" x IJ," (50 x 50 x 12.5mm) 
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45.60 


63.10 


102.70 


310.50 


Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


Aluminium Flat (1" x 1/4") (25 x 6.25mm) 


Aluminium Flat (1" x 1/8") 


Deme 0L 

Deme museo e 
A A see 
INCITA E 
ennenen i 


Power capacitor for power factor improvement with oil 
filled with discharge resistance 3 phase 415 / 440V 50 HZ| KVAR 
conforming to ISS with ISI marking 


| 5 |p Plate Earthing 
CONDUIT MATERIALS 16 GAUGE 


Conduit Pipe 16mm (5/8") Heavy Gauge Metre 


526.00 


11090.00 


31.20 


32.30 


| b [Conduit Pipe 19mm (3/4") Heavy Gauge Metre 
| c [Conduit Pipe 25mm (1") Heavy Gauge Metre 


Conduit Pipe 32mm (1'/,") Heavy Gauge Metre 


39.70 


52.20 


Conduit Pipe 38mm (1*/,") Heavy Gauge Metre 61.50 


[rjgomewrems 7 [| (| 
MEA Conduit Tee Bend 16mm (5/8") 
ER Conduit Tee Bend 19mm (3/4") 
NET Conduit Tee Bend 25mm (1") 
p sjeewmesmexemau foe) onem 
| [e| Conduit Tee Bend 38mm (1*/>") 
EE Conduit Tee Bend 50mm (2") 
[[sjewmursmeszs mer H | 
EE Conduit Solid Bend 16mm (5/8") 
[| e. [conduit sona Bend 19mm (3/41) 
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| c [Conduit Solid Bend 25mm (1") | Dozen | 


Conduit Solid Bend 32mm (17/,") 


| e [Conduit Solid Bend 38mm (1*/>") 


Ed 
a [eonpurr mspecrron senos cause | 
| a [Conduit Inspection Bend 16mm (5/8") 
| b [Conduit Inspection Bend 19mm (3/4") 
e [erst scion em) [bee 
ENEE EJ 
| e [Conduit Inspection Bend 38mm (11/;") 
| f [Conduit Inspection Bend 50mm (2") 
| g [Conduit Inspection Bend 65mm (21/;") 
þor | 
IET [RA 
MES E 
[= [Pe Roe omm seams [Na 
1 ee MB 
= 


GI Hot Dip / Powder Coated 16 SWG Cable Tray with 
150mm width and 50mm height 
GI Hot Dip / Powder Coated 16 SWG Cable Tray with 
300mm width and 50mm height 
PART "I" 


1 [pve cero) PIPES (mM me ss 
EN PVC Rigid Pipe 16mm (5/8") 
EX PVC Rigid Pipe 20mm (3/4") 
EX PVC Rigid Pipe 25mm (1") 
[epememexmegun T 
|e |p PVC Rigid Pipe 40mm (11/,") 
ATEO ee 
lanme | 
La |p PVC Rigid Bend 16mm (5/8") 
o pp 


PVC Rigid Bend 20mm (3/4") 
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Basic Rate approved 
for the year 2021-2022 
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EAT mann T 
[= T 
[smecwmms E 
[e ecemeiemum) EX 
Cw Iv coins rears) [om 
[a Irv coun smc) EX 
[= Irv caus amity =i 
De eems SSS 
[a wmemmum EX 
[2 enema) [o 
[a verse sama) EX 
[= ve ree nm aise) EX 
[seemenms E 
[a [resam EX 
Cw esemesmmam EZ 
[a rv setae sm nun EX 
[= rv setae ane ci) EX 
rs [evesunerionsones 
MENTE EX 
DEA EX 
ETE EX 
NEAR EZ 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


ES Hylem Sheet 3mm Thick Sq.m 630.00 
[e usamos ere OO E 


Roll / 
E PVC Insulation Tape (19mm) 10 mtr. 
ES Empire Tape (12mm) nee 


C 

| Newrtems O 

| 9 [CABLE MANAGEMENT SYSTEM | 

| a [Cable Management Box with Cover | 

| | Bommxsómm | 945.00 

| b pide OO 

ea 
[sme 0 [Rm] om 
peinar rar [eem o om»m 
[er Pomtersonomeae e] sooo 
ICON OS E E 
[| emweemmmus SSS 
[pa meeemememm 0000000 [| 
i zz 
lo TW Box Concealed Type 8" x 6" x 3" 
WES TW Box Concealed Type 6" x 4" x 3" 
INEA Ea TECOS 1 089m 


1 1000 
n n W 2 7. 
Nos. 
MON PART Ae WEBER 


DpEeeeeeeeee—M | | 
BENE EMEN 7-7 
eem E ANTEC IT 
edem Te m 
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for the year 2021-2022 
(w.e.f. 13.09.2021) 

<a 
Pe sonm 1 
NACO | 
UIT (E 
IU [E 
IT [eh 
EE 
im | 
EN 
ET 
EN 


[x pmeme eme o 


ES Cable Route Indicator for LT Cable pod 


HH 

E 
Teas 70000000 
E CTC 
MES Brass Screws (40mm) 17/5" No.6 
MEA ssemma CC 5 
NES CO x 
MA E CC me 
ES Brass Screws (75mm) 3" No.10 
MES Coach Screws 2" x 1/4" (50 x 6.25mm) 
p[sjemenmeus TP 
EE Conduit Saddles 16mm (5/8") 
NE Conduit Saddles 19mm (3/4") 


Page 131 


113.90 


113.90 


153.70 


Oo l E l Ll UIN KA l KA 

W ll Wl Gl lW ll 

= l LU l A l Un Un dl @ 

OOo|OJ|O]J|OJOT]O 
N In| as INi nj] elļeljļje 
o lM lW lW RT NY] 
œ l E l Gl ml OINI BR l LU 
oO l Gl Ol Ol Ol Ol Un l O 


233.60 
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for the year 2021-2022 
(w.e.f. 13.09.2021) 


MENO E EC 
S [em | m — 
| e [Conduit Saddles 38mm (11/;") 
Tense E | 8m 
Joea G e — 


SODIUM VAPOUR FITTINGS & LAMP (FOR i — 

ELECTRIFICATION AND CAMPUS LIGHTING) 

(LOWER END) 
Deme mer me [ew EC 
Deme eram [em | o 
Tse [em 099 
BG [em [ r 
8D L A 


SODIUM VAPOUR LAMP FITTING SINGLE PIECE DIE CAST a= 

ALUMINIUM HOUSING AND LAMP FOR HEAVY TRAFFIC 

ROADS (HIGHER END) 
ee S — 
D e esam verr [rm | cmm 
Tissot nue [rem | omm 
Crimes eram em | 
NOI NANI UNA M 


T MINIATURE CIRCUIT BREAKERS 240 V / 415V 50HZ - AC ES 
SUPPLY SUITABLE FOR BOTH LIGHTING AND MOTOR 

CIRCUITS End 
[[jesememwasima EN 
a e [ aman | nem 
[re tl lea neural caioaan na | non | som | mem 
[a Jste ma aaron, ue [ten | emos sm 
[re ose ae sta a | enn | mim | em 
ACT INTO ECT 
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Basic Rate approved 
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lems E 
O NN 
| Each | 
| aen | 
| Each | 





125A Triple Pole MCB 7680.00 
100A Four Pole MCB 


125A Four Pole MCB 


8830.00 


9990.00 


PLUG AND SOCKETS IN SHEET STEEL ENCLOSURE Lower 
WITHOUT MCBs End 


seme ETT 
e asee E [e ET 
[o osen ee r 
ree ee | sco [ sem - 
Ce demere — — E [nee [ e 
Taa 

E O 


ERR em sss [ 309 
Fem LL pem sse METE 


Dpeeess f o 
INEA emaom ee mr em 
BG fe mm omm 
Federer NETA 
Cmpessseems O 
Deme pem mem [em 
Ce deme 1 
Ce deme — — bem onem [nm 
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CIL MEE E E 
HIER —— — — debetur 
DA EOI CA 

e [esames II | ano | o 
same en | oso ois m 

| ie fisoames T eoo | aao | 
MAA EEE 
forms o Pe] seem | R | 


CSS UN Ed 
End 
O — — — Imi» E 
ET oo [me sem | - 
MEE [Bn oo | 25600 | 
A 311 XE 
ME [En Bm. | 575.00 _ | 
MEE [Een 499m | sao 
HH [En Bem | sio | 
MOE Een 9m. | sa 
MENE ef EA 
MOE EEE 
MEE [Een ss | 73200 | 

AAA] 


[sjenewsreenus em $9 
C fanme [Em 999 
C emere 19 
Cpwjemsremcs [mem oem 
C eem o [Ey | om» 
rente seminal O [mee | omoes 
rss reves 119 
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Dessen e seem 
reste rasa 1 | os 
Pos perra fa 
NT 
Pa [eon 20014 roe meo sso. 
"nge ooo 00500 
"e 000000 DIT 
lesse ooo 725500 
"pege ooo 50508 
rente termal 19 
Cr pemamemos 19 
C fare E om» 
prem eomm 
Tia en 
Dpejewememm [em o 
L| eme [em om 
Em E 
| | 15 AIRCIRCUITBREAKR sd AIR CIRCUIT BREAKER 


ED 4 Pole 50kA, Microprocessor Based, E 201300.00 
Breaker 
800A, 4 Pole 50kA, Microprocessor Based, EDO 201300.00 
Breaker 
1000A, 4 Pole 50kA, Microprocessor Based, EDO 207700.00 
Breaker 
1250A, 4 Pole 50kA, Microprocessor Based, EDO 226700.00 
Breaker 
1600A, 4 pole 50kA, Microprocessor Based, EDO 248900.00 
Breaker 
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(w.e.f. 13.09.2021) 
4 way / 6 way / 8 way / 12 way TPMCB sheet steel 
distribution boards flush type / surface type fitted with 
bus bars and neutral links with single / three phase MCB 
outgoings and separate 4 way provision for 
accommodating One No. 4 pole incoming MCB / Isolator 
and another separate 4 way provision for accommodating 
One No. 4 pole ELCB / RCD with label holder and 


Lower 
End 
provisions for taking up cable for size not less than 35 


MES TPMCB DB with Metal Door Cover with 1P42 Protection O 


4 ways 3 phase DB 
No. of ways incomer MCB / Isolator - 4 
No. of ways incomer ELCB / RCD - 4 Each 2262.00 1790.00 


No. of outgoings ways - 12 

6 ways 3 phase DB 

No. of ways incomer MCB / Isolator - 4 

No. of ways incomer ELCB / RCD - 4 each 270.00 22000 
No. of outgoings ways - 18 

S 2775.00 


8 ways 3 phase DB 

No. of ways incomer MCB / Isolator - 4 

No. of ways incomer ELCB / RCD - 4 Each amp 
No. of outgoings ways - 24 

12 ways 3 phase DB 

No. of ways incomer MCB / Isolator - 4 

No. of ways incomer ELCB / RCD - 4 Esch 42:33:00 2970000 
No. of outgoings ways - 36 


NES TPMCB DB with Acrylic Door Cover with 1P42 Protection OO o 


4 ways 3 phase DB 

No. of ways incomer MCB / Isolator - 4 
No. of ways incomer ELCB / RCD - 4 
No. of outgoings ways - 12 


6 ways 3 phase DB 

No. of ways incomer MCB / Isolator - 4 

No. of ways incomer ELCB / RCD - 4 Fach 3423.00 
No. of outgoings ways - 18 

8 ways 3 phase DB 

No. of ways incomer MCB / Isolator - 4 

No. of ways incomer ELCB / RCD - 4 Each PESANU 
No. of outgoings ways - 24 


Each 2628.00 


12 ways 3 phase DB 

No. of ways incomer MCB / Isolator - 4 
No. of ways incomer ELCB / RCD - 4 
No. of outgoings ways - 36 


ME Industrial Type TPMCB DB with 1P54 Protection a —3 


4 ways 3 phase DB 

No. of ways incomer MCB / Isolator - 4 

No. of ways incomer ELCB / RCD - 4 Each PAVAN 
No. of outgoings ways - 12 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


6 ways 3 phase DB 

No. of ways incomer MCB / Isolator - 4 
No. of ways incomer ELCB / RCD - 4 
No. of outgoings ways - 18 


8 ways 3 phase DB 

No. of ways incomer MCB / Isolator - 4 

No. of ways incomer ELCB / RCD - 4 8400.00 
No. of outgoings ways - 24 


12 ways 3 phase DB 


No. of ways incomer MCB / Isolator - 4 


No. of ways incomer ELCB / RCD - 4 
5404.00 4440.00 


7678.00 


11597.00 
No. of outgoings ways - 36 


VERTICAL THREE PHASE DISTRIBUTION BOARD WITH 
MCBS 
4 way / 8 way / 12 way vertical TPMCB sheet steel 
distribution boards flush type / surface type fitted with 
bus bars and neutral links with single / three phase MCB 
17 joutgoings and separate 4 way provision for 
accommodating One No. 4 pole incoming MCB / Isolator 
and another separate 4 way provision for accommodating 
One No. 4 pole ELCB / RCD with label holder and 
provisions for taking up cable for size not less than 35 


4 ways 3 phase DB 

No. of ways incomer MCB / Isolator - 4 
No. of ways incomer ELCB / RCD - 4 
No. of outgoings ways - 12 


8 ways 3 phase DB 

No. of ways incomer MCB / Isolator - 4 

No. of ways incomer ELCB / RCD - 4 SSD pap 
No. of outgoings ways - 24 

12 ways 3 phase DB 

No. of ways incomer MCB/Isolatore - 4 

No. of ways incomer ELCB / RCD - 4 ahem ou 972400 
No. of outgoings ways - 36 


MES TPMCB DB with Acrylic Door Cover with 1P42 Protection mm 


4 ways 3 phase DB 

No. of ways incomer MCB / Isolator - 4 6525.00 
No. of ways incomer ELCB / RCD - 4 : 
No. of outgoings ways - 12 


< l 


8 ways 3 phase DB 

No. of ways incomer MCB / Isolator - 4 
No. of ways incomer ELCB / RCD - 4 
No. of outgoings ways - 24 


8307.00 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 
12 ways 3 phase DB 
No. of ways incomer MCB/Isolatore - 4 
No. of ways incomer ELCB / RCD - 4 Esch MM 
No. of outgoings ways - 36 


6 Way Vertical TPN Distributions boards; 1P43 with double 
door (Metal); with 12 module incomers and 18 Single| Each 10015.00 
Phase/Three Phase/ MCB's outgoing; as per IS 


EET Industrial Type TPMCB DB with IP54 Protection 


4 ways 3 phase DB 

No. of ways incomer MCB / Isolator - 4 
No. of ways incomer ELCB / RCD - 4 
No. of outgoings ways - 12 


8 ways 3 phase DB 

No. of ways incomer MCB / Isolator - 4 

No. of ways incomer ELCB / RCD - 4 Each Banoo 0G 
No. of outgoings ways - 24 


12 ways 3 phase DB 

No. of ways incomer MCB / Isolator - 4 

No. of ways incomer ELCB / RCD - 4 each Bese oon 
No. of outgoings ways - 36 


4 way / 6 way / 8 way / 12 way TPMCB sheet steel 
distribution boards flush type / surface type fitted with 
bus bars and neutral links with single / three phase MCB 
outgoings and separate 4 way provision for 
accommodating One No. 4 pile incoming MCB / Isolator 
and another separate 4 way provision for accommodating 
One No. 4 pole ELCB / RCD (totally 8 ways in one 
segment) (3 x 4 ways in each segment) and separate 


Each 10095.00 


provisions for MCB / Isolator (totally 12 Nos.) for sub 
incomers in 3 segments with label holder and provisions 
for taking up cable for size not less than 35 sq.mm. 


TPMCB DB with Metal / Acrylic Door Cover with IP 42 
Protection 


4 ways 3 phase DB 

No. of ways incomer MCB / Isolator - 4 

No. of ways incomer ELCB / RCD - 4 Each 5310.00 
No. of sub-incomers - 12 

No. of outgoings ways - 12 

6 ways 3 phase DB 

No. of ways incomer MCB / Isolator - 4 

No. of ways incomer ELCB / RCD - 4 Each 6000.00 
No. of sub-incomers - 12 

No. of outgoings ways - 18 


8 ways 3 phase DB 
. of ways incomer MCB / Isolator - 4 
. of ways incomer ELCB / RCD - 4 Each 6693.00 
. of sub-incomers - 12 
. of outgoings ways - 24 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


12 ways 3 phase DB 

No. of ways incomer MCB / Isolator - 4 

No. of ways incomer ELCB / RCD - 4 Each 8525.00 

No. of sub-incomers - 12 

No. of outgoings ways - 36 

Vertical TPN Distribution Boards (with MCCB Incomer); 

Double Door; 1P43, as per 1S 8623 III; Impact resistance Lower 
IK09; Frame MCCB Incomer € Single Phase/Three Phase End 
MCBs as Outgoing (for power loads exceeding 100A) wwe 


Deje EH 
Cr emere — e [sos [sos 
even ncn e em o | soso 
erre ee — e | soso | aso 
C e errome rem mos | oso 


SINGLE PHASE DISTRIBUTION BOARD WITH MCBs 

4 way / 8 way / 12 way vertical SPMCB sheet steel 

distribution boards flush type / surface type fitted with 

bus bars and neutral links with single phase MCB 

outgoings and separate 2 way provision for Lower 
accommodating One No. 2 pole incoming MCB / Isolator End 
and another separate 2 way provision for accommodating 

One No. 2 pole ELCB / RCD with label holder and 

provisions for taking up cable for size not less than 35 


MES SPMCB DB with Metal Door Cover with 1P42 Protection DL oL 4. 4 


4 ways single phase DB 

No. of ways incomer MCB / Isolator - 2 

No. of ways incomer ELCB / RCD - 2 each 26200 29.00 
No. of outgoings ways - 2 

8 ways single phase DB 

No. of ways incomer MCB / Isolator - 2 

No. of ways incomer ELCB / RCD - 2 Pach Mun 725000 
No. of outgoings ways - 6 

12 ways single phase DB 

No. of ways incomer MCB / Isolator - 2 

No. of ways incomer ELCB / RCD - 2 each 1992.00 SARU 
No. of outgoings ways - 10 


NU SPMCB DB with Acrylic Door Cover with IP 42 Protection OA po 


4 ways single phase DB 

No. of ways incomer MCB / Isolator - 2 

No. of ways incomer ELCB / RCD - 2 Euch 1099-00 
No. of outgoings ways - 2 
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8 ways single phase DB 

No. of ways incomer MCB / Isolator - 2 
No. of ways incomer ELCB / RCD - 2 
No. of outgoings ways - 6 


12 ways single phase DB 

No. of ways incomer MCB / Isolator - 2 
No. of ways incomer ELCB / RCD - 2 
No. of outgoings ways - 10 


4 ways single phase DB 

No. of ways incomer MCB / Isolator - 2 
No. of ways incomer ELCB / RCD - 2 
No. of outgoings ways - 2 


8 ways single phase DB 

No. of ways incomer MCB / Isolator - 2 
No. of ways incomer ELCB / RCD - 2 
No. of outgoings ways - 6 


12 ways single phase DB 

No. of ways incomer MCB / Isolator - 2 
No. of ways incomer ELCB / RCD - 2 
No. of outgoings ways - 10 


Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


Each 1237.00 ES 
Each 1500.00 ES 


Each 3140.00 ES 
Each 3619.00 E 


| | a [TRANSFORMERS o S TRANSFORMERS 


rs e] m 
MAA E 
NAAA EA 
MAA | Se" | mem 
NAAA EA 
AAA E 
CAS EA 
AAA (ea mmm 
BN RN 


1600 KVA, 11 KV / 433 V Outdoor Oil Cooled Transformer 
NE with off Circuit (As per IS 1180-Level 2) ES 3050000.00 
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for the year 2021-2022 
(w.e.f. 13.09.2021) 
1600 KVA, 22 KV / 433 V Outdoor Oil Cooled Toa gach 
la with off Circuit (As per IS 1180-Level 2) SEBUDUDU 
nm 11KV 2 Pole HT Structure = 434500.00 


11KV 6 Pole HT structure EE 1430000.00 
11 KV INDOOR VACCUM CIRCUIT BREAKER EB 


11 KV, 25 KA, 630 A, HT Indoor Single Panel Vaccum Kach 445000.00 
Circuit Breaker complete as per specification 


11 KV, 25 KA, 630 A, HT Indoor Three Panel Vaccum Kach 1134000.00 
Circuit Breaker complete as per specification 
11 KV, 25 KA, 630 A, HT Indoor Four Panel Vaccum Each 1609000.00 
Circuit Breaker complete as per specification 


11 KV, 25 KA, 630 A, HT Indoor Five Panel Vaccum Circuit Each 1929000.00 
Breaker complete as per specification 


31 11 KV OUTDOOR VACCUM CIRCUIT BREAKER 
11 KV, 25 KA, 630 A, HT Outdoor Single Panel Vaccum Each 465000.00 
Circuit Breaker complete as per specification 
11 KV, 25 KA, 630 A, HT Outdoor Three Panel Vaccum Kach 1162000.00 
Circuit Breaker complete as per specification 
11 KV, 25 KA, 630 A, HT Outdoor Four Panel Vaccum Each 1628000.00 
Circuit Breaker complete as per specification 
11 KV, 25 KA, 630 A, HT Outdoor Five Panel Vaccum Each 1949000.00 
Circuit Breaker complete as per specification 
a 11 KV INDOOR RING MAIN GEAR (RMG) NN 
11 KV, 25 KA, 630 A, HT Indoor Three Panel Ring Main Each 647000.00 
Gear complete as per specification 
s 11 KV OUTDOOR RING MAIN GEAR (RMG) un 
11 KV, 25 KA, 630 A, HT Outdoor Three Panel Ring Main Each 678000.00 
az complete as per specification 
| e [ur CABLES 


185 sq.mm. 3 core HT XLPE 11KV (E) | Mtr 


185 sq.mm. 3 core HT XLPE 11KV (UE) | Mtr. | . 
EA 240 sq.mm. 3 core HT XLPE 11KV (UE) LE 2575.00 


240 sq.mm. 3 core HT XLPE 11KV (E) 
E SISMV11E3 x 2402797 199900 
300 sq.mm. 3 core HT XLPE 11KV (E) 
SISMV11E3 x 3002797 
300 sq.mm. 3 core HT XLPE 11KV (UE) 
SISMV11U3 x 3002424 3 2200-00 
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2285.00 





Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


120-185 sq.mm. 3 core HT Cable Indoor Terminations 
B 11KV (E) - EPKT 3111 1000-00 
240-300 sq.mm. 3 core HT Cable Indoor Terminations 
p- 11KV (E) - EPKT 3121 SALINN 
120-185 sq.mm. 3 core HT Cable Outdoor Terminations 
n- 11KV (E) - EPKT 3362 aia 
240-300 sq.mm. 3 core HT Cable Outdoor Terminations 
n 11KV (E) - EPKT 3372 is 
240-400 sq.mm. 3 core HT Cable Indoor Terminations 
B 11 KV (UE) - Belted PILC Cables - EPKT 4685 iii 
240-400 sq.mm. 3 core HT Cable Outdoor Terminations 
11 KV (UE) - Belted PILC Cables - EPKT 4961 enne 
150-185 sq.mm. 3 core HT Cable Outdoor Terminations 
m 22KV(E) Screened XLPE Cables - EPKT 5363 pen 
240-400 sq.mm. 3 core HT Cable Outdoor Terminations 
E 22KV(E) Screened XLPE Cables-EPKT 5373 aaia 
185-240 sq.mm 3 core HT Cables Straight Through 
ID 22KV (E) Screened XLPE Cables-EPKJ 5118 Each PAROA 
. [300-400 sq.mm. 3 core HT Cable Straight Thorugh 
EH < 22KV (E) Screened XLPE Cables - EPKJ 5119 EST plia 
AC Chargeable Emergency Lamp 2 x 11W PL Lamp with Kach 3181.00 
all connected accessories 
2m x im Rubber Mat suitable for 11 KV installation Set 18558.00 
ETT to IS E Nos.) 


| c [First Aid Box First Aid Box complete with all First Aid Medicines | First Aid Box complete with all First Aid Medicines | all First Aid Medicines | Fach | | 316990 —— | 00 


—— Shock Treatment Chart fixed in glass frame 1696.00 


ED Nos. Fire Buckets made out of 40 x 40 x 6mm MS Angle 4666.00 
| | f [Hana Gloves 11Kv Grade o Hand Gloves 11KV Grade 1908.00 
lg Danger Board as required by the Electrical Authorities 1590.00 
MEN Fire Extinguisher Co2, 4.5 kg. confirming to TAC Norms 1432.00 
Hs Earth Discharge Rod 3711.00 


| XIV PART "NU 


SUPPLY & INSTALLATION OF AIR-CONDITIONER 3 Star 5 Star 

WITH COPPER COIL Rated Rated 
MES 1.5 TR Split Type AC Unit 32600.00 | 43400.00 
MES 2.0 TR Split Type AC Unit 43400.00 55400.00 
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Supply and installation of 4 KVA capacity Automatic 


Voltage Stabilizer with time delay relay Pach 4909.00 


Supply and installation of 5 KVA capacity Automatic 


Voltage Stabilizer with time delay relay Bact 2032100 


Supply and laying of 5/8" and 3/8" copper pipe (Extra 
beyond 3 metres supplied with AC unit) 


f |Supply and fixing of MS stand for fixing outdoor unit Each 


SUPPLY, INSTALLATION, TESTING, 
COMMISSIONING AND HANDING OVER OF AIR- 
COOLED SELF CONTAINED DUCTABLE AC UNITS 


Wesommsrnmouoe H | 


mm Supply and fixing of Copper Refrigerant Piping of 7/8" dia 1020.00 
MES Supply and fixing of Flexible Canvas Connection 2720.00 


Supply and fixing of 50mm thick Anti Vibrating Rubber Sqm. 534.00 
Pads 
Supply, Fabrication and erection of fabricated ducting RM 834.00 
made up of GI Sheets of 24 Gauge thickness i 
Supply, Fabrication and erection of fabricated ducting 

EE made up of GI sheets of 22 Gauge thickness sqm. aes 
Supply, Fabrication and erection of fabricated ducting 

lo made up of Gl sheets of 20 Gauge thickness qm HEP 
Supply and fixing of extruded aluminum powder coated, 

h |Supply and return Air Grilles / Diffusers with Volume} Sqm. 7775.00 

Control Damper 

GER Supply and fixing of water drain pipe line (1" PVC Pipe) 63.00 
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Each 924.00 


1070.00 


96400.00 


166400.00 


226800.00 


292600.00 


424200.00 


351700.00 


363300.00 


399000.00 





A imarindia co i 
Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


Supply, fabrication and fixing of MS Channel for Mounting 7194.00 





the Airconditioning Indoor Unit 
Supply, fabrication and fixing of MS Channel for Mounting 
MO the Airconditioning Oudoor Unit Each S 
Supply and providing of pipeline nitrle rubber insulation 
54.30 
E" Refrigerant and drain pipe lines. 
m | m [Supply and fixing of Duct Mouth Dampers E 2330.00 


Supply and providing acoustic for initial portion of ducting 
with 12mm thick Fibre Glass Rigid Board covered with| Sqm. 827.00 
Tissue Paper and Aluminum Perforated Sheet 
Supply and providing thermal insulation of 9mm thick 
es with Aluminum Foil sam: BUDE 


Supply and providing. Civil Concrete Block for Mounting Each 693.00 
the Airconditioning Unit 
ola Supply and laying of 30 sq.mm. incoming cable 375.00 


c Supply and providing of 10 sq.mm. copper flexible single RM 86.90 
cable 
NECS Supply and providing of 1.5 sq.mm. copper flexible cable 19.40 


[teme in a [oo emo 
pere o f 
E VARIABLE REFRIGERANT FLOW (VRF) NENNEN 
AIR-CONDITIONING SYSTEM 
OH | | oi 
P CIT EC 9999 
o TOO EC oo 
IICA XT OO EC oroo 
IICA IT O en CI 
IICA CI OO EC ACI 
o TIT OO EC CTI 
apom ie | ore 
MU CCU IT 19 
IICA CTO EC METI 
Deje 0 e | sono 
Deme OO EC METI 
ojom 19 
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235000.00 


226400.00 


81000.00 
83700.00 
143100.00 


149800.00 


Wall-Mounted Panel with 
Controller 


17700.00 
18800.00 
21800.00 
22500.00 
23600.00 


24100.00 


1750.00 


1470.00 


1050.00 
950.00 
755.00 


660.00 
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m EN o 
e [suo na mang orname 1 
a Jesnenarons wirastanoano raver | 
pe o pem [ comes 
Dep pem [onmes 
Les pem [comes 
Dep pem ET 
Ces e comes 
Le pem [omes 
Dee TT 
Cep e o 
o pee Sd er [roc 
Ce pee fee oem — 
C emm E EC 
[spes NETO 


MESA 
(AMF) PANEL 

si e] m 
ees 1 | ome 
pepe 1 9m 
pepe pem | oem 
G pem | ome 
Cp pem ome 
Cep 19 
Dee mmm m [oom 
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A | | mmm 
SS 304 Grade with 1m/sec. speed with ARD 

LA fe persons Passenger it car size (2300 1190) | 
Teo un mn meneren as 
G E 
[ s [ro persons passenger ur car size (mo iso | | Mate | 
[ [s jewesueemrememeon E 
[ D» ewemueemeemenseam E 
[ e fis persons passenger ur car size ooox 1100) | | Mate | 
[ ps fenes unman eem E 
G room E 
[o pe persons passenger ur car size ooox 1800) | | maa | 
[Pra [oss wir rocinenoon EE 

E E | asooo 


Further increase of rate per floor for every additional floor 
Rs.1,00,000/- per floor. Comprehensive servicing and 
maintenance of lifts for further period of 2 years beyond 
free warranty period of one year from the date of 
commissioning of lifts will be paid at the rate of 5% of 
capital cost of lift. 


Dc" 

SS 304 Grade with 1m/sec. speed with ARD 

[ ^ fas persons passenger te Car size 30002400) | | maa | 
[ [s fenes unman eene fen omen 
G room E 


as persone passenger ure car sze aseo x mee | | — 


[e] 20 Persons Passenger Lift Car Size (1300 x 2400) 
5 
o | Gearless Lift without Machine Room Each 2787000.00 


Further increase of rate per floor for every additional floor 
Rs.1,00,000/- per floor. Comprehensive servicing and 
maintenance of lifts for further period of 2 years beyond 
free warranty period of one year from the date of 
commissioning of lifts will be paid at the rate of 5% of 
capital cost of lift. 
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| | a3 | 1 PHASE UPS (Single Phase In & Single Phase Out) — System with Battery 
1 hour 2 hours 
lali KVA | Each | 29500.00 | 39500.00 
[oa KVA | Each | 65000.00 | 85500.00 
| [ej KVA | Each | 78500.00 |135000.00 
oa 5 KVA | Each | 145000.00 | 200000.00 
| fe | 7.5 KVA | Each | 175000.00 | 228000.00 
MES 3 PHASE UPS (Three Phase In €: Single Phase Out) D] System with Battery 
1 hour 2 hours 
RE 7.5 KVA | Each | 185000.00 | 237500.00 


Sans (ene reo o sooo 


pere 
GI STEEL TUBULAR POLE FOR STREET LIGHT EBEN 


4 Metre Length Single Bracket Pole with Base Plate 

(250 x 250 x 6mm) 6350.00 
76.10mm OD x 3.65mm Thick x 4000mm Length 

4 Metre Length Double Bracket Pole with Base Plate 

(250 x 250 x 6mm) 7230.00 
76.10mm OD x 3.65mm Thick x 4000mm Length 

6 Metre Length Single Bracket Pole with Base Plate 

(250 x 250 x 6mm) 7590.00 
76.10mm OD x 3.65mm Thick x 6000mm Length 

6 Metre Length Double Bracket Pole with Base Plate 

(250 x 250 x 6mm) 8470.00 
76.10mm OD x 3.65mm Thick x 6000mm Length 


7 Metre Length Single Bracket Pole with Base Plate 

(250 x 250 x 6mm) 

114.30mm OD x 5.40mm Thick x 4000mm Length, 88.90mm 9730.00 
OD x 4.85mm Thick x 1500mm Length, 76.1mm OD x 

3.25mm Thick x 1500mm Length 
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7 Metre Length Double Bracket Pole with Base Plate 

(250 x 250 x 6mm) 

114.30mm OD x 5.40mm Thick x 4000mm Length, 88.90mm 
OD x 4.85mm Thick x 1500mm Length, 76.10mm OD x 
3.25mm Thick x 1500mm Length 


7.50 Metre Length Single Bracket Pole with Base Plate (250 x 
250 x 6mm) 

114.30mm OD x 5.40mm Thick x 4500mm Length, 88.90mm 
OD x 4.85mm Thick x 1500mm Length, 76.1mm OD x 
3.25mm Thick x 1500mm Length 


7.50 Metre Length Double Bracket Pole with Base Plate (250 
x 250 x 6mm) 

114.30mm OD x 5.40mm Thick x 4500mm Length, 88.90mm 
OD x 4.85mm Thick x 1500mm Length, 76.10mm OD x 
3.25mm Thick x 1500mm Length 


8 Metre Length Single Bracket Pole with Base Plate 

(250 x 250 x 6mm) 

114.30mm OD x 5.40mm Thick x 4500mm Length, 88.90mm 
OD x 4.85mm Thick x 1750mm Length, 76.10mm OD x 
3.25mm Thick x 1750mm Length 


8 Metre Length Double Bracket Pole with Base Plate 

(250 x 250 x 6mm) 

114.30mm OD x 5.40mm Thick x 4500mm Length, 88.90mm 
OD x 4.85mm Thick x 1750mm Length, 76.10mm OD x 
3.25mm Thick x 1750mm Length 


8.50 Metre Length Single Bracket Pole with Base Plate 
(250 x 250 x 6mm) 

114.30mm OD x 5.40mm Thick x 5000mm Length, 
88.90mm OD x 4.85mm Thick x 1750mm Length, 
76.10mm OD x 3.25mm Thick x 1750mm Length 


8.50 Metre Length Double Bracket Pole with Base Plate 
(250 x 250 x 6mm) 

114.30mm OD x 5.40mm Thick x 5000mm Length, 
88.90mm OD x 4.85mm Thick x 1750mm Length, 
76.10mm OD x 3.25mm Thick x 1750mm Length 


9 Metre Length Single Bracket Pole with Base Plate 
(300 x 300 x 6mm) 

114.30mm OD x 5.40mm Thick x 5000mm Length, 
88.90mm OD x 4.85mm Thick x 2000mm Length, 
76.10mm OD x 3.25mm Thick x 2000mm Length 


9 Metre Length Double Bracket Pole with Base Plate 
(300 x 300 x 6mm) 

114.30mm OD x 5.40mm Thick x 5000mm Length, 
88.90mm OD x 4.85mm Thick x 2000mm Length, 
76.10mm OD x 3.25mm Thick x 2000mm Length 
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13390.00 





Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


10 Metre Length Single Bracket Pole with Base Plate 

(300 x 300 x 6mm) 

139.70mm OD x 4.50mm Thick x 5200mm Length, 15800.00 
114.30mm OD x 4.50mm Thick x 2400mm Length, 

88.90mm OD x 3.25mm Thick x 2400mm Length 

10 Metre Length Double Bracket Pole with Base Plate 

(300 x 300 x 6mm) 

139.70mm OD x 4.50mm Thick x 5200mm Length, 16230.00 
114.30mm OD x 4.50mm Thick x 2400mm Length, 

88.90mm OD x 3.25mm Thick x 2400mm Length 

12 Metre Length Single Bracket Pole with Base Plate 

(300 x 300 x 6mm) 

165.10mm OD x 4.50mm Thick x 5800mm Length, 18620.00 
139.70mm OD x 4.50mm Thick x 3100mm Length, 

114.30mm OD x 3.65mm Thick x 3100mm Length 

10 Metre Length Double Bracket Pole with Base Plate 

(300 x 300 x 6mm) 

165.10mm OD x 4.50mm Thick x 5800mm Length, 20640.00 
139.70mm OD x 4.50mm Thick x 3100mm Length, 

114.30mm OD x 3.65mm Thick x 3100mm Length 


Supply, Erection of 8m Free Standing Single Arm Bracket 

8 sided Octogonally continously tapered structured pole 

with base plate of size 300 x 300 x 12mm as per IS-875 

with following specification. 

Bottom Pole Dia - 130mm 20790.00 
Top Pole Dia - 70 mm 

Thickness of Pole - 3 mm 

The pole should be hot dip galvanized confirming to BESN 

ISO-1461 with thickness of 65 Micron 


Erection of 8m Free Standing Double Arm 
Bracket 8 sided Octogonally continously tapered 
structured pole with base plate of size 300 x 300 x 12mm 
as per IS-875 with following specification. 
Bottom Pole Dia - 130mm Each 21920.00 
Top Pole Dia - 70 mm 
Thickness of Pole - 3 mm 
The pole should be hot dip galvanized confirming to BESN 
ISO-1461 with thickness of 65 Micron 
Supply, Erection of 7m Free Standing Double Arm 
8 sided Octogonally continously tapered 
structured pole with base plate of size 250 x 250 x 12mm 
as per IS-875 with following specification. 
Bottom Pole Dia - 140mm Each 20910.00 
Top Pole Dia - 70 mm 
Thickness of Pole - 3 mm 
The pole should be hot dip galvanized confirming to BESN 
ISO-1461 with thickness of 65 Micron 
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la Minimast (12 Metre) with 6 Nos. 150W LED Fitting | Each | 349800.00 
ME Highmast (16 Metre) with 8 Nos. 150W LED Fitting AS 528100.00 


Supply of Early Streamer Emission Air Terminal (ESEAT).| Each > 00 
: L 
The ESEAT has corrosion resistant stainless chrome body made 
up of AISI 316 grade of height 0.50 metres capable of working 
in hazardous atmosphere. The Air terminal is non-radioactive 
and requires no special licensing. The unit is fully autonomous 
(no battery, no external power supply is required), collects 
energy from the ambient electric field. The ESEAT model has 
been tested in a high voltage laboratory in accordance with NFC 
17 102 in order to measure the average gain in triggering. The 
average gain in triggering time (ATs) obtained during the lab 
test for the offered model is 60 us. The ESEAT works on 
negative as well as positively polarized discharges. ESEAT has 
been tested for such discharges in Central Power Research 
Institute (CPRI). A dedicated tester is avilable to test the 
healthiness of the ESEAT on request (Page No. 37, Point No. 3 of 
Clause 8.6 of the Revised NFC 17-102 version 2011 ). 
ESEAT Model : L - Radius of protection : 86 Metres 
Level of protection considered for the Project-II level 


Supply of Early Streamer Emission Air Terminal (ESEAT).| Each 65580.00 
The ESEAT has corrosion resistant stainless chrome body made 
up of AISI 316 grade of height 0.50 metres capable of working 
in hazardous atmosphere. The Air terminal is non-radioactive 
and requires no special licensing. The unit is fully autonomous 
(no battery, no external power supply is required ), collects 
energy from the ambient electric field. The ESEAT model has 
been tested in a high voltage laboratory in accordance with NFC 
17 102 in order to measure the average gain in triggering. The 
average gain in triggering time (ATs) obtained during the lab 
test for the offered model is 60 us. 
The ESEAT works on negative as well as positively polarized 
discharges. ESEAT has been tested for such discharges in 
Central Power Research Institute (CPRI). A dedicated tester is 
avilable to test the healthiness of the ESEAT on request (Page 
No. 37, Point No. 3 of Clause 8.6 of the Revised NFC 17-102 
: S - Radius of protection : 46 Metres 
Level of protection considered for the Project-II level 


Supply of Standard / Special Mounting Structure of height| Each 19680.00 
4.5 mts. pipe, and 300 x 300 x 8mm MS plate, 3 mts. 

48mm OD class C GI outer pipe,1.8 mtr, 38mm OD inner 

pipe, for roof mounting on concrete base and with FRP 

adapter 


| | 4 [pown conpucror EE 


Supply and run of 25mm x 6mm GI Flat Down Condutor| Mtr 114.00 
with necessary clamps / supports on wall / floor / ground 
for earth connection 
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Supply of Test Link Box for each Down conductor in order| Each _ 00 
to disconnect the earth termination system to enable 
measurement of resistance 


| | f [EARTH ELECTRODE LO 


Supply and insallation maintenance free GI Earthing| Each 8938.00 
System comprising of 50mm dia and 2 mtr. long earth 

electrode of low carbon steel rod with 100 micron 

bonding and 25 kgs. of carbon based environment friendly 

backfill compound and suitable clamp 


Supply and insallation Cabinet Type Class 1 and 2| Each 18780.00 
Combined Model SPD to arrest surges and overvoltages in 

the power line due to lighning switching action etc. they 

must be installed in the incoming MCC panel / DB of the 

respective buling in parallel to the power circuit. 

Model: PSV4-12.5/400TT (3 phase power network) 


| XVI [PART PART 


m LEM 
PROJECTOR AND MOTORIZED SCREEN 

a oo 
G coated Se ECO 
e pemer NE ome 
o pemer NE om 
[peperere NE cem 
preme [e| om 
MACETA ES oem 
[peres ET omm 
000) 7 C ME — 


8 Pin CIT RN Mic Socket with Modular Box and Front 
Plate Sand 


| | 13 |2 Core 1.5 sq.mm Shielded Copper Speaker Wire 2 Core 1.5 sq.mm Shielded Copper Speaker Wire EE 40.90 
| jaa 8 Core 1.5 sq.mm PVC Copper Conference Ccable EN 157.00 


3200 Ansi Lumens Projector, 
las XGA (1024X 768 ) Resolution, Contrast Ratio: 4000:1 id 
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for the year 2021-2022 
(w.e.f. 13.09.2021) 


D pejeeeemum 1 | a 
[is orcs noorsessaen ee sr 
[ae ioe errs Sewer en | 
ran e ET 
alana NE | 
ENS [aw | v 
2a [oraroouneo 05MM TELEPHONE capte 
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IT E 
: 
AC ET 
ICC ET 
Las umounss OSM JEAN HLLED TELEPHONE cu 
Dem pm] os 
Ce fore pem omes 
Ce pee HH 
[= pee pm oem 
Las [unannouneo coman CABE FOR TY 
hen ET 
IC E 
jm E 

HT 
EDT 
EN ET 
EDO 
EN E 
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for the year 2021-2022 
(w.e.f. 13.09.2021) 


e | E 
ICO ETE NCH EI 
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Cpwjewwexemwm EEE EE 
s CT 7 CTI E IEEE 
CER C 9 — 
e de — — — CY m — 
Ede —— — — CN IC 
[at fewer mera a — — 
CA Eh | — 9890 | 
Fully Managed 10 / 100 / 1000 ae 
Layer-2 with 1G Uplink 
ICO OS | mm — 
Ee dere — — C [m — 
BO O — — mee IT 
dere — — 1e ee — 
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Layer-2 with 10G Uplink 
DIENEN 
8 0 

Layer-3 with 10G Uplink 
Gpe oo 
o ronnen 
[se [enra CONVERTER ror OPTICA FIBRE CABE 
Rana o 
pe rose o 
popes ooo i y 
wen ooo 
o ferae soes as 
e ferae oases 
ae Juano mean oooO 
Pepe 
ebe S 
ENT 
[39 [RACK WITH ACCESSORIES 


| e | 12U Rack 
[asu ra 
ENE Rack 
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Each 


Each 
Each 


Each 


Each 


Each 


Each 
Each 
Each 
Each 
Each 


Each 


Each 
Each 
Each 


Each 


Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


38550.00 


49530.00 


112460.00 
128470.00 


208760.00 


5355.00 


4819.00 


5890.00 
12478.00 
16922.00 


24633.00 


1927.00 
2676.00 
3211.00 
4282.00 
6423.00 
21412.00 


37470.00 





Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


Drjeemeewe id 
Ts eeesmemcwecae e 

T 

Rana Sid 

T 
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[ejmmass 

pepo ooo = 
Pe one ae 
[sjwewerme e] 
TSE a [tem as 
[rz wemmerma Cd mem] ceo 
INCA EN US 
INEA EEN ECC 
Talep [mI OM 
[Pas once reee e] 
[ ujpsmowee erum en] 

Dejpmeeeeesen T ome 

| | 14 [250A Change Over Switch with Panel Board 250A Change Over Switch [250A Change Over Switch with Panel Board — | Panel Board 


100A Panel Board with 100A TPN Switch € 5 Nos. 30A Each 863.00 
TPN switch with Bus Bar 
250A Panel Board with 250A TPN Switch € 7 Nos. 63A 

las DPMCB switch 1113.00 


MES 100A Panel Board incoming 100A TPN Switch with various eo o 
17 [range of TP/DP/SP MCB with suitable angle iron frame} Each 823.00 

work 

e þorna em |] 
is fono [een] eo 
E (Ec 0399 
afao (EN 399 
[mpeme [een] o 
TSR E oem 
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Basic Rate approved 
for the year 2021-2022 


ÉS (w.e.f. 13.09.2021) 


24 | .5 TR Split AC 5567.00 
| 25 | TR Split AC fe Ps 7460.00 . 










| Pme mee] 
[ae [ore sim ro 
Ps [ur cumar 
| 30 | igh Power Audio System | 
CI EEN | 
EC en ETC 

as zase UC 
[26 Jer canna Sytem argenta] oo 
[mmem H 
Emjwcevemewe 1 9 
[ejaeeepwcoms [em] mem | 
[42 [5 kvawi 
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5 KVA with 1 Hour back-up 8350.00 l 
Power Amplifier 222.60 


27 
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un 
2 
er 
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s 


[aa [aroma seen 107 xem 
[as pirer sonra R | OO 
[as foon ieo tooa carerma ECN | e 


| mote: fis Basic Rate adopted under this Head, "Annexure-VII - Rates of Electrical Items of Works" 


Ui 


is exclusive of all taxes and GST. 


s 


i 
: arte Von 
Ne ~~ NV" 
eni ER ncis RHA R 
Chief Engineer (Buildings), PWD, 
Chennai Region, Chennai-5. 


fro 
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ANNEXURE-VIII 


RATES OF LABOUR, RATES OF MATERIALS AND RATES OF WORKS - 
EXCLUSIVELY FOR TEMPLE WORKS 


Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


Description 


1442.00 


1080.00 


thapathy-I Class (Marking) 
ilpi-I Class 


ilpi-II Class 


Im 
uluulu 
JE 
3|4 
v |m 
30 
215 
vjr 
> 
|o 
Zlo 
215 
= 
o 
ni 
> 


Assistant Silpi 
anchavarnam Work 

5 |Artist Painter-I Class 

Artist Painter-II Class 


7 [Assistant Painter 


uo 


oloioio|ol!|ou ST Y 
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cr = 
a x 
un 

et 

O 

3 

0 
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m 
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ilpi for Vigraham 


SF 
p 
16 |Sthapathy-I Class (Marking) 
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ilpi for Ornamental Varagam 


10 |Vigraha Sthapathy 


11 |Sthapathy-I Class 
12 |Sthapathy-II Class 
13 |Silpi-I Class 
14 |Silpi-II Class 


15 |Sthapathy Assistant 
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Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


Temple Pattern Ornamental Doors with high quality Burma| cum. 309800.00 
Teakwood with 2” minimum to 7” maximum thick ornamental 

frames, 2” thick to 5” thick Kamala (Flower Planks), Creeper, 

Birds, Animal Figures, Sculptures, etc. Backside 1” thick to 3” 

plank including necessary carving, shaping, wastage, etc., as 

per approved plan and design. 

Temple Chariot Ornamental Works consisting of Architectural| cum. 324800.00 
Embellishments like, Peetas, Padmas, Pillars,  Pilasters, 

Bodhikas, Kapotams, Koodu, Sikaram and other Ornamental 

Cornice works and also necessary Creepers, Kamalams, Animal, 

Bird Figures and Sculptures. 


c |Kodimaram (Dwajasthambam) Stem 9" to 18” dia upto 30 ibd 339800.00 
height. 


Description 


RATES OF MATERIALS EN 


1 |Supply of high quality Burma Teakwood meant for the purpose 


of making the following items 


Supply of Teakwood for making the following items 


N 


Temple Pattern Ornamental Doors with high quality teakwood| cum. 199000.00 
(country) with 2” minimum to 7” maximum thick Ornamental 

Frames, 2” thick to 5” thick Kamala (Flower Planks), Creeper, 

Birds, Animal Figures, Sculptures, etc. Backside 1” thick to 3” 

plank including necessary carving, shaping, wastage, etc., as 

per approved plan and design. 


emple Chariot Beams, Temple Wooden Uttarams with minimum| cum. 213021.00 
9" thick to 18". 
c |Kodimaram (Dwajasthambam) Stem 9" to 18” dia upto 30 me 213021.00 
height. 


3 |Supply of Country Wood for making the following items using 
Vengai Wood 


Temple Pattern Ornamental Doors with high quality Country| cum. 120700.00 
Wood with 2" minimum to 7" maximum thick Ornamental 

Frames, 2" thick to 5" thick Kamala (Flower Planks), Creeper, 

Birds, Animal Figures, Sculptures, etc. Backside 1" thick to 3" 

plank including necessary carving, shaping, wastage, etc., as 

per approved plan and design. 


Kodimaram / Dwajasthambam stem 9" to 18" dia upto 30 feet| cum. 135700.00 
height. 

c [Temple Chariot Beams, Temple Wooden Uttarams with minimum| cum. 150700.00 
9" thick. 
Supply of Country Wood for making the following items using 
Illuppai Wood. 
Temple Chariot Beams, Temple Wooden Uttarams with minimum| cum. 95270.00 
9" to 18" thick. 
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Basic Rate approved 


for the year 2021-2022 
(w.e.f. 13.09.2021) 


31500.00 
45348.00 


Description 


5 |Supply of Country Wood for making the following items using 
Atthi Wood. 

Temple God and Goddess Vahanams of required shape and size 
with ornamental features. 


Scantling upto 40cm dia 
Scantling upto 40cm dia 


Supply of Country Wood for Temple wood work plank 9" to 15" 


45348.00 
width and frames upto 6" thick. 
Supply of Country Wood for making the following items using 
Mavili Wood upto 40cm dia. 
Temple God and Goddess Vahanams of required shape and size| cum. 45348.00 
with ornamental features. 


Supply of cut stone for carrying out Garpagraham, Te 


Arthamandapam, Maha is Thirumathil and other 
Temple Structures upto 10 feet length 


Thirumathil (Compound Wall) 
Pillar (Column) 
c |Uthiram (Beam) 


Pavukkal (Ceiling Stone) 


Nilaikal (Door Frame) 


Supply of cut stone for carrying out  Garpagraham, 
Arthamandapam, Maha Pod Thirumathil and other 
Temple Structures above 10 Feet length upto 14 feet length. 


Pillar (Column) 

Uthiram (Beam) 

c |Pavukkal (Ceiling Stone) 
Nilaikal (Door Frame) 


RATES OF WORKS 


Scaffolding charges for Vimanams and Gopurams with casurina 
posts coconut or palm trees wherever necessary for main, form 
work and providing with net lawn / PVC mesh coverings, 
providing ladder arrangements, country wood plank for working, 
inspection etc. complete, hire charges only for erection, 
maintenance and removing the same on completion of the work. 


Vimanam / Gopuram upto 15' - 0' height 


Vimanam / Gopuram upto 25' - 0' height 


c |Gopurams upto 50' - 0' height 
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Basic Rate approved 
Description . for the year 2021-2022 
(w.e.f. 13.09.2021) 


Gopurams upto 75' - 0' height 
Gopurams upto 100' - 0' height 


Gopurams upto 150' - 0' height 


Labour Charges for Old Stone Removing: 1422. 00 
Chitranvanam, Padma Jagati, Adhistanam, Kandam, Pattiyal, 
Jagati, —Kumudagam, Aswapadam, Sthamaba, Sthambam, 
Kalasam, Thadi, Kudam, Palagai, Veerakandam,  Bodhiyal, 
Uthiram, Kambu, Eludham, Kabothagam, Viyalam, Koodu, UIH, 
Pavukkal, Thun, Flooring, Nilaikal,  Bodhiyal Thani, 


4667.00 


3 |Labour Charges for Old Stone Removing: 
Thanithun, Uthiram, Bodhiyal. 
Labour Charges for Old Stone Fixing: sqm. 2135.00 
Chitranvanam, Padma Jagati, Adhistanam, Kandam, Pattiyal, 
Jagati, Kumudagam. 


Labour Charges for Old Stone Fixing: 

Aswapadam, Sthamaba, Sthambam, Kalasam, Thadi, Kudam, 
Palagai, Veerakandam, Bodhiyal, Uthiram, Kambu, Eludham, 
Kabothagam, Viyalam, Koodu, UI! Vari, Pavukkal, Thun, 
Flooring, Nilaikal, Bodhiyal Thani, Uthiram. 


The Basic Rate adopted under this Head, "Annexure-IX - Rates of Labour, Rates of Materials and] _ 
Rates of Works - Exclusively for Temple Works" is exclusive of all taxes and GST. 


2253 (B cede 


Chief Engineer (Buildings), PWD, 
Chennai Region, Chennai-5. 


p 





v 
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ANNEXURE-IX 
RATES OF ITEMS IN RESPECT OF HIGHWAYS DEPARTMENT 


Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


12400.00 
580.00 


Supplying and fixing GI DRAINAGE SPOUTS 100mm dia as| Each 2216.00 
per GOI drawing SD/205 with grating arrangements at top 

as shown in the drawing and 100mm dia drainage spout 

projecting atleast 300mm beyond the bottom of deck slab as 

shown in the drawing, including cost and conveyance of 

Galvanised iron pipes and flats and fixing them in position, 

etc., complete as per cl 2705 of MORT&H specification. (V 

Revision) 


RM 

RM 
Supplying and fixing KRAFT PAPER for full width of seating m. 100.00 
of deck slab and including cost and conveyance to worksite, 
labour for fixing the same in correct position and all other 
incidental charges etc., complete. 

RM 

M 


Description of Item 


Supplying and installation of STRIP SEAL EXPANSION 
JOINT system confirming to specifications for road and 
bridge works in the 40mm wide expansion gap provided in 
between decks over piers and in between deck and dirt wall 
over abutment with fatigue tested structural steel section at 

sq 


the nosing and anchorage assembly, including labour, 
equipment and incidental charges for fixing the joints 
complete in all respects, as per section 2600 of MORT & H 
specification (V Revision) 


Supplying and fixing 300mm wide PVC EXPANSION JOINT 
in the 20mm expansion gap provided in between decks over 
piers and in between deck and dirt wall over abutment as 
shown in the drawing including cost and conveyance of 
expansion joints including shalimar pad and joint sealant 
etc., complete 


Supplying and Fixing of ELASTOMERIC BEARING as shown| cu.cm 1.58 
in the drawing including cost and conveyance to work site, 
labour for fixing the bearing in position and all other 
incidental charges etc., complete as per section 2000 of 
MORT & H specification. (V Revision) 

Supply of NP3 Class RCC Pipe confirming to IS 458/2003 
including cost of pipe as a finished work including all other 
incidental charges, testing charges including loading, 
unloading, transport and delivery in good condition at work 
site etc., complete, as directed by the Departmental Officers, 
as per standard specifications. 


1200mm dia 5548.00 


1000mm dia 3794.00 
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l Basic Rate approved 
Description of Item for the year 2021-2022 
i l l (w.e.f. 13.09.2021) 
900mm dia i 3390.00 


Hoisting and fixing of NP3 Class RCC Pipe and Collars 
in proper gradient including all labour charges and all other l 
incidental charges etc., complete, as directed by the 

Departmental Officers, as per standard specifications. 


254.00 


240.00 
208.00 


The Basic Rate RENE ER under this Head, "Annexure-X - Rates of Items in respect of — 
Department" is exclusive of all taxes and GST. 





* 


LAS EX 

ME COSTS & 

Chief Engineer (Buildings), PWD, 
Chennai Region, Chennai-5. 


Se. 
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ANNEXURE-X 
RATES OF HIRE CHARGES FOR TOOLS AND PLANTS 





























Basic Rate approved 
for the year 2021-2022 
(w.e.f. 13.09.2021) 


Description of Machineries 


[HIRE CHARGES O 





A 


ul 


y 


Wet Mix Plant 75 Ton Capacity 
Electrical Generating Set 125 KVA 


Motor Grader 110 HP 


Water Tank 6 KL Capacity (GSB) 


Tractor - Rotovator l 
Water Tanker (WMM) 
Base Mix Plant (Pug Mill) 


20 |Ajax Self Loading Concrete Mixer 


The Basic Rate adopted under this Head, "Annexure-XI - Rates of Hire Charges for Tools and 
Plants" is exclusive of all taxes and GST. 


s 


10 
1 
1 
13 
14 
1 
1 
17 
18 
19 


1 
2 
5 
6 
0 


The Basic Rate adopted under this Head, "Annexure-XI - Rates of Hire Charges for Tools and 
Plants" is calculated for per day of 8 hours basis. 


DB 


X 


ARA 
f( 


Jae M A 
Engineer-in-Chief (Buildings) € 
Chief Engineer (Buildings), PWD, 
Chennai Region, Chennai-5. 


^ Qe? 
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ANNEXURE-XI 


RATES OF HIRE CHARGES FOR PLANTS 8: MACHINERIES 


: Basic Rate approved . 
Description of Machineries for the year 2021-2022 
(w.e.f. 13.09.2021) 





Pumping charges of concrete including hire charges of i 
pump, piping work and accessories etc. 


; Da 

Da 
| Da 
Da 


cum. 


N 


y 

y 

y 

| y 
[omm 
y 


10 |Hire and running charges of Crane 80 Tonne capacity 


Hire and running charges of Crane 40 Tonne capacity | Day | 8880.00 
i | Day | 16650.00 


The Basic Rate adopted under this Head, "Annexure-XIII - Rates of Hire Charges for Plants 
& Machineries" is exclusive of all taxes and GST. 


The above hire charges includes cost of services of operating staff, cost of lubricating oil, 
diesel / petrol / Kerosene and other consumables for running the plant and machinery. 


The hire charges of plant machinery on per day basis are for single shift of EIGHT working 
hours. 


ian No e 


Engineér-in-Chief (Buildings) € 
Chief Engineer (Buildings), PWD, 
Chennai Region, Chennai-5. 
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